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CHAPTER 41
SAFETY REQUIREMENTS FOR THE USE OF
RADIATION MACHINES AND CERTAIN USES
OF RADIOACTIVE MATERIALS

641—41.1(136C) X-rays in the healing arts.

41.1(1) Scope.This rule establishes requirements, for which a registrant is responsible, for use of
X-ray equipment by or under the supervision of an individual authorized by and licensed in accordance
with state statutes to engage in the healing arts or veterinary medicine. The provisions of this rule are i
addition to, and not in substitution for, any other applicable provisions of these rules. The provisions of
Chapter 41 are in addition to, and not in substitution for, any other applicable portions of 641—Chap-
ters 38 tad2. All references to any Code of Federal Regulations (CFR) in this chapter are thies in ef
as of July 1, 1999.

41.1(2) Definitions. For the purpose of this chapter, the definitions of 641—Chapter 38 may also
apply. The following are specific to rule 41.1(136C).

“Accessible surface’means the external surface of the enclosure or housing of the radiation pro-
ducing machine as provided by the manufacturer.

“Added filtration” means any filtration which is in addition to the inherent filtration.

“Aluminum equivalent”’means the thickness of type 1100 aluminum alloy affording the same atten-
uation, under specified conditions, as the material in question.

“Attenuation block”means a block or stack, having dimensions 20 centimeters by 20 centimeters
by 3.8 centimeters, of type 1100 aluminum alloy or other materials having equivalent attenuation.

“Automatic exposureontrol (AEC)” means a device which automatically controls one or more
techniquefactors in order to obtain at a preselected location(s) a required quantity of radiation (see also
“Phototimer”). (Includes devices such as phototimers and ion chambers.)

“Barrier” (see “Protective barrier”).

“Beam-limiting device”’means a device which provides a means to restrict the dimensions of the
X-ray field.

“Beam monitoringsystem”means a system designed to detect and measure the radiation present in
the useful beam.

“C-arm X-ray system’means an X-ray system in which the image receptor and X-ray tube housing
assembly are connected by a common mechanical support system in order to maintain a desired spat
relationship. This system is designed to allow a change in the projection of the beam through the pa
tient without a change in the position of the patient.

“Cephalometric device’means a device intended for the radiographic visualization and measure-
ment of the dimensions of the human head.

“Certified components’means components of X-ray systems which are subject to regulations pro-
mulgated under Public Law 90-602, the “Radiation Control for Health and Safety Act of 1968,” the
Food and Drug Administration.

“Certified system”means any X-ray system which has one or more certified component(s).
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“Coefficient of variation” or “C” means the ratio of the standard deviation to the mean value of a
population of observations. It is estimated using the following equation:

n Y2 where:
s 1 (x —%)2 s = Estimated standard deviation of the population.
c=—=—| > —a-1 X = Mean value of observations in sample.
X X127 X; = ih observattm irsemmpe!o

n = Numberwfnhsartatings isceapiele

“Computed tomography’means the production of a tomogram by the acquisition and computer
processing of X-ray transmission data.

“Control panel” (see X-ray control panel).

“Cooling curve” means the graphical relationship between heat units stored and cooling time.

“CT” (see “Computed tomography”).

“Dead-man switch’means a switch so constructed that a circuit closing contact can be maintained
only by continuous pressure on the switch by the operator.

“Detector” (see “Radiation detector”).

“Diagnostic source assemblytheans the tube housing assembly with a beam-limiting device at-
tached.

“Direct scattered radiation”’means that scattered radiation which has been deviated in direction
only by materials irradiated by the useful beam (see “Scattered radiation”).

“Entrance exposureate” means the exposure free in air per unit time at the point where the center
of the useful beam enters the patient.

“Equipment” (see “X-ray equipment”).

“Field emission equipmentfmeans equipment which uses an X-ray tube in which electron emis-
sion from the cathode is due solely to the action of an electric field.

“Filter” means material placed in the useful beam to preferentially absorb selected radiations.
“Fluoroscopic imaging assemblytheans a subsystem in which X-ray photons produce a visual
image. It includes the image receptor(s) such as the image intensifier and spot-film device, electrical
interlocks, if any, and structural material providing linkage between the image receptor and diagnostic

source assembly.

“Focal spot (actual)”means the area projected on the anode of the X-ray tube bombarded by the
electrons accelerated from the cathode and from which the useful beam originates.

“General purpose radiographic X-ray systemieans any radiographic X-ray system which, by
design, is not limited to radiographic examination of specific anatomical regions.

“Gonad shield” means a protective barrier for the testes or ovaries.

“Healing arts screening’means the testing of human beings using X-ray machines for the detec-
tion orevaluation of health indications when such tests are not specifically and individually ordered by
an individual authorized under 41.1@) (7).

“Heat unit” means a unit of energy equal to the product of the peak kilovoltage, milliamperes, and
seconds, i.e., kVp mA x second.

“Image intensifier” means a device, installed in its housing, which instantaneously converts an X-
ray pattern into a corresponding light image of higher energy intensity.
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“Image receptor’means any device, such as a fluorescent screen or radiographic film, which trans-
forms incideniX-ray photons either into a visible image or into another form which can be made into a
visible image by further transformations.

“Inherent filtration” means the filtration of the useful beam provided by the permanently installed
components of the tube housing assembly.

“Kilovolts peak” (see “Peak tube potential”).

“kV” means kilovolts.

“kVp" (see “Peak tube potential”).

“kWs” means kilowatt second.

“Lead equivalent”’means the thicknesslefd afording the same attenuation, under specified con-
ditions, as the material in question.

“Leakage radiation”means radiation emanating from the diagnostic or therapeutic source assem-
bly except for:

a. The useful beam, and

b. Radiation produced when the exposure switch or timer is not activated.

“Leakage technique factorstheans the technique factors associated with the diagnostic or thera-
peutic source assembly which are used in measuring leakage radiation. They are defined as follows

a. For diagnostic source assemblies intended for capacitor energy storage equipment, the maxi
mume-ratedoeak tube potential and the maximum-rated number of exposures in an hour for operation at
the maximum-rated peak tube potential with the quantity of charge per exposure being 10 millicou-
lombs, i.e., 10 milliampere seconds, or the minimum obtainable from the unit, whichever is larger.

b. For diagnostic source assemblies intended for field emission equipment rated for pulsed op-
eration, the maximum-rated peak tube potential and the maximum-rated number of X-ray pulses in ar
hour for operation at the maximum-rated peak tube potential.

c. For all other diagnostic or therapeutic source assemblies, the maximum-rated peak tube poten
tial and the maximum-rated continuous tube current for the maximum-rated peak tube potential.

“Light field” means that area of the intersection of the light beam from the beam-limiting device
and one of the set of planes parallel to and including the plane of the image receptor, whose perimeter
the locus of points at which the illumination is one-fourth of the maximum in the intersection.

“Linear attenuation coefficientr “u” means the quotient of dN/N divided by dl when dN/N is the
fraction ofuncharged ionizing radiation that experience interactions in traversing a distance dl in a spe-
cified material.

“Line-voltage regulation”means the difference between the no-load and the load line potentials
expressed as a percent of the load line potential. It is calculated using the following equation:

Percent line-voltage regulation = 100 W)/V,
where

V,= No-load line potential and

V, = Load line potential.

“mA” means milliampere.

“mAs” means milliampere second.

“Maximum line current”means the root-mean-square current in the supply line of an X-ray ma-
chine operating at its maximum rating.

“Mobile X-ray equipment’(see “X-ray equipment”).

“PBL” (see “Positive beam limitation”).

“Phototimer” means a method for controlling radiation exposucesmage receptors by the
amount of radiation which reaches a radiation-monitoring device(s). The radiation-monitoring de-
vice(s) ispart of an electronic circuit which controls the duration of time the tube is activated (see “Au-
tomatic_exposureontrol”).
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“PID” (see “Position indicating device”).

“Portable X-ray equipment{see “X-ray equipment”).

“Position indicating device’means a device on dental X-ray equipment used to indicate the beam
position and to establish a definite source-surface (skin) distance. It may or may not incorporate or
serve as a beam-limiting device.

“Positive beam limitation”"means the automatic or semiautomatic adjustment of an X-ray beam to
the size of the selected image receptor, whereby exposures cannot be made without such adjustment.

“Primary protective barrier” (see “Protective barrier”).

“Protective apon” means an apron made of radiation-absorbing materials used to reduce radiation
exposure.

“Protective barrier” means a barrier of radiation-absorbing material(s) used to reduce radiation
exposure. The types of protective barriers are as follows:

a. “Primary protective barrier’means the material, excluding filters, placed in the useful beam,
for protection purposes, to reduce the radiation exposure.

b. “Secondary protective barrierfneans a barrier didient toattenuate the stray radiation to the
required degree.

“Protective glove”means a glove made of radiation-absorbing materials used to reduce radiation
exposure.

“Radiation detector” means alevice which, in the presence of radiation, provides a signal or other
indication suitable for use in measuring one or more quantities of incident radiation.

“Radiation therapy simulation systemtieans a radiographic or fluoroscopic X-ray system in-
tended for localizing the volume to be exposed during radiation therapy and confirming the position
and size of the therapeutic irradiation field.

“Radiograph” means an image receptor on which the image is created directly or indirectly by an
X-ray pattern and results in a permanent record.

“Rating” means the operating limits as specified by the component manufacturer.

“Recording” means producing a permanent form of an image resulting from X-ray photons.
“Response time'means the time required for an instrument system to reach 90 percent of its final
reading when the radiation-sensitive volume of the instrument system is exposed to a step change in

radiation flux from zero sufficient to provide a steady state midscale reading.

“Secondary protective barrier(see “Protective barrier”).

“Shutter” means a device attached to the tube housing assembly which can intercept the entire
cross-sectional area of the useful beam and which has a lead equivalency not less than that of the tube
housing assembly.

“SID” (see “Source-image receptor distance”).

“Source” means the focal spot of the X-ray tube.

“Source-image receptor distancefieans the distance from the source to the center of the input sur-
face of the image receptor.

“Spot check”means a procedure which is performed to ensure that a previous calibration continues
to be valid.

“Spot film” means a radiograph which is made during a fluoroscopic examination to permanently
record conditions which exist during that fluoroscopic procedure.

“Spot-film device”means a device intended to transport or position a radiographic image receptor
between the X-ray source and fluoroscopic image recepiaclutes a device intended to hold a cas-
sette over the input end of an image intensifier for the purpose of making a radiograph.
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“SSD” means the distance between the source and the skin entrance plane of the patient.

“Stationary X-ray equipment(see “X-ray equipment”).

“Stray radiation” means the sum of leakage and scattered radiation.

“Technique factors”’means the following conditions of operation:

a. For capacitor energy storage equipment, peak tube potential in kV and quantity of charge in
MAS;

b. For field emission equipment rated for pulsed operation, peak tube potential in kV, and number
of X-ray pulses;

c. For CT X-ray systems designed for pulsed operation, peak tube potential in kV, scan time in
seconds, and either tube current in mA, X-ray pulse width in seconds, and the number of X-ray pulses
per scan, or the product of tube current, X-ray pulse width, and the number of X-ray pulses in mAs;

d. For CT X-ray systems not designed for pulsed operation, peak tube potential in kV, and either
tube current in mA and scan time in seconds, or the product of tube current and exposure time in mA:«
and the scan time when the scan time and exposure time are equivalent; and

e. For all other equipment, peak tube potential in kV, and either tube current in mA and exposure
time in seconds, or the product of tube current and exposure time in mAs.

“Termination of irradiation” means the stopping of irradiation in a fashion which will not permit
continuance of irradiation without the resetting of operating conditions at the control panel.

“Tomogram” means the depiction of the X-ray attenuation properties of a section through the body.

“Tube housing assemblyheans the tube housing with tube installed. It includes high-voltage, or
filamenttransformers, or both, and other appropriate elements when such are contained within the tube
housing.

“Tube rating chart” means the set of curves which specify the rated limits of operation of the tube in
terms of the technique factors.

“Useful beam”means the radiation emanating from the tube housing port or the radiation head and
passing through the aperture of the beam-limiting device when the exposure controls are in a mode t
cause the system to produce radiation.

“Variable-aperture beam-limiting devicefheans a beam-limiting device which has capacity for
stepless adjustment of the X-ray field size at a given SID.

“Visible area” means that portion of the input surface of the image receptor over which incident
X-ray photons are producing a visible image.

“X-ray control” means a device, switch, button or similar means by which an operator initiates or
terminates the radiation exposure. The X-ray exposure control may include such associated equip
ment as timers and backup timers.

“X-ray control panel”means a device which controls input power to the X-ray high-voltage gener-
ator and the X-ray tube. It includes equipment such as timers, phototimers, automatic brightness sta
bilizers, and similar devices, which control the technique factors of an X-ray exposure.

“X-ray equipment’means an X-ray system, subsystem, or component thereof. Types of X-ray
equipment are as follows:

a. “Mobile X-ray equipment’'means X-ray equipment mounted on a permanent base with
wheels or casters for moving while completely assembled.

b. “Portable X-ray equipmentineans X-ray equipment designed to be hand-carried.

c. ‘“Stationary X-ray equipmentineans X-ray equipment which is installed in a fixed location.

“X-ray field” means that area of the intersection of the useful beam and any one of the set of planes
parallel toand including the plane of the image receptor, whose perimeter is the locus of points at which
the_exposureate is one-fourth of the maximum in the intersection.

“X-ray high-voltage generatormeans a device which transforms electrical energy from the poten-
tial supplied by the X-ray control to the tube operating potential. The device may also include means
for transforming alternating current to direct current, filament transformers for the X-ray tube(s), high-
voltage switches, electrical protective devices, and other appropriate elements.
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“X-ray system”means an assemblage of components for the controlled production of X-rays. It
includes minimally an X-ray high-voltage generator, an X-ray control, a tube housing assembly, a
beam-limiting device, and the necessary supporting structures. Additional components which func-
tion with the system are considered integral parts of the system.

“X-ray table” means a patient support device with its patient support structure (tabletop) interposed
between the patient and the image receptor during radiography or fluoroscopy. This includes, but is not
limited to, any stretcher equipped with a radiolucent panel and any table equipped with a cassette tray
(or bucky), cassette tunnel, image intensifier, or spot-film device beneath the tabletop.

41.1(3) Administrative controls.

a. Registrant. The registrant shall be responsible for maintaining and directing the operation of
the X-ray system(s) under the registrant's administrative control and for having the following mini-
mum tests performed every two years by a registered service facility:

1. Medical/chiropractic: timer accuracy, exposure reproducibility, kVp accuracy as set forth in
41.1(6), and light field/X-ray field alignment as set forth in 41.1(6).

2. Dental/podiatry: timer accuracy, exposure reproducibility and kVp accuracy as set forth in
41.1(7).

3. Fluoroscopic: entrance exposuage (641—41.1(5¢” ), minimum SSD (641—41.1(8) ).

4. \Veterinary systems are exempt from the above testing requirements.

All service and installation shall be performed by persons registered under 641—subrule 39.3(3). The
registrant or the registrant's agent shall ensure that the requirements of these rules are met in the opera-
tion of the X-ray system(s).

(1) An X-ray system which does not meet the provisions of these rules shall not be operated for
diagnostic or therapeutic purposes unless so directed by the agency.

(2) Individualswho will be operating the X-ray systems shall be adequately instructed in safe op-
eratingprocedures and be competent in the safe use of the equipment in accordance with 641—Chapter
42 as applicable. The individual's permit to practice shall be posted in the immediate vicinity of the
general work area and visible to the public.

(3) A chart shall be provided in the vicinity of the diagnostic X-ray system’s control panel which
specifies, for all examinations performed with that system, the following information:

1. Patient’s anatomical size versus technique factors to be utilized;

2. Type and size of the film or film-screen combination to be used;

3. Type and focal distance of the grid to be used, if any;

4. Source to image receptor distance to be used, except for dental intra-oral radiography; and

5. Type and location of placement of human patient shielding to be used (e.g., gonad).

(4) Written safety procedures shall be provided to each individual operating X-ray equipment, in-
cluding patient holding and any restrictions of the operating technique required for the safe operation
of the particular X-ray system. The operator shall be able to demonstrate familiarity with these proce-
dures.

(5) Except for patients who cannot be moved out of the room, only the staff and ancillary person-
nel required for the medical procedure or training shall be in the room during the radiographic expo-
sure. Other than the patient being examined:

1. Allindividuals shall be positioned such that no part of the body will be struck by the useful
beam unless protected by 0.5 millimeter lead equivalent.

2. Staff and ancillary personnel shall be protected from the direct scatter radiation by protective
aprons or whole body protective barriers of not less than 0.25 millimeter lead equivalent.

3. Humanpatients who cannot be removed from the room shall be protected from the direct scat-
ter radiation by whole body protective barriers of 0.25 millimeter lead equivalent or shall be so posi-
tioned that the nearest portion of the body is at least 2 meters from both the tube head and the nearest
edge of the image receptor.
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(6) Gonad shielding of not less than 0.25 millimeter lead equivalent shall be used for human pa-
tients, who have not passed the reproductive age, during radiographic procedures in which the gonac
are in the useful beam, except for cases in which this would interfere with the diagnostic procedure.

(7) Individualsshall not be exposed to the useful beam except for healing arts purposes and unless
such exposure has been authorized by a licensed practitioner of the healing arts or a licensed register
nurse who is registered as an advanced registered nurse practitioner pursuant to lowa Code chapt
152. This provision specifically prohibits deliberate exposure for the following purposes:

1. Exposure of an individual for training, demonstration, or other non-healing arts purposes; and

2. Exposure of an individual for the purpose of healing arts screening except as authorized by
41.1(3ya” (11).

(8) When a patient or film must be provided with auxiliary support during a radiation exposure:

1. Mechanicaholding devices shall be used when the technique permits. The written safety pro-
cedures, required by 41.1¢8) (4), shall list individual projections where holding devices cannot be
utilized;

2. Written safety procedures, as required by 41°a4(3)), shall indicate the requirements for
selecting a holder and the procedure the holder shall follow;

3. The human holder shall be protected as required by 4R1(5)"“2";

4. No individual shall be used routinely to hold film or patients; and

5. Inthose cases where the human patient must hold the film, except during intraoral examina-
tions, any portion of the body other than the area of clinical interest struck by the useful beam shall be
protected by not less than 0.5 millimeter lead equivalent material.

6. Each facility shall have leaded aprons and gloves available in sufficient numbers to provide
protection taall personnel who are involved with X-ray operations and who are otherwise not shielded.

(9) Procedures and auxiliary equipment designed to minimize patient and personnel exposure
commensurate with the needed diagnostic information shall be utilized.

1. The speed of film or screen and film combinations shall be the fastest speed consistent with the
diagnostic objective of the examinations. Film cassettes without intensifying screens shall not be usec
for any routine diagnostic radiological imaging, with the exception of veterinary radiography and stan-
dard film packets for intra-oral use in dental radiography.

2. The radiation exposure to the patient shall be the minimum exposure required to produce im-
ages of good diagnostic quality.

3. Portable omobile X-ray equipment shall be used only for examinations where it is impractical
to transfer the patient(s) to a stationary X-ray installation.

4. X-raysystems subject to 41.1(6) shall not be utilized in procedures where the source to human
patient distance is less than 30 centimeters.

5. If grids are used between the patient and the image receptor to decrease scatter to the film an
improve contrast, the grid shall:

¢ Be positioned properly, i.e., tube side facing the correct direction, and the grid centered to the
central ray;

¢ |If of the focused type, be at the proper focal distance for the SIDs being used.

(10) All individuals who are associated with the operation of an X-ray system are subject to the
requirements of 641—subrule 40.36(3) and rules 641—40.15(136C) and 641—40.37(136C). In addi-
tion:

1. Whenprotective clothing or devices are worn on portions of the body and a personnel monitor-
ing device(s) is present, it (they) shall be worn in accordance with the recommendations found in Chap-
ter 4 of the National Council of Radiation Protection and Measurements Report No. 57.

2. Exposure of a personnel monitoring device to deceptively indicate a dose delivered to an indi-
vidual is prohibited.
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(11) Healing arts screening. Any person proposing to conduct a healing arts screening program
shallnot initiate such a program without prior approval of the agency. When requesting such approval,
that person shall submit the information outlined in Appendix C of this chapter. If any information
submitted to the agency becomes invalid or outdated, the agency shall be immediately notified.

(12) Fluoroscopic equipment shall be used only under the direct supervision of a licensed practi-
tioner.

b. Information and maintenance record and associated information. The registrant shall main-
tain the following information for each X-ray system for inspection by the agency:

(1) Model and serial numbers of all major components and user’s manual for those components;

(2) Tube rating charts and cooling curves;

(3) Records of surveys, calibrations, maintenance, and modifications performed on they¥-ray
tem(s) with the names of persons who performed such services;

(4) A copy of all correspondence with this agency regarding that X-ray system.

c. X-ray utilization log. Except for veterinary facilities, each facility shall mainta-gay log
containing the patient’'s name, the type of examinations, the dates the examinations were performed,
the name of the individual performing the X-ray procedure, and the number of exposures and retakes
involved. When the patient or film must be provided with human auxiliary support, the name of the
human holder shall be recorded.

d. Plan review.

(1) Prior to construction of all new installations, or modifications of existing installations, or
installation ofequipment into existing facilities utilizing X-rays for diagnostic or therapeutic purposes,
the floor plans and equipment arrangements shall be submitted to the agency for review and approval.
The required information is denoted in Appendices A and B of this chapter.

(2) The agency may require the applicant to utilize the services of a qualified expert to determine
the shielding requirements prior to the plan review and approval.

(3) The approval of such plans shall not preclude the requirement of additional modifications
should a subsequent analysis of operating conditions indicate the possibility of an individual receiving
a dose in excess of the limits prescribed in 641—Chapter 40.

e. Federal performance standards. All X-ray equipment shall comply with the applicable perfor-
mancestandards of 21 CFR 1020.30 to 1020.40 which were in effect at the time the unit was manufac-
tured. All equipment manufactured before the effective date of 21 CFR 1020.30 to 1020.40 shall meet
the requirements of the lowa rules. Persons registered to possess the affected radiation-emitting equip-
ment in lowa shall be responsible for maintaining the equipment in compliance with the appropriate
federal performance standards.

f.  X-ray film processing facilities and practices (except for mammography). Each installation
using a radiographic X-ray system and using analog image receptors (e.g., radiographic film) shall
have available suitable equipment for handling and processing radiographic film in accordance with
the following provisions:

(1) Manually developed film.

1. Processing tanks shall be constructed of mechanically rigid, corrosion-resistant material; and

2. The temperature of solutions in the tanks shall be maintained within the rangé& o6 80 F
(16°C to 27 C). Film shall be developed in accordance with the time-temperature relationships rec-
ommended by the film manufacturer or, in the absence of such recommendations, with the time-
temperature chart available from the agency.

3. Devicesshall be utilized which will indicate the actual temperature of the developer and signal
the passage of a preset time appropriate to the developing time required.
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(2) Automatic processors and other closed processing systems.

1. Filmsshall be developed in accordance with the time-temperature relationships recommended
by the film manufacturer; in the absence of such recommendations, the film shall be developed usinc
the chart available from the agency.

2. Processing deviations from the requirements of 41f1(3hall be documented by the regis-
trant insuch manner that the requirements are shown to be met or exceeded (e.g., extended processil
and special rapid chemistry).

(3) Other requirements.

1. Pass boxes, if provided, shall be so constructed as to exclude light from the darkroom when
cassettes are placed in or removed from the boxes, and shall incorporate adequate shielding from str:
radiation to prevent exposure of undeveloped film.

2. The darkroom shall be light tight and use proper safelighting such that any film type in use
exposed in @assette to X-radiation sufficient to produce an optical density from 1 to 2 when processed
shall not suffer an increase in density greater than 0.1 when exposed out of the cassette in the darkroo
for 2 minutes with all safelights on. If used, daylight film handling boxes shall preclude fogging of the
film.

3. Darkrooms typically used by more than one individual shall be provided a method to prevent
accidental entry while undeveloped films are being handled or processed.

4. Filmshall be stored in a cool, dry place and shall be protected from exposure to stray radiation.
Film in open packages shall be stored in a light tight container.

5. Filmcassettes and intensifying screens shall be inspected periodically and shall be cleaned an
replaced as necessary to best ensure radiographs of good diagnostic quality.

6. Outdated X-ray film shall not be used for diagnostic radiographs, unless the film has been
stored inaccordance with the manufacturer’s recommendations and a sample of the film passes a sens
tometric test for normal ranges of base plus fog and speed.

7. Film developing solutions shall be prepared in accordance with the directions given by the
manufactureand shall be maintained in strength by replenishment or renewal so that full development
is accomplished within the time specified by the manufacturer.

41.1(4) General requirements for all diagnostic X-ray systeinsaddition to other requirements
of this chapter, all diagnostic X-ray systems shall meet the following requirements:

a. Warning label. The control panel containing the main power switch shall bear the warning
statement, legible and accessible to view: “WARNING: This X-ray unit may be dangerous to patient
and operator unless safe exposure factors and operating instructions are observed.”

b. Battery charge indicator. On battery-powered X-ray generators, visual means shall be pro-
vided on the control panel to indicate whether the battery is in a state of charge adequate for prope
operation.

c. Leakage radiation from the diagnostic source asseriibly.leakage radiation from the diag-
nostic source assembly measured at a distance of 1 meter in any direction from the source shall nc
exceed 100 milliroentgerf&5.8uC/kg) in one hour when the X-ray tube is operated at its leakage tech-
niquefactors. Compliance shall be determined by measurements averaged over an area of 100 squa
centimeters with no linear dimension greater than 20 centimeters.

d. Radiation from components other than the diagnostic source assembly. The radiation emitted
by a component other than the diagnostic source assembly shall not exceed 2 milliroentgens (0.51
HC/kg) inone hour at 5 centimeters from any accessible surface of the component when it is operated ir
an assembled X-ray system under any conditions for which it was designed. Compliance shall be de
termined by measurements averaged over an area of 100 square centimeters with no linear dimensic
greater than 20 centimeters.
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e. Beam quality.

(1) Half-value layer.

1. The half-value layer of the useful beam for a given X-ray tube potential shall not be less than
the values shown in Table I. If it is necessary to determine such half-value layer at an X-ray tube poten-
tial which is not listed in Table I, linear interpolation or extrapolation may be made.

Table |
Measured Half-value
Design operating potential layer (mm
range (kVp) (kVp) of aluminum)
Below50. ... ..o 30 0.3
40 0.4
49 0.5
BOtO 70 . . i 50 1.2
60 1.3
70 15
Above 70. ... ... .. .. 71 2.1
80 2.3
90 2.5
100 2.7
110 3.0
120 3.2
130 3.5
140 3.8
150 4.1

2. and 3. Rescinded IAB 4/8/98, effective 7/1/98.

4. For capacitor energy storage equipment, compliance with the requirements of‘d1.1(4)
shall be determined with the system fully charged and a setting of 10 mAs for each exposure.

5. The required minimal half-value layer of the useful beam shall include the filtration contrib-
uted by all materials which are permanently between the source and the patient.

(2) Filtration controls. For X-ray systems which have variable kVp and variable filtration for the
useful beam, a device shall link the kVp selector with the filter(s) and shall prevent an exposure unless
the minimum amount of filtration required by 41.16%)(1)“1” is in the useful beam for the given kVp
which has been selected.

f.  Multiple tubes. Where two or more radiographic tubes are controlled by one exposure switch,
the tube or tubes which have been selected shall be clearly indicated prior to initiation of the exposure.
Thisindication shall be both on the X-ray control panel and at or near the tube housing assembly which
has been selected.
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g. Mechanical support of tube head. The tube housing assembly supports shall be adjusted suc
thatthe tube housing assembly will remain stable during an exposure unless tube housing movement i
a designed function of the X-ray system.

h. Technique indicators.

(1) The technique factors to be used during an exposure shall be indicated before the exposur
begins. If automatic exposuecentrols are used, the technique factors which are set prior to the expo-
sure shall be indicated.

(2) The requirement of 41.1(4) (1) may be met by permanent markings on equipment having
fixed technique factors. Indication of technique factors shall be visible from the operator’s position
except in the case of spot films made by the fluoroscopist.

(3) The technique indicators shall be accurate to within manufacturer’s standards.

i. Locks. All position locking, holding, and centering devices on X-ray system components and
systems shall function as intended.

41.1(5) Fluoroscopic X-ray systems except for computed tomography X-ray systiihisoro-
scopic X-ray systems shall be image intensified and meet the following requirements:

a. Limitation of useful beam.

(1) Primary barrier.

1. The fluoroscopic imaging assembly shall be provided with a primary protective barrier which
intercepts the entire cross section of the useful beam at any SID.

2. The X-ray tube used for fluoroscopy shall not produce X-rays unless the barrier is in position to
intercept the entire useful beam.

(2) Fluoroscopic beam limitation.

1. For certified fluoroscopic systems with or without a spot film device, neither the length nor the
width of the X-ray field in the plane of the image receptor shall exceed that of the visible area of the
image receptor by more than 3 percent of the SID. The sum of the excess length and the excess wid
shall be no greater than 4 percent of the SID.

2. For uncertified fluoroscopic systems with a spot film device, the X-ray beam with the shutter
fully opened (during fluoroscopy or spot filming) shall be no larger than the largest spot film size for
whichthe device is designed. Measurements shall be made at the minimum SID availablelbssat no
than 20 centimeters from the tabletop to the film plane distance.

3. For uncertified fluoroscopic systems without a spot film device, the requirements of
41.1(5ya” (2)“1” apply.

4. Other requirements for fluoroscopic beam limitation:

¢ Means shall be provided to permit further limitation of the field. Beam-limiting devices
manufactured after May 22, 1979, and incorporated in equipment with a v&iBlde a visible area
of greater than 300 square centimeters shall be provided with means for stepless adjustment of the >
ray field;

¢ All equipment with a fixed SID and a visible area of 300 square centimeters or less shall be pro-
vided either with stepless adjustment of the X-ray field or with means to further limit the X-ray field
size at the plane of the image receptor to 125 square centimeters or less;

¢ If provided, stepless adjustment shall, at the greatest SID, provide continuous field sizes from the
maximum attainable to a field size of 5 centimeters by 5 centimeters or less;

¢ For equipment manufactured after February 25, 1978, when the angle between the image recer
tor and beam axis is variable, means shall be provided to indicate when the axis of the X-ray beam i
perpendicular to the plane of the image receptor;

¢ For noncircular X-ray fields used with circular image receptors, the error in alignment shall be
determined along the length and width dimensions of the X-ray field which pass ttirewgimter of
the visible area of the image receptor.
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(3) Spot-film beam limitation. Spot-film devices shall meet the following requirements:

1. Means shall be provided between the source and the patient for adjustment of the X-ray field
size in the plane of the film to the size of that portion of the film which has been selected on the spot-
film selector. Such adjustment shall be automatically accomplished except when the X-ray field size in
the plane of the film is smaller than that of the selected portion of the film. For spot-film devices
manufactured after June 21, 1979, if the X-ray field size is less than the size of the selected portion of
the film, the means for adjustment of the field size shall be only at the operator’s option;

2. Neitherthe length nor the width of the X-ray field in the plane of the image receptor shall differ
from the corresponding dimensions of the selected portion of the image receptor by more than 3 per-
cent ofthe SID when adjusted for full coverage of the selected portion of the image receptor. The sum,
without regard to sign, of the length and width differences shall not exceed 4 percent of the SID;

3. It shall be possible to adjust the X-ray field size in the plane of the film to a size smaller than the
selectedportion of the film. The minimum field size at the greatest SID shall be equal to, or less than, 5
centimeters by 5 centimeters;

4. The center of the X-ray field in the plane of the film shall be aligned with the center of the se-
lected portion of the film to within 2 percent of the SID; and

5. On spot-film devices manufactured after February 25, 1978, if the angle between the plane of
the image receptor and beam axis is variable, means shall be provided to indicate when the axis of the
X-ray beam is perpendicular to the plane of the image receptor, and compliance shall be determined
with the beam axis indicated to be perpendicular to the plane of the image receptor.

(4) Override. If a means exists to override any of the automatic X-ray field size adjustments re-
quired in 41.1(5R" (2) and 41.1(5p" (3), that means:

1. Shall be designed for use only in the event of system failure;

2. Shall incorporate a signal visible at the fluoroscopist’s position which will indicate whenever
the automatic field size adjustment is overridden; and

3. Shall have a clear and durable label as follows:

FOR X-RAY FIELD
LIMITATION SYSTEM FAILURE

b. Activation of the fluoroscopic tube. X-ray production in the fluoroscopic mode shall be con-
trolled by a device which requires continuous pressure by the fluoroscopist for the entire time of any
exposure. When recording serial fluoroscopic images, the fluoroscopist shall be able to terminate the
X-ray exposure(s) at any time, but means may be provided to permit completion of any single exposure
of the series in process.

c. Exposurerate limits.

(1) Entrance exposumate allowable limits.

1. Fluoroscopic equipment which is provided with automatic expaateecontrol shall not be
operable aany combination of tube potential and current which will result in an expegana excess
of 2.6 mC/kg (10 roentgens) per minute at the point where the center of the useful beam enters the pa-
tient, except:

¢ During recording of fluoroscopic images; or

¢ When an optional high level control is provided. When so provided, the equipment shall not be
operable aany combination of tube potential and current which will result in an expegane excess
of 1.3 mC/kg (5 roentgens) per minute at the point where the center of the useful beam enters the patient
unless the high level control is activated. Special means of activation of high level controls shall be
required. The high level control shall only be operable when continuous manual activation is provided
by the operator. A continuous signal audible to the fluoroscopist shall indicate that the high level con-
trol is being employed.
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2. Fluoroscopic equipment which is not provided with automatic expoatareontrol shall not
be operable at any combination of tube potential and current which will result in an exposine
excess ofl.3 mC/kg (5 roentgens) per minute at the point where the center of the useful beam enters the
patient, except:

¢ During recording of fluoroscopic images; or

¢ When an optional high level control is activated. Special means of activation of high level con-
trols shall be required. The high level control shall only be operable when continuous manual activa-
tion isprovided by the operator. A continuous signal audible to the fluoroscopist shall indicate that the
high level control is being employed.

3. Compliance with the requirements of 41.1¢5) shall be determined as follows: movable
grids and compression devices shall be removed from the useful beam during the measurement;

 If the source is below the table, expostate shall be measured 1 centimeter above the tabletop
or cradle;

¢ If the source is above the table, the exposate shall be measured at 30 centimeters above the
tabletop with theend of the beam-limiting device or spacer positioned as closely as possible to the point
of measurement;

¢ All C-arm fluoroscopes, both stationary and mobile, shall meet the entrance expasiinits
at 30 centimeters from the input surface of the fluoroscopic imaging assembly with the source posi-
tioned atany available SID provided that the end of the spacer assembly or beam-limiting device is not
closer than 30 centimeters from the input surface of the fluoroscopic imaging assembly.

¢ For a lateral type fluoroscope, the exposate shall be measured at a point 15 centimeters from
the centerline of the X-ray table and in the direction of the X-ray source with the end of the beam-
limiting device or spacer positioned as closely as possible to the point of measurement. If the tabletoy
is movable, it shall be positioned as closely as possible to the lateral X-ray source, with the end of the
beam-limiting device or spacer no closer than 15 centimeters to the centerline of the X-ray table.

4. Periodic measurement of entrance exporteeshall be performed by a qualified expert for
both typical and maximum values as follows: Such measurements shall be made annually or after an
maintenance of the system which might affect the entrance expasereesults of these measure-
ments shall be posted where any fluoroscopist may have ready access to such results while using tt
fluoroscope and in the record required in 41.(3)3). The measurement results shall be stated in
roentgens per minute (coulombs per kilogram) and include the technique factors used in determining
such results. The name of the individual performing the measurements and the date the measuremer
were performed shall be included in the results. Conditions of periodic measurements of entrance ex
posurerate are as follows:

e The measurement shall be made under the conditions that satisfy the requirements of
41.1(5)c” (1)*27;

e The kVp mA, and other selectable parameters shall be adjusted to those settings typical of clini-
cal use on a 23 cm thick abdominal patient;

e The X-ray system(s) that incorporates automatic expoategeontrol shall have sufficient atte-
nuative material placed in the useful beam to produce the maximum entrance exposure rate of the sy:
tem.

(2) Reserved.
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d. Barrier transmitted radiation rate limits.

(1) The_exposureate due to transmission through the primary protective barrier with the attenua-
tion block in the useful beam, combined with radiation from the image intensifier, if provided, shall not
exceed 2 milliroentgens (0.51&/kg) per hour at 10 centimeters from any accessible surface of the
fluoroscopic imaging assemhbbgyond the plane of the image receptor for each roentgen per minute of
entrance_exposurate.

(2) Measuring compliance of barrier transmission.

1. The_exposureate due to transmission through the primary protective barrier combined with
radiationfrom the image intensifier shall be determined by measurements averaged over an area of 100
square centimeters with no linear dimension greater than 20 centimeters.

2. Ifthe source is below the tabletop, the measurement shall be made with the input surface of the
fluoroscopic imaging assembly positioned 30 centimeters above the tabletop.

3. Ifthe source is above the tabletop and the SID is variable, the measurement shall be made with
the end of the beam-limiting device or spacer as close to the tabletop as it can be placed, provided that it
shall not be closer than 30 centimeters.

4. Movable grids and compression devices shall be removed from the useful beam during the
measurement.

e. Indication of potential and current. During fluoroscopy and cinefluorography the kV and the
mA shall be continuously indicated.

f.  Source-to-skin distance. The SSD shall not be less than:

(1) 38 centimeters on stationary fluoroscopes installed on or after August 1, 1974,

(2) 35.5 centimeters on stationary fluoroscopes which were in operation prior to August 1, 1974,

(3) 30 centimeters on all mobile fluoroscopes, and

(4) 20 centimeters for image-intensified fluoroscopes used for specific surgical application.

(5) The written safety procedures must provide precautionary measures to be adhered to during
the use of this device in addition to the procedures provided in 4R1(3).

g. Fluoroscopic timer.

(1) Means shall be provided to preset the cumulative on-time of the fluoroscopic X-ray tube. The
maximum cumulative time of the timing device shall not exceed five minutes without resetting.

(2) A signal audible to the fluoroscopist shall indicate the completion of any preset cumulative
on-time. Such signal shall continue to sound while X-rays are produced until the timing device is reset.

h. Control of scattered radiation.

(1) Fluoroscopic table designs when combined with procedures utilized shall be such that no un-
protected part of any staff or ancillary individual’'s body shall be exposed to unattenuated scattered
radiation which originates from under the table. The attenuation required shall be not less than 0.25
millimeter lead equivalent.

(2) Equipment configuration when combined with procedures shall be such that no portion of any
staff or ancillary individual's body, except the extremities, shall be exposed to the unattenuated scat-
tered radiation emanating from above the tabletop unless that individual:

1. Is atleast 120 centimeters from the center of the useful beam, or

2. The radiation has passed through not less than 0.25 millimeter lead equivalent material includ-
ing, but not limited to, drapes, Bucky-slot cover panel, or self-supporting curtains, in addition to any
lead equivalency provided by the protective apron referred to in 4B1L(3).

(3) The agency may grant exemptions to 41°h{(5§2) where a sterile field will not permit the use
of the normal protective barriers. Where the use of prefitted sterilized covers for the barriers is practi-
cal, the agency shall not permit such exemption.

i.  Spot-film exposure reproducibility. Fluoroscopic systems equipped with spot-film (radio-
graphic) mode shall meet the exposure reproducibility requirements of 44" 1¢@)en operating in
the spot-film mode.
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j-  Radiation therapy simulation systems. Radiation therapy simulation systems shall be exempt
from all the requirements of 41.1{&)" “c,” “d,” and“g” provided that:

(1) Such systems are designed and used in such a manner that no individual other than the patiel
is in the X-ray room during periods of time when the system is producing X-rays; and

(2) Systemswvhich do not meet the requirements of 41 5)are provided with a means of indi-
cating the cumulative time that an individual patient has been exposed to X-rays. Procedures shal
require in such cases that the timer be reset between examinations.

41.1(6) Radiographicsystems other than fluoroscopic, dental intraoral, or computed tomography
X-ray systems.

a. Beamlimitation. The useful beam shall be limited to the area of clinical interest. This shall be
considered met if a positive beam-limiting device meeting manufacturer’s specifications and the re-
quirements o#i1.1(6Yh” (2) have been properly used or if evidence of collimation is shown on at least
three sides or three corners of the film (for example, projections from the shutters of the collimator,
cone cutting at the corners, or borders at the film’'s edge.)

(1) General purpose stationary and mobile X-ray systems and veterinarian systems (other thar
portable) installed after July 1, 1998.

1. Only X-ray systems provided with means for independent stepless adjustment of at least two
dimensions of the X-ray field shall be used.

2. A method shall be provided for visually defining the perimeter of the X-ray field.

¢ llluminance shall be greater than 7.5 foot-candles or 80.3 LUX at 100 centimeters or maximum
SID whichever is less.

¢ The total misalignment of the edges of the visually defined field with the respective edges of the
X-ray field along either the length or width of the visually defined field shall not exceed 2 percent of the
distance from the source to the center of the visually defined field when the surface upon which it ap-
pears is perpendicular to the axis of the X-ray beam.

3. The agency may grant an exemption on noncertified X-ray systems to 4. 11§)1" and
“2" provided the registrant makes a written application for such exemption and in that applieation
onstrates it is impractical to comply with 41.1¢6)(1)“1” and “2"; and the purpose of
41.1(6)a” (1)“1” and “2” will be met by other methods.

(2) Additional requirements for stationary general purpose X-ray systems. In addition to the re-
quirements of 41.1(8" (1), stationary general purpose X-ray systems, both certified and noncerti-
fied, shall meet the following requirements:

1. A method shall be provided to indicate when the axis of the X-ray beam is perpendicular to the
plane ofthe image receptor, to align the center of the X-ray field with respect to the center of the image
receptor to within 2 percent of the SID, and to indicate the SID to within 2 percent;

2. The beam-limiting device shall indicate numerically the field size in the plane of the image
receptor to which it is adjusted; and

3. Indication of field size dimensions and SIDs shall be specified in inches or centimeters, and
shall besuch that aperture adjustments result in X-ray field dimensions in the plane of the image recep-
tor which correspond to those indicated by the beam-limiting device to within 2 percent of the SID
when the beam axis is indicated to be perpendicular to the plane of the image receptor.

(3) X-ray systems designed for one image receptor size. Radiographic equipment designed for
only one image receptor size at a fixed SID shall be provided with means to limit the field at the plane of
the image receptor to dimensions no greater than those of the image receptor, and to align the center
the X-ray field with the center of the image receptor to within 2 percent of the SID, or shall be provided
with means to both size and align the X-ray field such that the X-ray field at the plane of the image
receptor does not extend beyond any edge of the image receptor.
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(4) Systems designed for or provided with special attachments for mammography. Rescinded
IAB 4/8/98, effective 7/1/98.

(5) X-ray systems other than those described in 41d/(§)), (2), and (3), and veterinary sys-
tems installed prior to July 1, 1998.

1. Means shall be provided to limit the X-ray field in the plane of the image recefitat sach
field does not exceed each dimension of the image receptor by more than 2 percent of the SID when the
axis of the X-ray beam is perpendicular to the plane of the image receptor.

2. Means shall be provided to align the center of the X-ray field with the center of the image re-
ceptor to within 2 percent of the SID, or means shall be provided to both size and align the X-ray field
such that the X-ray field at the plane of the image receptor does not extend beyond any edge of the
image receptor. Compliance shall be determined with the axis of the X-ray beam perpendicular to the
plane of the image receptor.

3. 4l1.1(6¥a” (5)“1" and “2" may be met with a system that meets the requirements for a general
purpose X-ray system as specified in 41."H6)1) or, when alignment means are also provided, may
be met with either:

¢ An assortment of removable, fixed-aperture, beam-limiting devices sufficient to meet the re-
quirement for each combination of image receptor size and SID for which the unit is designed with
each such device having clear and permanent markings to indicate the image receptor size and SID for
which it is designed; or

¢ A beam-limiting device having multiple fixed apertures sufficient to meet the requirement for
each combination of image receptor size and SID for which the unit is designed. Permanent, clearly
legible markings shall indicate the image receptor size and SID for which each aperture is designed and
shall indicate which aperture is in position for use.

b. Radiation exposure control devices.

(1) Timers. Means shall be provided to terminate the exposure at a preset time interval, preset
product of current and time, a preset number of pulses, or a preset radiation exposure to the image re-
ceptor. Inaddition, it shall not be possible to make an exposure when the timer is set to a “zero” or “off”
position if either position is provided. Except for dental panoramic systems, termination of an expo-
sure shall cause automatic resetting of the timer to its initial setting or to “zero.”

(2) X-ray control.

1. Manualexposure control. An X-ray control shall be incorporated into each X-ray system such
that an exposure can be terminated by the operator at any time except for exposure of one-half second
or less, or during serial radiography when means shall be provided to permit completion of any single
exposure of the series in process.

2. Each X-ray control shall be located in such a way as to meet the following requirements: Sta-
tionary X-ray systems (except podiatry and veterinary units) shall be required to have the X-ray expo-
sure switch permanently mounted in a protected area so that the operator is required to remain in that
protected area during the entire exposure; and mobile and portable X-ray systems which are:

e Used for greater than one week in the same location, i.e., a room or suite, shall meet the require-
ments of 41.1(6p" (2)“2"; or

¢ Usedfor greater than one hour and less than one week at the same location, i.e., a room or suite, or
in a clinical setting for routine extremities only, or where moving the X-ray system from room to room
is impractical, shall meet the requirement of the above paragraph or be provided with a 6.5 foot
(1.98 m) high protective barrier which is placed at least 2.7 meters (9 feet) from the tube housing as-
sembly.

Stationary podiatric systems which do not meet the above requirements shall be provided with a
9-foot exposure button cord which allows the operator to remain behind a protective barrier during the
entire exposure. If the protective barrier is moveable, written procedures must be on file at the facility,
which dictate that the operator will remain behind the barrier during the entire exposure.
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3. The X-ray control shall provide visual indication observable at or from the operator’s pro-
tected position whenever X-rays are produced. In addition, a signal audible to the operator shall indi-
cate that the exposure has terminated.

(3) Automatic_exposureontrols. When an automatic exposooatrol is provided:

1. Indication shall be made on the control panel when this mode of operation is selected;

2. If the X-ray tube potential is equal to or greater than 50 kVp, the minimum exposure time for
field emission equipment rated for pulsed operation shall be equal to or less than a time interval equiva
lent to 2 pulses;

3. The minimum exposure time for all equipment other than that specified in 44" 1(®&)'2”
shall beequal to or less than one-sixtieth second or a time interval required to deliver 5 mAs, whichever
is greater;

4. Either the product of peak X-ray tube potential, current, and exposure time shall be limited to
not more than 60 kWs per exposure, or the product of X-ray tube current and exposure time shall be
limited to not more than 600 mAs per exposure except that, when the X-ray tube potential is less thar
50 kVp, the product of X-ray tube current and exposure time shall be limited to not more than 2000
mAs per exposure; and

5. Avisible signal shall indicate when an exposure has been terminated at the limits required by
41.1(6)b” (3)“4,” and manual resetting shall be required before further automatically timed expo-
sures can be made.

(4) Reproducibility. With a timer setting of 0.5 seconds or less, the average exposure period (T)
shall be greater than or equal to five times the maximum exposure peripdh{iius the minimum
exposure period @F) when four timer tests are performed:

T = 5 (Tow— Ton)

(5) Exposure duration (timer) linearity. For systems having independent selection of exposure
time settings, the average ratios,))Xf exposure to the indicated timer setting, in units of &kgmR/
s), obtained at any two clinically used timer settings shall not differ by more than 0.10 times their sum.
This is written as:

(X1- X3) < 0.1 (% + Xp)

where X and X are the average C gt (mR/s) values.

c. Source-to-skin distance. All mobile or portable radiographic systems shall be provided with
means to limit the source-to-skin distance to equal to or greater than 30 centimeters except for veteri
nary systems.

d. Exposurereproducibility. The coefficient of variation of exposure shall not exceed 0.05 when
all technique factors are held constant. This requirement applies to clinically used techniques. This
requiremenshall be deemed to have been met if, when four exposures are made at identical technique
factors, the value of the average expoghbyés greater than or equal to five times the maximum expo-
sure(E,.) minus the minimum_exposu(g,,.):

E = 5 (Enax_ Eﬂin)



Ch 41, p.18 Public Health[641] IAC 4/8/99

e. Radiation from capacitor energy storage equipmestiaindby status. Radiation emitted from
the X-ray tube when the exposure switch or timer is not activated shall not exceed a rate of 2 milliroent-
gens (0.51@C/kg) per hour at 5 centimeters from any accessible surface of the diagnostic source as-
sembly, with the beam-limiting device fully open.

f.  Accuracy. Deviation of measured technique factors from indicated values of kVp and expo-
sure time shall not exceed the limits specified for that system by its manufacturer. In the absence of
manufacturer’s specifications, the deviatiall not exceed 10 percent of the indicated value for kVp
and 20 percent for time.

g. mMA/mAs linearity. The following requirements apply when the equipment is operated on a
powersupply as specified by the manufacturer for any fixed X-ray tube potential within the range of 40
percent to 100 percent of the maximum rated:

(1) Equipment having independent selection of X-ray tube current (mA). The average ratios (X
of exposure to the indicated milliampere-seconds product-{@Ag: (or mR/mAs)) obtained at any
two consecutive tube current settings shall not differ by more than 0.10 times their sum:

X1 - X, < 0.10 (% + X,)

where X and % are the average values obtained at each of two consecutive tube current settings, or at

two settings differing by no more than a factor of 2 where the tube current selection is continuous.
(2) Equipment having a combined X-ray tube current-exposure time product (mAs) selector, but

not a separate tube current (mA) selector. The average ratjosf (&xposure to the indicated

milliampere-seconds product, in units of CthtAst (or mMR/mAs), obtained at any two consecutive

mAs selector settings shall not differ by more than 0.10 times their sum:

Xy - X, < 0.10 (% + X2)

where X and X are the average values obtained at any two mAs selector settings, or at two settings
differing by no more than a factor of 2 where the mAs selector provides continuous selection.

(3) Measuring compliance. Determination of compliance shall be based on 10 exposures taken
within a time period of one hour, at each of the two settings. These two settings may include any two
focal spot sizes except where one is equal to or less than 0.45 millimeters and the other is greater than
0.45millimeters. For purposes of this requirement, focal spot size is the nominal focal spot size speci-
fied by the X-ray tube manufacturer.

h. Additional requirements applicable to certified systems only. Diagnostic X-ray systems in-
corporating one or more certified component(s) shall be required to comply with the following addi-
tional requirement(s) which relate to that certified component(s).

(1) Beam limitation for stationary and mobile general purpose X-ray systems.

1. Thereshall be provided a means of stepless adjustment of the X-ray field. The minimum field
size at an SID of 100 centimeters shall be equal to or less than 5 centimeters by 5 centimeters.

2. When a light localizer is used to define the X-ray field, it shall provide an average illumination
of not less than 160 lux or 15 foot-candles at 100 centimeters or at the maximum SID, whichever is less.
The average illumination shall be based upon measurements made in the approximate center of each
guadrant of the light field. Radiation therapy simulation systems manufactured on and after May 27,
1980, are exempt from this requirement.
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3. The edge of the light field at 100 centimeters or at the maximum SID, whichever is less, shall
have a contrast ratio, corrected for ambient lighting, of not less than 4 in the case of beam-limiting de-
vices designed for use on stationary equipment, and a contrast ratio of not less than 3 in the case
beam-limiting devices designed for use on mobile equipment. The contrast ratio is defilgd as |
where | is the illumination 3 millimeters from the edge of the light field toward the center of the field;
and } is the illumination 3 millimeters from the edge of the light field away from the center of the field.
Compliance shall be determined with a measuring instrument aperture of 1 millimeter in diameter.

(2) Beam limitation and alignment on stationary general purpose X-ray systems equipped with
PBL. If PBL is being used, the following requirements shall be met:

1. PBL shall prevent the production of X-rays when:

« Either the length or width of the X-ray field in the plane of the image receptor differs, except as
permitted by 41.1(6h" (3), from the corresponding image receptor dimensions by more than 3 per-
cent of the SID; or

» The sum of the length and width differences as stated in 40’1(@)“1” above without regard
to sign exceeds 4 percent of the SID;

2. Compliancewith 41.1(6Yh” (2)“1” shall be determined when the equipment indicates that the
beam axis is perpendicular to the plane of the image receptor. Compliance shall be determined n
sooner than 5 seconds after insertion of the image receptor;

3. The PBL system shall be capable of operation, at the discretion of the operator, such that the
size ofthe field may be made smaller than the size of the image receptor through stepless adjustment o
the field size. The minimum field size at an SID of 100 centimeters shall be equal to or less than 5
centimeters by 5 centimeters;

4. The PBL system shall be designed such that if a change in image receptor does not cause &
automaticreturn to PBL function as described in 41.11§6)(2)“1,” then any change of image receptor
size or SID must cause the automatic return.

(3) Beam limitation for portable X-ray systems. Beam limitation for portable X-ray systems shall
meet the beam limitation requirements of 41.H6)or 41.1(6}h” (2).

i.  Tube stands for portable X-ray systems. A tube stand or other mechanical support shall be
used for portable X-ray systems, so that the X-ray tube housing assembly need not be handheld durin
exposures.

41.1(7) Intraoral dental radiographic systemsln addition to the provisions of 41.1(3) and
41.1(4), the requirements of 41.1(7) apply to X-ray equipment and associated facilities used for denta
radiography. Requirements for extraoral dental radiographic systems are covered in 41.1(6). Only
systems meeting the requirements of 41.1(7) shall be used.

a. Source-to-skin distanceX-ray systems designed for use with an intraoral image receptor shall
be provided with means to limit source-to-skin distance to not less than:

(1) 18 centimeters if operable above 50 kVp, or

(2) 10 centimeters if not operable above 50 kVp.

b. Beam limitation.Radiographic systems designed for use with an intraoral image receptor shall
be provided with means to limit the X-ray beam such that:

(1) If the minimum source-to-skin distance (SSD) is 18 centimeters or more, the X-ray field, at the
minimum SSD, shall be containable in a circle having a diameter of no more than 7 centimeters; anc

(2) If the minimum SSD is less than 18 centimeters, the X-ray field, at the minimum SSD, shall be
containable in a circle having a diameter of no more than 6 centimeters.

(3) The position indicating device shall be shielded and open-ended. The shielding shall be equiv-
alent to the requirements of 41.1¢1)
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c. Exposure control.

(1) Exposure initiation.

1. Means shall be provided to initiate the radiation exposure by a deliberate adtierpart of
the operator, such as the depression of a switch. Radiation exposure shall not be initiated without such
an action; and

2. It shall not be possible to make an exposure when the timer is set to a “zero” or “off” position if
either position is provided.

(2) Exposure indication. Means shall be provided for visual indication observable at or from the
operator’sprotected position whenever X-rays are produced. In addition, a signal audible to the opera-
tor shall indicate that the exposure has terminated.

(3) Exposure termination.

1. Means shall be provided to terminate the exposure at a preset time interval, preset product of
current and time, a preset number of pulses, or a preset radiation exposure to the image receptor. In
addition:

2. Termination of exposure shall cause automatic resetting of the timer to its initial setting or to
“zero.”

3. An X-ray control shall be incorporated into each X-ray system such that an exposure can be
terminated by the operator at any time, except for exposures of onézhak¢ond or less.

(4) Exposure duration (timer) linearity. For systems having independent selection of exposure
time settings, the average ratios)(¥f exposure to the indicated timer setting, in units of @kg
(mR/s), obtained at any two clinically used timer settings shall not differ by more than 0.1théimes
sum. This is written as:

(X1- X)) < 0.1 (% + X))

where X and X are the average values.

(5) Each X-ray exposure switch shall be located in such a way as to meet the following require-
ments:

1. StationaryX-ray systems shall be required to have the X-ray exposure switch so that the opera-
tor is required to remain in the protected area during the entire exposure; and

2. Mobile and portable X-ray systems which are:

e Used for greater than one week in the same location, i.e., a room or suite, shall meet the require-
ments of 41.1(7¢” (5)“1.”

¢ Used for greater than one hour and less than one week at the same location, i.e., a room or suite,
shallmeet the requirements of the above paragraph or be provided with a 6.5 foot (1.98 m) high protec-
tive barrier or means to allow the operator to be at least 9 feet (2.7 meters) from the tube housing assem-
bly while making exposure.

d. Reproducibility. When the equipment is operated on an adequate power supply as specified by
the manufacturer, the estimated coefficient of variation of radiation expahaiebe no greater than
0.05, for any specific combination of selected technique factors.
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e. mA/mS linearityThe following requirements apply when the equipment is operated on a pow-
er supply as specified by the manufacturer for any fixed X-ray tube potential within the range of 40
percent to 100 percent of the maximum rated.

(1) Equipment having independent selection of X-ray tube current (mA). The average ratios (X
of exposure to the indicated milliampere-seconds product, in units of @Ag: (or mMR/mAs), ob-
tained at any two consecutive tube current settings shall not differ by more than 0.10 times their sum|

(X1- X2) < 0.1 (% + Xy)

where X and % are the average values obtained at each of two consecutive tube current settings, or a
two settings differing by no more than a factor of 2 where the tube current selection is continuous.

(2) Equipment having a combined X-ray tube current-exposure time product (mAs) selector, but
not a separate tube current (mA) selector. The average rafjad €xposure to the indicated milliam-
pere-secondproduct, in units of C kgmAst! (or mR/mAs), obtained at any two consecutive mAs se-
lector settings shall not differ by more than 0.10 times their sum:

(X1- X2) < 0.1 (% + X2)

where X and X% are the average values obtained at any two mAs selector settings, or at two settings
differing by no more than a factor of 2 where the mAs selector provides continuous selection.

(3) Measuring compliance. Determination of compliance shall be based on 10 exposures taken
within a time period of one hour, at each of the two settings. These two settings may include any two
focal spot sizes except where one is equal to or less than 0.45 millimeters and the other is greater the
0.45millimeters. For purposes of this requirement, focal spot size is the nominal focal spot size speci-
fied by the X-ray tube manufacturer.

f.  Accuracy. Deviation of technique factors from indicated values for kVp and exposure time (if
time is independently selectable) shall not exceed the limits specified for that system by its manufac-
turer. In the absence of manufacturer’s specifications the deviation shall not exceed 10 percent of th
indicated value for kVp and 20 percent for time.

g. kVp limitations.Dental X-ray machine with a nominal fixed kVp of less than 50 kVp shall not
be used to make diagnostic dental radiographs of humans.

h.  Administrative controls.

(1) Patient and film holding devices shall be used when the techniques permit.

(2) The tube housing and the PID shall not be hand-held during an exposure.

(3) The X-ray system shall be operated in such a manner that the useful beam at the patient’s skil
does not exceed the requirements of 41b(7(1).

(4) Dental fluoroscopy without image intensification shall not be used.

41.1(8) Rescinded IAB 6/4/97, effective 7/9/97.

41.1(9) Bone densitometry units.

a. No additional shielding for the room is required.

b. Film badges must be issued for the first six months to all personnel operating the unit. If moni-
toring indicates no exposure, the IDPH may allow discontinuance of monitoring upon written request.
When new procedures are started that have not been previously monitored, monitoring must be rein
stated for six months.

c. Operatorspther than physicians, must possess a health education background to include anat:
omy and physiology and must complete the manufacturer’s training session pertaining to bone densi
tometry or equivalent. A permit to practice for operators is not required.

d. Specific operating procedures must be prepared and made available at the operator’s position
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41.1(10) Veterinary medicine radiographic installations.

a. Equipment.

(1) The protective tube housing shall be equivalent to the requirements of 41:1(4)

(2) Diaphragms or cones shall be provided for collimating the useful beam to the area of clinical
interest and shall provide the same degree of protection as is required of the housing.

(3) The total filtration permanently in the useful beam shall not be less than 0.5 millimeters alumi-
num equivalent for machines operating up to 50 kVp, 1.5 millimeters aluminum equivalent for ma-
chinesoperating between 50 and 70 kVp, and 2.5 millimeters aluminum equivalent for machines oper-
ating above 70 kVp.

b. Operator protection.

(1) Allwall, ceiling, and floor areas shall be equivalent to or provided with applicable protective
barriers to ensure compliance with 641—40.15(136C) and 40.21(136C) and subrule 40.26(1).

(2) All stationary, mobile or portable X-ray systems shall be provided with either a 2 meter (6.5
feet) high protective barrier for operator protections during exposures, or shall be provided with means
to allow the operator to be at least 2.7 meters (9 feet) from the tube housing assembly during exposures.

c. Operating procedures.

(1) No individual other than the operator shall be in the X-ray room while exposures are being
made unless such individual’s assistance is required, and

(2) The operator shall stand behind the protective barrier of 9 feet from the useful beam and the
animal during radiographic exposures, or

(3) When an animal must be held in position during radiography, mechanical supporting or re-
straining devices should be used. If the animal must be held by an individual, that individual shall be
protected with appropriate shielding devices, such as protective glod@gpron, and shall be so posi-
tioned that no part of the holder’s body will be struck by the useful beam. The exposure of any individ-
ual used for this purpose shall be monitored.

41.1(11) Computed tomography X-ray systems.

a. Definitions. In addition to the definitions provided in 641—38.2(136C) and 41.1(2), the fol-
lowing definitions shall be applicable to 41.1(11):

“Computed tomography dose indemieans the integral from —7T to +7T of the dose profile along a
line perpendicular to the tomographic plane divided by the product of the nominal tomographic section
thickness and the number of tomograms produced in a single scan, that is:

1 J+7T
CTDI= T D(z) dz

7T
where:
z = Position along a line perpendicular to the tomographic plane.
(z) = Dose at position z.
T = Nominal tomographic section thickness.
n = Number of tomograms produced in a single scan.

This definition assumes that the dose profile is centered around z = 0 and that, for a multiple tomo-
gram system, the scan increment between adjacent scans is nT.
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“Contrast scale” means the change in the linear attenuation coefficient per CTN relative to water,
that is:

We = U
CS= Ty, L
where:

w. = Linear attenuation coefficient of the material of interest.

w. = Linear attenuation coefficient of water.

(CTN), = CTN of the material of interest.

(CTN). = CTN of water.

“CS” (see “Contrast scale”).

“CT conditions of operation'means all selectable parameters governing the operation of a CT X-
ray system including, but not limited to, nominal tomographic section thickness, filtration, and the
technique factors as defined in 41.1(2).

“CTDI” (see “Computed tomography dose index”).

“CT gantry” means the tube housing assemblies, beam-limiting devices, detectors, and the sup-
porting structures and frames which hold these components.

“CTN” (see “CT number”).

“CT number” means the number used to represent the X-ray attenuation associated with each ele
mental area of the CT image.

k(e = U
TNz K- )
where:
k = Aconstant. (The constant has a normal value of 1,000 when the Houndsfield scale of CTN is
used.)

uw. = Linear attenuation coefficient of the material of interest.

w, = Linear attenuation coefficient of water.

“Dose profile” means the dose as a function of position along a line.

“Elemental area” means the smallest area within a tomogram for which the X-ray attenuation prop-
erties of a body are depicted (see also “Picture element”).

“Multiple tomogram systemimeans a computed tomography X-ray system which obtains X-ray
transmission data simultaneously during a single scan to produce more than one tomogram.

“Noise” means the standard deviation of the fluctuations in CTN expressed as a percentage of the
attenuation coefficient of water. Its estimatg {§calculated using the following expression:

_ 100x CSxs
S= —m —
where:

CS = Linear attenuation coefficient of the material of interest.

m, = Linear attenuation coefficient of water.

s = Estimated standard deviation of the CTN of picture elements in a specified area of the CT
image.

“Nominal tomographic section thicknesgieans the full width at half-maximum of the sensitivity
profile taken at the center of the cross-sectional volume over which X-ray transmission data are col-
lected.
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“Picture element’means an elemental area of a tomogram.

“Reference plane’means a plane which is displaced from and parallel to the tomographic plane.

“Scan” means the complete process of collecting X-ray transmission data for the production of a
tomogram.Data can be collected simultaneously during a single scan for the production of one or more
tomograms.

“Scan increment’means the amount of relative displacement of the patient with respect to the CT
X-ray system between successive scans measured along the direction of such displacement.

“Scan sequenceimeans a preselected set of two or more scans performed consecutively under pre-
selected CT conditions of operation.

“Scan time” means the period of time between the beginning and end of X-ray transmission data
accumulation for a single scan.

“Single tomogram systemiheans a CT X-ray system which obtains X-ray transmission data during
a scan to produce a single tomogram.

“Tomographic plane”’means that geometric plane which is identified as corresponding to the out-
put tomogram.

“Tomographic section’means the volume of an object whose X-ray attenuation properties are
imaged in a tomogram.

b. Requirements for equipment.

(1) Termination of exposure.

1. Meansshall be provided to terminate the X-ray exposure automatically by eitherglesmer
the X-ray source or shuttering the X-ray beam in the event of equipment failure affecting data collec-
tion. Such termination shall occur withiniaterval that limits the total scan time to no more than 110
percent ofts preset value through the use of either a backup timer or devices which monitor equipment
function.

2. Avisible signal shall indicate when the X-ray exposure has been terminated through the means
required by 41.1(11h" (1)“1.”

3. The operator shall be able to terminate the X-ray exposure at any time during a scan, or series
of scans under CT X-ray system control, of greater than one-half second duration.

(2) Tomographic plane indication and alignment.

1. For any single tomogram system, means shall be provided to permit visual determination of
the tomographic plane or a reference plane offset from the tomographic plane.

2. For any multiple tomogram system, means shall be provided to permit visual determination of
the location of a reference plane. This reference plane can be offset from the location of the tomograph-
ic planes.

3. If adevice using a light source is used to satisfy 41.1112)“1” or “2,” the light source
shall provide illumination levels sufficient to permit visual determination of the location of the tomo-
graphic plane or reference plane under ambient light conditions of up to 500 lux.

(3) Beam-on and shutter status indicators and control switches.

1. The CT X-ray control and gantry shall provide visual indication whenever X-rays are pro-
duced and, if applicable, whether the shutter is open or closed.

2. Each emergency button or switch shall be clearly labeled as to its function.

(4) Indication of CTconditions of operation. The CT X-ray system shall be designed such that the
CT conditions of operation to be used during a scan or a scan sequence shall be indicated prior to the
initiation of a scan or a scan sequence. On equipment having all or some of these conditions of opera-
tion atfixed values, this requirement may be met by permanent markings. Indication of CT conditions
of operation shall be visible from any position from which scan initiation is possible.
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(5) Extraneous radiation. When data are not being collected for image production, the radiation
adjacent to the tube port shall not exceed that permitted by 4t.1(4)

(6) Maximum surface CTDI identification. The angular position where the maximum surface
CTDI occurs shall be identified to allow for reproducible positioning of a CT dosimetry phantom.

(7) Additional requirements applicable to CT X-ray systems containing a gantry manufactured
after September 3, 1985.

1. The total error in the indicated location of the tomographic plane or reference plane shall not
exceed 5 millimeters.

2. If the X-ray production period is less than one-half second, the indication of X-ray production
shall be actuated for at least one-half second. Indicators at or near the gantry shall be discernible fror
any point external to the patient opening where insertion of any part of the human body into the primary
beam is possible.

3. The deviation of indicated scan increment versus actual increment shall not exceed plus or mi-
nus 1 millimeter with any mass from 0 to 100 kilograms resting on the support device. The patient
support device shall be incremented from a typical starting position to the maximum incremented dis-
tance or 30 centimeters, whichever is less, and then returned to the starting position. Measurement ¢
actual versus indicated scan increment may be taken anywhere along this travel.

4. Premature termination of the X-ray exposure by the operator shall necessitate resetting of the
CT conditions of operation prior to the initiation of another scan.

c. Facility design requirements.

(1) Aural communication. Provision shall be made for two-way aural communication between
the patient and the operator at the control panel.

(2) Viewing systems.

1. Windows, mirrors, closed-circuit television, or an equivalent shall be provided to pemmnit
tinuous observation of the patient during irradiation and shall be so located that the operator can ob
serve the patient from the control panel.

2. When the primary viewing system is by electronic means, an alternate viewing system (which
may be electronic) shall be available for use in the event of failure of the primary viewing system.

d. Surveys, calibrations, spot checks, and operating procedures.

(1) Surveys.

1. Al CT X-ray systems installed aftdre efective date of these rules and those systems not pre-
viously surveyed shall have a survey made by, or under the direction of, a qualified expert. In addition,
suchsurveys shall be done after any change in the facility or equipment which might cause a significant
increase in radiation hazard.

2. The registrant shall obtain a written report of the survey from the qualified expert, and a copy
of the report shall be made available to the agency upon request.

(2) Radiation calibrations.

1. The calibration of the radiation output of the CT X-ray system shall be performed by, or under
the direction of, a qualified expert who is physically present at the facility during such calibration.

2. The calibration of a CT X-ray system shall be performed at intervals specified by a qualified
expert and after any change or replacement of components which, in the opinion of the qualified ex-
pert, could cause a change in the radiation output.

3. The calibration of the radiation output of a CT X-ray system shall be performed with a cali-
brateddosimetry system. The calibration of such system shall be traceable to a national standard. The
dosimetry system shall have been calibrated within the preceding two years.
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4. CT dosimetry phantom(s) shall be used in determining the radiation output of a CT X-ray sys-
tem. Such phantom(s) shall meet the following specifications and conditions of use: CT dosimetry
phantom(s) shall be right circular cylinders of polymethyl methacrylate of density 1.19 plus or minus
0.01 grams per cubic centimeter. The phantom(s) shall be at least 14 centimeters in length and shall
have diameters of 32.0 centimeters for testing CT X-ray systems designed to image any section of the
bodyand 16.0 centimeters for systems designed to image the head or for whole body scanners operated
in the head scanning mode; CT dosimetry phantom(s) shall provide means for the placement of a do-
simeter(sklong the axis of rotation and along a line parallel to the axis of rotation 1.0 centimeter from
the outer surface and within the phantom. Means for the placement of dosimeters or alignment devices
at other locations may be provided; any effects on the doses measured due to the removal of phantom
material to accommodate dosimeters shall be accounted for through appropriate corrections to the re-
ported data or included in the statement of maximum deviation for the values obtained using the phan-
tom; and all dose measurements shall be performed with the CT dosimetry phantom placed on the pa-
tient couch or support device without additional attenuation materials present.

5. The calibration shall be required for each type of head, body, or whole-body scan performed at
the facility.

6. Calibration shall meet the following requirements: The dose profile along the center axis of
the CT dosimetry phantom for the minimum, maximum, and midrange values of the nominal tomo-
graphic section thickness used by the registrant shall be measurable. Where less than three nominal
tomographic thicknesses can be selected, the dose profile determination shall be performed for each
available nominal tomographic section thickness; the CTDI along the two axes specified in
41.1(11¥d” (2)“4” shall be measured. (For the purpose of determining the CTDI, the manufacturer’s
statement as to the nominal tomographic section thickness for that particular system may be utilized.)
The CT dosimetry phantom shall be oriented so that the measurement point 1.0 centimeter from the
outer surface and within the phantom is in the same angular position within the gantry as the point of
maximum surface CTDI identified. The CT conditions of operation shall correspond to typical values
used by the registrant; and the spot checks specified in 41d(13) shall be made.

7. Calibration procedures shall be in writing. Records of calibrations performed shall be main-
tained for inspection by the agency.

(3) Spot checks.

1. The spot-check procedures shall be in writing and shall have been developed by a qualified
expert.

2. The spot-check procedures shall incorporate the use of a CT dosimetry phantom which has a
capability of providing an indication of contrast scale, noise, nominal tomographic section thickness,
the resolution capability of the system for low and high contrast objects, and measuring the mean CTN
for water or other reference material.

3. All spot checks shall be included in the calibration required by 41°d{1(®) and at time in-
tervals and under system conditions specified by a qualified expert.

4. Spot checks shall include acquisition of images obtained with the CT dosimetry phantom(s)
using the same processing mode and CT conditions of operation as are used to perform calibrations
required by41.1(11¥d” (2). The images shall be retained, until a new calibration is performed, in two
forms as follows: photographic copies of the images obtained from the image display device; and im-
ages stored in digital form on a storage medium compatible with the CT X-ray system.

5.  Writtenrecords of the spot checks performed shall be maintained for inspection by the agency.
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(4) Operating procedures.

1. The CT X-ray system shall not be operated except by an individual who has been specifically
trained in its operation.

2. Information shall be available at the control panel regarding the operation and calibration of
the system. Such information shall include the following: dates of the latest calibration and spot
checksand the location within the facility where the results of those tests may be obtained; instructions
on the use of the CT dosimetry phantom(s) including a schedule of spot checks appropriate for the sys
tem, allowable variations for the indicated parameters, and the results of at least the most recent spc
checks conducted on the system; the distance in millimeters between the tomographic plane and th
reference plane if a reference plane is utilized; and a current technique chart available at the contro
panel which specifies for each routine examination the CT conditions of operation and the number of
scans per examination.

3. Ifthe calibration or spot check of the CT X-ray system identifies that a system operating pa-
rameter has exceeded a tolerance established by the qualified expert, use of the CT X-ray system c
patients shall be limited to those uses permitted by established written instructions of the qualified ex-
pert.

41.1(12) X-ray machines used for mammograpRescinded IAB 4/8/98, effective 7/1/98.

641—41.2(136C) Use of radionuclides in the healing arts.

41.2(1) Purposeand scope.This rule establishes requirements and provisions for the use of radio-
nuclides in the healing arts and for issuance of licenses authorizing the medical use of this material
These requirements and provisions provide for the protection of the public health and safety. The re-
quirementsand provisions of this rule are in addition to, and not in substitution for, the applicable por-
tions of 641—Chapters 38 to 40. The requirements and provisions of these rules apply to applicant:
and licensees subject to this rule unless specifically exempted. All references to any Code of Federe
Regulations (CFR) in this chapter are those in effect as of July 1, 1998.

41.2(2) Definitions. For the purpose of this chapter, the definitions of 641—Chapters 38 to 40 may
also apply. As used in 41.2(136C), the following definitions apply:

“Area of use” means a portion of a physical structure that has been set aside for the purpose of re-
ceiving, using, or storing radioactive material.

“Authorized nuclear pharmacistineans a pharmacist who has met the appropriate requirements of
41.2(78)and who is practicing nuclear pharmacy as authorized by a current lowa radioactive materials
license.

“Authorized user’means a physician, dentist, or podiatrist who has met the appropriate require-
ments of 41.2(67), 41.2(68), 41.2(69), 41.2(70), 41.2(71), 41.2(72), or 41.2(73) and who uses radioac:
tive materials as authorized by a current medical use lowa radioactive materials license.

“Dedicated check soge” means a radioactive source that is used to ensure the constant operation
of a radiation detection or measurement device over several months or years. This source may also |
used for other purposes.

“Management”means the chief executive officer or that individual's designee.

“Medical institution” means an organization in which several medical disciplines are practiced.

“Mobile nuclear medicine servicaheans the transportation and medical use of radioactive materi-
al.

“Output” means the exposurate, dose rate, or a quantity related in a known manner to these rates
from a teletherapy unit for a specified set of exposure conditions.
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“Pharmacist” means an individual licensed by a state or territory of the United States, the District
of Columbia, or the Commonwealth of Puerto Rico to practice pharmacy.

“Teletherapy physicistimeans an individual identified as the qualified teletherapy physicist on an
agency license.

“Visiting authorized user’means an authorized user who is not identified on the license of the li-
censee being visited.

41.2(3) License required.

a. No person shall manufacture, produce, acquire, receive, possess, use, or transfer radioactive
material for medical use except in accordance with a specific license issued pursuant to these rules.

b. Unless prohibited by license condition, an individual may receive, possess, use, or transfer ra-
dioactive material in accordance with these rules under the supervision of an authorized user as pro-
vided in 41.2(11).

c. Anindividual may prepare unsealed radioactive material for medical use in accordance with
theserules under the supervision of an authorized nuclear pharmacist or authorized user as provided in
41.2(11) unless prohibited by license condition.

d. A licensee may conduct research involving human subjects using radioactive material pro-
vided that the research is conducted, funded, supported, or regulated by another federal agency which
has implemented the Federal Policy for the Protection of Human Subjects. Otherwise, a licensee shall
apply for and receive approval of a specific amendment to its license before conducting such research.
Both types of licensees shall, at a minimum, obtain informed consent from the human subjects and
obtain prior review and approval of the research activities by an Institutional Review Board in accor-
dancewith the meaning of these terms as defined and described in the Federal Policy for the Protection
of Human Subijects.

Nothing inthis subrule relieves the licensee from complying with applicable FDA, federal, and oth-
er state requirements governing radioactive drugs or devices.

e. An applicant that satisfies the requirements of-6paragraph 39.4(28)" may apply for a
Type A specific license of broad scope.

41.2(4) License amendment# licensee shall apply for and receive a license amendment:

a. Before using radioactive material for a method or type of medical use not permitted by the li-
cense issued under this rule;

b. Before permitting anyone, except a visiting authorized user described in 41.2(12), to work as
an authorized user or authorized nuclear pharmacist under the license;

c. Before changing a radiation safety officer or teletherapy physicist;

d. Before receiving radioactive material in excess of the amount authorized on the license;

e. Before adding to or changing the areas of use or address or addresses of use identified in the
application or on the license; and

f.  Before changing statements, representations, and procedures which are incorporated into the
license.

41.2(5) Notifications.

a. Alicensee shall provide to the agency a copy of the board certification, the NRC or Agreement
Statelicense, or the permit issued by a licensee of broad scope for each individual no later than 30 days
after the date that the licensee permits the individual to work as an authorized user or an authorized
nuclear pharmacist pursuant to 41.2¢4)(1) to 41.2(4)b” (4).

b. A licensee shall notify the agency by letter no later than 30 days after:

(1) An authorized user, an authorized nuclear pharmacist, radiation safety officer, or teletherapy
physicist permanently discontinues performance of duties under the license or has a hame change; or

(2) The licensee’s mailing address changes.
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c. The licensee shall mail the documents required in this subrule to the lowa Department of Pub-
lic Health, Des Moines, lowa.

d. Exemptions regarding Type A specific licenses of broad scope. A licensee possessing a Type
A specific license of broad scope for medical use is exempt from the following:

(1) The provision of 41.2(4" ;

(2) The provisions of 41.2(4” regarding additions to or changes in the areas of use only at the
addresses specified in the license;

(3) The provision of 41.2(%" ;

(4) The provisions of 41.2(%)" (1) for authorized user or an authorized nuclear pharmacist.

41.2(6) Maintenance of records.

a. Each record required by this rule must be legible throughout the retention period specified by
eachsubrule. The record may be original or reproduced copy or a microform, provided that the copy or
microform is authenticated by authorized personnel and that the microform is capable of producing a
clear copy throughout the required retention period.

b. The record may also be stored on electronic media with the capability for producing legible,
accurateand complete records during the required retention period. Records such as letters, drawings
and specifications must include all pertinent information such as stamps, initials, and signatures.

c. The licensee shall maintain adequate safeguards against tampering with and loss of record:
specified in 41.2(6p” and“b.”

41.2(7) ALARA program.

a. Each licensee shall develop and implement a written program to maintain radiation doses and
releases of radioactive material in effluents to unrestricted areas as low as reasonably achievable i
accordance with 641—subrule 40.1(3).

b. To satisfy the requirement of 41.2@) :

(1) The management, radiation safety officer, and all authorized users shall participate in the es-
tablishment, implementation, and operation of the program as required by these rules or the radiatior
safety committee; or

(2) For licensees that are not medical institutions, management and all authorized users shall par
ticipate in the program as required by the radiation safety officer.

c. The ALARA program shall include an annual review by the radiation safety committee for
licenseeghat are medical institutions, or management and the radiation safety officer for licensees that
are not medical institutions, of summaries of the types and amounts of radioactive material used, occu
pational dose reports, and continuing education and training for all personnel who work with or in the
vicinity of radioactive material. The purpose of the review is to ensure that individuals make every
reasonable effort to maintain occupational doses, doses to the general public, and releases of radioa
tive material as low as reasonably achievable, taking into account the state of teclamoldlyg, cost
of improvements in relation to benefits.

d. The licensee shall retain a current written description of the ALARA program for the duration
of the license. The written description shall include:

(1) A commitment by management to keep occupational doses as low as reasonably achievable

(2) A requirement that the radiation safety officer brief management once each year on the radi-
ation safety program;

(3) Personnel exposure investigational levels as established in accordance witltbt1(2)9)
that, when exceeded, will initiate an investigation by the radiation safety officer of the cause of the
exposure; and

(4) Personnel exposure investigational levels that, when exceeded, will initiate a prompt inves-
tigation by the radiation safety officer of the cause of the exposure and a consideration of actions tha
might be taken to reduce the probability of recurrence.
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41.2(8) Radiation safety officer.

a. Alicensee shall appoint a radiation safety officer responsible for implementing the radiation
safety program. The licensee, through the radiation safety officer, shall ensure that radiation safety
activitiesare being performed in accordance with approved procedures and regulatory requirements in
the daily operation of the licensee’s radioactive material program.

b. The radiation safety officer shall:

(1) Investigate overexposures, accidents, spills, losses, thefts, unauthorized receipts, uses, trans-
fers, and disposals, and other deviations from approved radiation safety practice and implement cor-
rective actions as necessary;

(2) Implement written policy and procedures for:

1. Authorizing the purchase of radioactive material;

Receiving and opening packages of radioactive material;

Storing radioactive material;

Keeping an inventory record of radioactive material;

Using radioactive material safely;

Taking emergency action if control of radioactive material is lost;

Performing periodic radiation surveys;

Performing checks and calibrations of survey instruments and other safety equipment;
. Disposing of radioactive material;

10. Training personnel who work in or frequent areas where radioatditezial is used or stored;
and

11. Keeping aopy of all records and reports required by the agency rules, a copy of these rules, a
copy of each licensing request and license and amendments, and the written policy and procedures
required by the rules; and

(3) For medical use not sited at a medical institution, approve or disapprove radiation safety pro-
gramchanges with the advice and consent of management prior to submittal to the agency for licensing
action; or

(4) For medical use sited at a medical institution, assist the radiation safety committee in the per-
formance of its duties.

41.2(9) Radiation safety committe&ach medical institution licensee shall establish a radiation
safety committee to oversee the use of radioactive material.

a. The committee shall meet the following administrative requirements:

(1) Membership must consist of at least three individuals and shall include an authorized user of
each type of use permitted by the license, the radiation safety officer, a representative of the nursing
service, and a representative of management who is neither an authorized user nor a radiation safety
officer. Other members may be included as the licensee deems appropriate.

(2) The committee shall meet at least once each calendar quarter.

(3) To establish a quorum and to conduct business, one-half of the committee’s membership shall
be present, including the radiation safety officer and the management’s representative.

(4) The minutes of each radiation safety committee meeting shall include:

1. The date of the meeting;

2.  Members present;

3. Members absent;

4. Summary of deliberations and discussions;

COoNOO~WDN
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5. Recommended actions and the numerical results of all ballots; and

6. Document any reviews required in 41.2¢7) and 41.2(9%.”

(5) The committee shall provide each member with a copy of the meeting minutes and retain one
copy until the agency authorizes its disposition.

b. To oversee the use of licensed material, the committee shall:

(1) Be responsible for monitoring the institutional program to maintain occupational doses as low
as reasonably achievable;

(2) Review:

1. Review, on the basis of safety and with regard to the training and experience standards of this
rule, and approve or disapprove any individual who is to be listed as an authorized user, an authorize
nuclear pharmacist, the radiation safety officer, or teletherapy physicist before submitting a license
application or request for amendment or renewal;

2. Reviewppursuantto 41.2(%" (1) to 41.2(4)b” (4), on the basis of the board certification, the
license, or the permit identifying an individual, and approve or disapprove any individual prior to al-
lowing that individual to work as an authorized user or authorized nuclear pharmacist.

(3) Review orthe basis of safety and approve or disapprove each proposed method of use of radio-
active material;

(4) Review on the basis of safety, and approve with the advice and consent of the radiation safety
officer and the management representative, or disapprove procedures and radiation safety progra
changes prior to submittal to the agency for licensing action;

(5) Review quarterlywith the assistance of the radiation safeficef, occupational radiation ex-
posure records of all personnel working with radioactive material;

(6) Review quarterly, with the assistance of the radiation safety officer, all incidents involving ra-
dioactive material with respect to cause and subsequent actions taken;

(7) Review annually, with the assistance of the radiation safety officer, the radioactive material
program; and

(8) Establish d@able of investigational levels for occupational dose that, when exceeded, will initi-
ate investigations and considerations of action by the radiation safety officer.

41.2(10) Statement of authorities and responsibilities.

a. Alicensee shall provide sufficient authority and organizational freedom to the radiation safety
officer and the radiation safety committee to:

(1) Identify radiation safety problems;

(2) Initiate, recommend, or provide solutions; and

(3) Verify implementation of corrective actions.

b. A licensee shall establish in writing the authorities, duties, responsibilities, and radiation safe-
ty activities of the radiation safety officer and the radiation safety committee.

41.2(11) Supervision.

a. A licensee who permits the receipt, possession, use, or transfer of radioactive material by an
individual under the supervision of an authorized user as allowed by 41.2(3) shall:

(1) Instruct the supervised individual in the principles of radiation safety approprihse todi-
vidual’s use of radioactive material;

(2) Review the supervised individual's use of radioactive material, provide reinstructieadas
ed and review records kept to reflect this use;

(3) Require the authorized user to be immediately available to communicate with the supervised
individual;
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(4) Require the authorized user to be able to be physically present and available to the supervised
individual on one hour’s notice (the supervising authorized user need not be present for each use of
radioactive material); and

(5) Require that only those individuals specifically trained, and designated by the authseized
shall be permitted to administer radionuclides or radiation to patients or human research subjects.

b. A license shall require the supervised individual receiving, possessing, using or transferring
radioactive material under 41.2(3) to:

(1) Follow the instructions of the supervising authorized user;

(2) Follow the procedures established by the radiation safety officer; and

(3) Complywith these rules and the license conditions with respect to the use of radioactive mate-
rial.

c. Alicensee that permits the preparation of radioactive material for medical use by an individual
under the supervision of an authorized nuclear pharmacist or physician who is an authorized user, as
allowed by 41.2(3%,” shall:

(1) Instruct the supervised individual in the preparation of radioactive material for medical use
and the principles of and procedures for radiation safety and in the licensee’s written quality manage-
ment program, as appropriate to that individual’s use of radioactive material;

(2) Requirethe supervised individual to follow the instructions given pursuant to 41°@{1and
to comply with the regulations of this chapter and license conditions; and

(3) Require the supervising authorized nuclear pharmacist or physician who is an authorized user
to periodically review the work of the supervised individual as it pertains to preparing radioactive ma-
terial for medical use and the records kept to reflect that work.

d. Alicensee that supervises an individual is responsible for the acts and omissions of the super-
vised individual.

41.2(12) Visiting authorized user and visiting authorized nuclear pharmacist.

a. Alicensee may permit any visiting authorized user or visiting authorized nuclear pharmacist to
use licensed material for medical use under the terms of the licensee’s license for 60 days each year if:
(1) The visiting authorized user or visiting authorized nuclear pharmacist has the prior written per-
mission ofthe licensee’s management and, if the use occurs on behalf of an institution, the institution’s

radiation safety committee;

(2) The licensee has a copy of an agency, agreement state, licensing state or U.S. Nuclear Regula-
tory Commission license that identifies the visiting authorized user or visiting authorized nuclear phar-
macist by name as an authorized user for medical use; and

(3) Only those procedures for which the visiting authorized user or visiting authorized nuclear
pharmacist is specifically authorized by an agency (agreement state, licensing state or U.S. Nuclear
Regulatory Commission) license are performed by that individual.

b. Alicensee need not apply for a license amendment in order to permit a visiting authorized user
or visiting authorized nuclear pharmacist to use licensed material as described in 41"2(12)

c. Alicensee shall retain copies of the records specified in 41°a129r five years from the
date of the last visit.

41.2(13) Mobile nuclear medicine service administrative requirements.

a. The agency will only license mobile nuclear medicine services in accordance with this rule and
other applicable requirements of these rules.

b. Mobile nuclear medicine service licensees shall retain for the duration of service a letter signed
by the management of each location where services are rendered that authorizes use of radioactive ma-
terial.
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c. If amobile nuclear medicine service provides services that the client is also authorized to pro-
vide, the client is responsible for ensuring that services are conducted in accordance with the rules ir
this chapter while the mobile nuclear medicine service is under the client’s direction.

d. A mobile nuclear medicine service shall not have radioactive material delivered directly from
the manufacturer or the distributor to the client’'s address of use.

41.2(14) Records and reports of misadministrations.

a. When a misadministration involves any therapy procedure, the licensee shall notify the
agency by telephone. The licensee shall also notify the referring physician of the affected patient or
humanresearch subject and the patient or human research subject or a responsible relative or guardia
unless the referring physician agrees to inform the patient or human research subject or believes, bas
on medical judgment, that telling the patient or human research subject or the patient’'s or human re
search subject’s responsible relative or guardian would be harmful to one or the other, respectively
Thesenotifications must be made within 24 hours after the licensee discovers the misadministration. If
the referring physician, patient or human research subject, or the patient’s or human research subject
responsible relative or guardian cannot be reached within 24 hours, the licensee shall notify them a:
soon as practicable. The licensee is not required to notify the patient or human research subject or th
patient’s othuman research subject’s responsible relative or guardian without first consulting the refer-
ring physician; however, the licensee shall not delay medical care for the patient or human researct
subject because of this including remedial care as a result of the misadministration because of an;
delay in natification.

b. Written reports.

(1) The licensee shall submit a written report to the agency within 15 days after discovery of the
misadministration. The written report must include the licensee’s name, the prescribing physician’s
name, a brief description of the event, why the event occurred, the effect on the patient or the humat
research subject, what improvements are needed to prevent recurrence, actions taken to prevent rect
rence, whether the licensee notified the patient or the human research subject or the patient’s or th
human research subject’s responsible relative or guardian (this individual will subsequently be re-
ferred to as “the patient or the human research subject”), and if not, why not, and if the patient or the
human research subject was notified, what information was provided to that individual. The report
must not include the patient’s or the human research subject’'s name or other information that could
lead to identification of the patient or the human research subject.

(2) If the patient or the human research subject was notified, the licensee shall also furnish, within
15 days after discovery of the misadministration, a written report to the patient or the human researct
subject by sending either:

1. A copy of the report that was submitted to the agency; or

2. A brief description of both the event and the consequences as they may affect the patient or th
humanresearch subject, provided a statement is included that the report submitted to the agency can &
obtained from the licensee.

c.  When a misadministration involves a diagnostic procedure, the radiation safety officer shall
promptly investigate its cause, make a record for agency review, and retain the record as directed il
41.2(14)d.” The licensee shall also notify the referring physician and the agency in writing on IDPH
Form #588-2608 within 15 days if the misadministration involved the use of radioactive material not
intended for medical use, administration of dosage five-fold different from the intended dosage, or ad-
ministration of radioactive material such that the patient or human research subject is likely to receive
an organ dose greater than 2 rems (0.02 Sv) or a whole body dose greater than 500 millirems (5 mSv
Licensees may use dosimetry tables in package inserts, corrected only for amount of radioactivity
administered, to determine whether a report is required.
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d. Each licensee shall retain a record of each misadministration for ten years. The record shall
containthe names of all individuals involved in the event, including the physician, allied health person-
nel, the patient or human research subject, and the patient’s or human research subject’s referring phy-
sician, the patient’s or human research subject’s social security number or identification number if one
has been assigned, a brief description of the event, why it occurred, the effect on the patient or human
research subject, what improvements are needed to prevent recurrence, and the action taken, if any, to
prevent recurrence.

e. Aside from the naotification requirement, nothing in 41.2{a%)to 41.2(14)d” shall affect
any rights or duties of licensees and physicians in relation to each other, patients or human research
subjects, or responsible relatives or guardians.

f.  Written directives. Each licensee shall meet the following objectives:

(1) That, prior to administration, a written directive prepared for:

1. Any teletherapy radiation dose;

2. Any gamma stereotactic radiosurgery radiation dose;

3. Any brachytherapy radiation dose;

4. Any administration of quantities greater than 30 microcuries of either sodium iodide 1-125 or
1-131; or

5. Any therapeutic administration of a radiopharmaceutical, other than sodium iodide 1-125 or
1-131;

(2) That, prior to each administration, the patient’s or human research subject’s identity is verified
by more than one method as the individual named in the written directive;

(3) That final plans of treatment and related calculations for brachytherapy, telethachggm-
ma stereotactic radiosurgery are in accordance with the respective written directives;

(4) That each administration is in accordance with the written directive; and

(5) That any unintended deviation from the written directive is identified and evaluated, and ap-
propriate action is taken.

(6) The licensee shall retain:

1. Each written directive; and

2. Arecord of each administered radiation dose or radiopharmaceutical dosage where a written
directive isrequired in 41.2(14)" (1) in an auditable form, for three years after the date of administra-
tion.

1if, because of the patient's condition, a delay in order to provide a written revision to an existing written directiveapauttize the patient's
health, aroral revision to an existing written directive will be acceptable, provided that the oral revision is documented immettigedyient's record
and a revised written directive is signed by the authorized user within 48 hours of the oral revision.

Also, awritten revision to an existing written directive may be made for any diagnostic or therapeutic procedure provided tisairthie deted and
signed by an authorized user prior to the administration of the radiopharmaceutical dosage, the brachytherapy dose, ttreg@ctnaadiosurgery
dose, the teletherapy dose, or the next teletherapy fractional dose.

If, because of the emergent nature of the patient’s condition, a delay in order to provide a written directive would jeopatiéinésthealth, an oral
directive will be acceptable, provided that the information contained in the oral directive is documented immediatelyiénthequnrd and a written
directive is prepared within 24 hours of the oral directive.
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41.2(15) Suppliers.A licensee shall use for medical use only:

a. Radioactive material manufactured, labeled, packaged, and distributed in accordance with a
licenseissued pursuant to these rules or the equivalent regulations of another agreement state, a licen
ing state or the U.S. Nuclear Regulatory Commission; and

b. Reagent kits that have been manufactured, labeled, packaged, and distributed in accordanc
with an approval issued by the U.S. Food and Drug Administration;

c. Teletherapy sources manufactured and distributed in accordance with a license issued pur-
suant to these rules, or the equivalent regulations of another agreement state, a licensing state, or t
U.S. Nuclear Regulatory Commission.

41.2(16) Quality control of imaging equipmenEach licensee shall establish written quality con-
trol procedures for all equipment used to obtain images from radionuclide studies. As a minimum, the
procedures shall include quality control procedures recommended by equipment manufacturers ol
proceduresvhich have been approved by the agency. The licensee shall conduct quality control proce-
dures in accordance with written procedures.

41.2(17) Possession, use, calibration, and check of dose calibrators.

a. A medical use licensee authorized to administer radiopharmaceuticals shall possess a dose ca
ibrator and use it to measure the amount of activity administered to each patient or human researc
subject.

b. Alicensee shall:

(1) Check each dose calibrator for constancy with a dedicated check source at the beginning ot
eachday ofuse. Tcsatisfy the requirement of this section, the check shall be done on a frequently used
setting with a sealed source of not less than 10 microcuries (370 kBq) of radium-226 or 50 microcuries
(1.85 MBq) of any other photon-emitting radionuclide with a half-life greater than 90 days;

(2) Test each dose calibrator for accuracy upon installation and at intervals not to exceed 12
monthsthereafter by assaying at least two sealed sources containing different radionuclides, the activi-
ty of which the manufacturer has determined within 5 percent of the stated activity, with minimum
activity of 10 microcuries (370 kBq) for radium-226 and 50 microcuries (1.85 MBq) for any other
photon-emitting radionuclide, and at least one of which has a principal photon energy between 100
keV and 500 keV;

(3) Test each dose calibrator for linearity upon installation and at intervals not to exceed three
months thereafter over the range of use between 30 microcuries (1.1 megabequerels) and the highe
dosage that will be administered; and

(4) Test each dose calibrator for geometry dependence upon installation over the range of volume:
and volume configurations for which it will be used. The licensee shall keep a record of this test for the
duration of the use of the dose calibrator.

c. A licensee shall mathematically correct dosage readings for any geometry or linearity error
that exceeds 10 percent if the dosage is greater than 10 microcuries (370 kBq) and shall repair or re
place the dose calibrator if the accuracy or constancy error exceeds 10 percent.

d. Alicensee shall also perform checks and tests required by 4112(1f6Jlowing adjustment
or repair of the dose calibrator.

e. Alicensee shall retain a record of each check and test required by 41.2(17) for three years. The
records required by 41.2(B) shall include:

(1) For 41.2(17p" (1), the model and serial number of the dose calibrator, the identity and cali-
brated activity of the radionuclide contained in the check source, the date of the check, the activity
measured, the instrument settings, and the initials of the individual who performed the check;

(2) For41.2(17p” (2), the model and serial number of the dose calibrator, the model and serial
number ofeach source used and the identity of the radionuclide contained in the source and its activity,
the date of the test, the results of the test, the instrument settings, the identity of the individual perform:-
ing the test, and the signature of the radiation safety officer;
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(3) For41.2(17b” (3), the model and serial number of the dose calibrator, the calculated activi-
ties, the measured activities, the date of the test, the identity of the individual performing the test, and
the signature of the radiation safety officer; and

(4) For41.2(17p" (4), the model and serial number of the dose calibrator, the configuration cali-
brated activity of the source measured, the activity of the source, the activity measured and the instru-
ment setting for each volume measured, the date of the test, the identity of the individual performing
the test, and the signature of the radiation safety officer.

41.2(18) Calibration and check of survey instruments.

a. Alicensee shall ensure that the survey instruments used to show compliance with this rule have
been calibrated before first use, annually, and following repair.

b. To satisfy the requirements of 41.2(48) the licensee shall:

(1) Calibrate all required scale readings up to 1000 millirems (10 mSv) per hour with a radiation
source;

(2) For each scale that shall be calibrated, calibrate two readings separated by at least 50 percent of
scale rating; and

(3) Conspicuousliyote on the instrument the apparent dose rate from a dedicated check source as
determined at the time of calibration, and the date of calibration.

c. To satisfy the requirements of 41.2(48) the licensee shall consider a point as calibrated if
the indicated exposure rate differs from the calculated exposure rate by not more than 20 percent and
shall conspicuously attach a correction chart or graph to the instrument.

d. Alicensee shall check each survey instrument for proper operation with the dedicated check
source before each use. The licensee is not required to keep records of these checks.

e. The licensee shall retain a record of each calibration required in 4122(18) three years.

The record shall include:

(1) A description of the calibration procedure; and

(2) A description of the source used and the certified dose rates from the source, the rates indicated
by the instrument being calibrated, the correction factors deduced from the calibration data, the signa-
ture of the individual who performed the calibration, and the date of calibration.

f.  To meet the requirements of 41.2(H3)“b,” and“c,” the licensee may obtain the services
of individuals licensed by the agency, the U.S. Nuclear Regulatory Commission, an agreement state, or
a licensing state to perform calibrations of survey instruments. Records of calibrations which contain
information required by 41.2(1&" shall be maintained by the licensee.

g. Possession, use, calibration, and check of instruments to measure dosages of alpha- or beta-
emitting radionuclides.

(1) This subrule does not apply to unit dosages of alpha- or beta-emitting radionuclides that are
obtained from a manufacturer or preparer licensed pursuant+tef@tagraph 39.4(29)" the U.S.

Nuclear Regulatory Commission or equivalent Agreement State requirements.

(2) For other than unit dosages obtained pursuant to 41:8(1@) a licensee shall possess and
use instrumentation to measure the radioactivity of alpha- or beta-emitting radionuclides. The licens-
ee shall have procedures for use of the instrumentation. The licensee shall measure, by direct measure-
ment or by combination of measurements and calculations, the amount of radioactivity in dosages of
alpha- ometa-emitting radionuclides prior to administration to each patient or human research subject.
In addition, the licensee shall:

1. Perform tests before initial use, periodically, and following repair, on each instrument for ac-
curacy, linearity, and geometry dependence, as appropriate for the use of the instrument, and make ad-
justments when necessary; and

2. Checkeach instrument for constancy and proper operation at the beginning of each day of use.
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41.2(19) Assay of radiopharmaceutical dosageslicensee shall:

a. Assay, prior to medical use, the activity of each radiopharmaceutical dosage that contains
more than 30 microcuries (1.1 megabecquerels) of a photon-emitting radionuclide;

b. Assay, before medical use, the activity of each radiopharmaceutical dosage of a photon-
emitting radionuclide to verify that the dosage does not exceed 30 microcuries (1.1 mBq); and

c. Measure, by direct measurement or by combination of measurements and calculations, the ac
tivity of each dosage of an alpha- or beta-emitting radionuclide prior to medical use, except for unit
dosages obtained from a manufacturer or preparer licensed pursuantipadddraph 39.4(29)
or equivalent NRC or Agreement State requirements.

d. Retain a record of the assays required by 41.2¢19%pr three years. To satisfy this require-
ment, the record shall contain the:

(1) Generic name, trade name, or abbreviation of the radiopharmaceutical, its ot @aunchiesr,
piration dates and the radionuclide;

(2) Patient’s or human research subject's name and identification number if one has been as.
signed;

(3) Prescribed dosage and activity of the dosage at the time of assay, or a notation that the tote
activity is less than 30 microcuries (1.1 megabecquerels);

(4) Date and time of the assay and administration; and

(5) Initials of the individual who performed the assay.

41.2(20) Authorization for calibration and reference sourcésy person authorized by 41.2(3)
for medical use of radioactive material may receive, possess, and use the following radioactive materi
al for check, calibration and reference use:

a. Sealed sources manufactured and distributed by persons specifically licensed pursuant tc
641—Chapter 39 or equivalent provisions of the U.S. Nuclear Regulatory Commission, agreement
state or licensing state and that do not exceed 15 millicuries (555 MBq) each;

b. Any radioactive material listed in 41.2(31) or 41.2(33) with a half-life of 100 days or less in
individual amounts not to exceed 15 millicuries (555 MBQ);

c. Any radioactive material listed in 41.2(31) or 41.2(33) with a half-life greater than 100 days in
individual amounts not to exceed 200 microcuries (7.4 MBq) each; and

d. Technetium-99m in individual amounts not to exceed 50 millicuries (1.85 GBq).

41.2(21) Requirements for possession of sealed sources and brachytherapy sources.

a. Alicensee in possession of any sealed source or brachytherapy source shall follow the radi-
ation safety and handling instructions supplied by the manufacturer or equivalent instructions ap-
proved bythe agency and shall maintain the instructions for the duration of source use in a legible form
convenient to users.

b. Alicensee in possession of a sealed source shall ensure that:

(1) The source is tested for leakage before its first use unless the licensee has a certificate from th
supplier indicating that the source was tested within six months before transfer to the licensee; and

(2) The source is tested for leakage at intervals not to exceed six months or at intervals approvec
by the agency, another agreement state, a licensing state or the U.S. Nuclear Regulatory Commissio

c. To satisfy the leak test requirements of 41.2{1) the licensee shall ensure that:

(1) Leak tests are capable of detecting the presence of 0.005 microcurie (185 Bq) of radioactive
material orthe test sample or, in the case of radium, the escape of radon at the rate of 0.001 microcurie
(37 Bq) per 24 hours;

(2) Test samples are taken from the source or from the surfaces of the device in which the source i
mounted or stored on which radioactive contamination might be expected to accumulate; and

(3) Test samples are taken when the source is in the “off” position.
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d. A licensee shall retain leak test records for five years. The records shall contain the model
number, and serial number, if assigned, of each source tested, the identity of each source radionuclide
and its estimated activity, the measured activity of each test sample expressed in microcuries (becque-
rels), a description of the method used to measure each test sample, the date of the test, and the signa-
ture of the radiation safety officer.

e. Ifthe leak test reveals the presence of 0.005 microcurie (185 Bq) or more of removable con-
tamination, the licensee shall:

(1) Immediately withdraw the sealed source from use and store it in accordance with the require-
ments of these rules; and

(2) File a report with the agency within five days of receiving the leak test results with the agency
describing the equipment involved, the test results, and the action taken.

f.  Alicensee need not perform a leak test on the following sources:

(1) Sources containing only radioactive material with a half-life of less than 30 days;

(2) Sources containing only radioactive material as a gas;

(3) Sources containing 100 microcuries (3.7 MBq) or less of beta or photon-emitting material or
10 microcuries (370 kBq) or less of alpha-emitting material; [and]

(4) Seeds of iridium-192 encased in nylon ribbon; and

(5) Sourcestored and not being used. The licensee shall, however, test each such source for leak-
age before any use or transfer unless it has been tested for leakage within six months before the date of
use or transfer.

g. Alicensee in possession of a sealed source or brachytherapy source shall conduct a physical
inventory of all such sources at intervals not to exceed three months. The licensee shall retain each
inventoryrecord for five years. The inventory records shall contain the model number of each source,
and serial number if one has been assigned, the identity of each source radionuclide and its estimated
activity, the location of each source, date of the inventory, and the signature of the radiation safety offi-
cer.

h. A licensee in possession of a sealed source or brachytherapy source shall survey with a radi-
ationsurvey instrument at intervals not to exceed three months all areas where such sources are stored.
This does not apply to teletherapy sources in teletherapy units or sealed sources in diagnostic devices.

i.  Alicensee shall retain a record of each survey required in 41°R(2fgr three years. The
record shall include the date of the survey, a sketch of each area that was surveyed, the measured dose
rate at several points in each area expressed in millirems (microsieverts) per hour, the model number
and serial number of the survey instrument used to make the survey, and the signature of the radiation
safety officer.

41.2(22) Syringe shields.

a. Alicensee shall keep syringes that contain radioactive material to be administered in a radi-
ation shield.

b. Alicensee shall require each individual who prepares or administers radiopharmaceuticals to
use a syringe radiation shield unless the use of the shield is contraindicated for that patient or human
research subject.

41.2(23) Syringe labelsUnless utilized immediately, a licensee shall conspicuously label each
syringe, or syringe radiation shield that contains a syringe with a radiopharmaceutical, with the radio-
pharmaceutical name or its abbreviation, the type of diagnostic study or therapy procedure to be per-
formed, or the patient’s or human research subject’'s name.

41.2(24) Vial shields. A licensee shall require each individual preparing or handling a vial that
contains a radiopharmaceutical to keep the vial in a vial radiation shield.

41.2(25) Vial shield labels. A licensee shall conspicuously label each vial radiation shield that
contains a vial of a radiopharmaceutical with the radiopharmaceutical name or its abbreviation.
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41.2(26) Surveys for contamination and ambient radiation dose rate.

a. A licensee shall survey with a radiation detection survey instrument at the end of each day of
use all areas where radiopharmaceuticals are routinely prepared for use or administered.

b. A licensee shall survey with a radiation detection survey instrument at least once each week all
areas where radiopharmaceuticals or radioactive wastes are stored.

c. Alicensee shall conduct the surveys required by 41.2(2&nd"b” so as to be able to mea-
sure dose rates as low as 0.1 millirenu$V) per hour.

d. Alicensee shall establish dose rate action levels for the surveys required by 44".22®)

“b” and shall require that the individual performing the survey immediately notify the radiation safety
officer if a dose rate exceeds an action level.

e. Alicensee shall survey for removable contamination each day of use all areas where radio-
pharmaceuticalare routinely prepared for use or administered and each week where radioactive mate-
rials are stored.

f.  Alicensee shall conduct the surveys required by 41.22&jo as to be able to detect contam-
ination on each wipe sample of 2000 disintegrations per minute (33.3 Bq).

g. Alicensee shall establish removable contamination action levels for the surveys required by
41.2(26)e” and shall require that the individual performing the survey immediately notify the radi-
ation safety officer if contamination exceeds action levels.

h. A licensee shall retain a record of each survey required by 4X2(2®)” and‘e” for two
years. The record must include the date of the survey, a sketch of each area surveyed, action leve
established for each area, the measured dose rate at several points in each area expressed in millire
(microsieverts) per hour or the removable contamination in each area expressed in disintegrations pe
minute (becquerels) per 100 square centimeters, the serial namaktie model number of the instru-
ment used to make the survey or analyze the samples, and the initials of the individual who performec
the survey.

41.2(27) Release of patients or humasearch subjects containing radiopharmaceuticals or per-
manent implants.

a. The licensee may authorize the release from its control of any individual who has been
administered radiopharmaceuticals or permanent implants containing radioactive material if the total
effective dose equivalent to any other individual from exposure to the released individual is not likely
to exceed 0.5 rem (5 mSv).

b. The licensee shall provide the released individual with instructions, including written instruc-
tions, on actions recommended to maintain doses to other individuals as low as is reasonably achie\
able ifthe total effective dose equivalent to any other individual is likely to exceed 0.1 rem (1 mSv). If
the dose to a breast-feeding infant or child could exceed 0.1 rem (1 mSv) assuming there were no inte
ruption of breast feeding, the instructions shall also include:

(1) Guidance on the interruption or discontinuation of breast feeding, and

(2) Information on the consequences of failure to follow the guidance.

c. The licensee shall maintain a record of the basis for authorizing the release of an individual, for
three years after the date of release, if the total effective dose equivalent is calculated by:

(1) Using the retained activity rather than the activity administered,

(2) Using an occupancy factor less than 0.25 at 1 meter,

(3) Using the biological or effective half-life, or

(4) Considering the shielding by tissue.

d. The licensee shall maintain a record for three years after the date of release that instructions
were provided to a breast-feeding woman if the radiation dose to the infant or child from continued
breasfeeding could result in a total effective dose equivalent exceeding 0.5 rem (5 mSv). IDPH Regu-
latory Guide, Release of Patients Administered Radioactive Materials describes methods for calculat-
ing doses to other individuals and contains tables of activities not likely to cause doses exceeding 0.
rem (5 mSv).
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41.2(28) Mobile nuclear medicine service technical requirememrtdicensee providing mobile
nuclear medicine service shall:

a. Transport to each address of use only syringes or vials containing prepared radiopharmaceuti-
cals or radiopharmaceuticals that are intended for reconstitution of radiopharmaceutical kits;

b. Bring into each location of use all radioactive material to be used and, before leaving, remove
all unused radioactive material and associated radioactive waste;

c. Secure or keep under constant surveillance and immediate control all radioactive material
when in transit or at a location of use;

d. Check survey instruments and dose calibrators as required in 4b2(@})d” and‘e” and
41.2(18)d” and check all other transported equipment for proper function before medical use at each
location of use;

e. Carry acalibrated survey meter in each vehicle that is being used to transport radioactive mate-
rial and, before leaving a client location of use, survey all areas of radiopharmaceutical use with a radi-
ation detection survey instrumentdansure that all radiopharmaceuticals and all associated radioactive
waste have been removed; and

f.  Retain a record of each survey required by 41.2€28Jor three years. The record must in-
clude the date of the survey, a plan of each area that was surveyed, the measured dose rate at several
points ineach area of use expressed in millirems (microsieverts) per hour, the model and serial number
of the instrument used to make the survey, and the initials of the individual who performed the survey.

41.2(29) Storage of volatiles and gases.

a. A licensee shall store volatile radiopharmaceuticals and radioactive gases in the shippers’
radiation shield and container.

b. Alicensee shall store and use a multidose container in a properly functioning fume hood.

41.2(30) Decay-in-storage.

a. Alicensee may hold radioactive material with half-lives of less than 65 days, except for Co-
balt-57 for decay-in-storage before disposal in ordinary trash and is exempt from the requirements of
641—subrule 40.70(1) if the licensee:

(1) Holds radioactive material for decay a minimum of ten half-lives;

(2) Monitors radioactive material at the container surface before disposal as ordinary trash and
determines that its radioactivity cannot be distinguished from the background radiation level with a
radiation detection survey instrument set on its most sensitive scale and with no interposed shielding;

(3) Removes or obliterates all radiation labels; and

(4) Separates and monitors each generator column individually with all radiation shielding re-
moved to ensure that its contents have decayed to background radiation level before disposal.

b. For radioactive material disposed in accordance with 41:(30)he licensee shall retain a
record of each disposal for three years. The record must include the date of the disposal, the date on
which the radioactive material was placed in storage, the radionuclides disposed, the model and serial
number of the survey instrument used, the background dose rate, the radiation dose rate measured at
the surface of each waste container, and the name of the individual who performed the disposal.

41.2(31) Use of radiopharmaceuticals for uptake, dilution, or excretion studidicensee may
use any radioactive material in a radiopharmaceutical for a diagnostic use involving measurements of
uptake, dilution, or excretion for which the Food and Drug Administration (FDA) has a “Notice of
Claimed Investigational Exemption for a New Drug” (IND) or approved a “New Drug Application”
(NDA).

41.2(32) Possession of survey instrume#tlicensee authorized to use radioactive material for
uptake, dilution, and excretion studies shall possess a portable radiation detection survey instrument
capable ofletecting dose rates over the range 0.1 milliremu&w) per hour to 50 millirems (5Q5v)
per hour. The instrument shall be operable and calibrated in accordance with 41.2(18).
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41.2(33) Use of radiopharmaceuticals, generators, and reagent kits for imaging and localization
studies.

a. Alicensee may use any radioactive material in a diagnostic radiopharmaceutical or any gener-
ator or reagent kit for preparation and diagnostic use of a radiopharmaceutical containing radioactive
material for which the Food and Drug Administration has a “Notice of Claimed Investigational Ex-
emption for a New Drug” (IND) or approved a “New Drug Application” (NDA).

b. Alicensee shall elute generators in compliance with subrule 41.2(34).

c. Provided that the conditions of subrule 41.2(35) are met, a licensee shall use radioactive aero-
sols or gases only if specific application is made to and approved by the agency.

41.2(34) Permissible molybdenum-99 concentration.

a. Alicensee shall not administer a radiopharmaceutical containing more than 0.15 microcurie of
molybdenum-99 per millicurie of technetium-99m (0.15 kilobecquerel of molybdenum-99 per mega-
becquerel of technetium-99m).

b. A licensee preparing technetium-99m radiopharmaceuticals from molybdenum-99/technetium-
99m generators shall measure the molybdenum-99 concentration in each eluate or extract.

c. Alicensee who must measure molybdenum concentration shall retain a record of each mea-
surement for three years. The record shall include, for each elution or extraction of technetium-99m,
the measured activity of the technetium expressed in millicuries (megabecquerels), the measured ac
tivity of molybdenum expressed in microcuries (kilobecquerels), the ratio of the measures expressec
as microcuries of molybdenum per millicurie of technetium (kilobecquerels of molybdenum per me-
gabecquerel of technetium), the date of the test, and the initials of the individual who performed the
test.

d. A licensee shall report immediately to the agency each occurrence of molybdenum-99 con-
centration exceeding the limits specified in 41.2(84)

41.2(35) Control of aerosols and gases.

a. A licensee who administers radioactive aerosols or gases shall do so with a system that will
keep airborne concentrations within the limits prescribed by 641—40.15(136C) and
641—40.26(136C) of these rules.

b. The system shall either be directly vented to the atmosphere through an air exhaust or provide
for collection and decay or disposal of the aerosol or gas in a shielded container.

c. A licensee shall only administer radioactive gases in rooms that are at negative pressure
compared to surrounding rooms.

d. Before receiving, using, or storing a radioactive gas, the licensee shall calculate the amount of
time needed after a release to reduce the concentration in the area of use to the occupational limit liste
in Appendix B of 641—Chapter 40. The calculation shall be based on the highest activity of gas han-
dled in a single container and the measured available air exhaust rate.

e. Alicensee shall post the time calculated in 41.2¢85)at the area of use and require that, in
case of a gas spill, individuals evacuate the room until the posted time has elapsed.

f.  Alicensee shall check the operation of collection systems monthly and measure the ventilation
rates in areas of use at intervals not to exceed six months. Records of these checks and measureme
shall be maintained for three years.

g. A copy of the calculations required in 41.2(8B) shall be recorded and retained for the dura-
tion of the license.
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41.2(36) Possession of survey instrumemslicensee authorized to use radioactive material for
imaging and localization studies shall possess a portable radiation detection survey instrument capable
of detecting dose rates over the range of 0.1 millirepS§d) per hour to 50 millirems (5Q5v) per
hour, and a portable radiation measurement survey instrument capable of measuring dose rates over
the range of 1 millirem (1QSv) per hour to 1000 millirems (10 mSv) per hour. The instruments shall
be operable and calibrated in accordance with 41.2(18).

41.2(37) Use of radiopharmaceuticals for therapy.licensee may use any radioactive material in
a radiopharmaceutical and for a therapeutic use for which the Food and Drug Administration has a
“Notice of Claimed Investigational Exemptifor a New Drug” (IND) or approved a “New Drug Ap-
plication” (NDA).

41.2(38) Safety instruction.

a. Alicensee shall provide oral and written radiation safety instruction for all personnel caring
for patients or human research subjects undergoing radiopharmaceutical therapy. Refresher training
shall be provided at intervals not to exceed one year.

b. To satisfy 41.2(38p,” the instruction shall describe the licensee’s procedures for:

(1) Patient or human research subject control;

(2) Visitor control;

(3) Contamination control;

(4) Waste control;

(5) Notification of the radiation safety officer or authorized user in case of the patient’'s or human
research subject’s death or medical emergency; and

(6) Training requirements specified in 641—40.110(136C) and.8QL36C) and adopted by ref-
erence and included herein.

c. Alicensee shall keep a record of individuals receiving instruction required by 41a2{38)
description of the instruction, the date of instruction, and the name of the individual who gave the in-
struction. Such record shall be maintained for inspection by the agency for three years.

41.2(39) Safety precautions.

a. For each patient or human research subject receiving radiopharmaceutical therapy and hos-
pitalized for compliance with 41.2(27), a licensee shall:

(1) Provide a private room with a private sanitary facility;

(2) Post the patient’'s or human research subject's door with a “Caution: Radioactive Material”
sign and note on the door or on the patient’'s or human research subject’s chart where and how long
visitors may stay in the patient’s or human research subject’s room;

(3) Authorize visits by individuals under 18 years of age only on a case-by-case basis with the
approval of the authorized user after consultation with the radiation safety officer;

(4) Promptly after administration of the dosage, measure the dose rates in contiguous restricted
and unrestricted areas with a radiation measurement survey instrument to demonstrate compliance
with the requirements of 641—subrule 40.26(1) which is adopted by reference and included herein and
retainfor three years a record of each survey that includes the time and date of the survey, a plan of the
area oflist of points surveyed, the measured dose rate at several points expressed in npitixgmer(
hour, the instrument used to make the survey, and the initials of the individual who made the survey;

(5) Either monitor material and items removed from the patient’s or human research subject’s
room to determine that any contamination cannot be distinguished from the natural background radi-
ationlevel with a radiation detection survey instrument set on its most sensitive scale and with no inter-
posed shielding, or handle these materials and items as radioactive waste;
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(6) Provide the patient or human research subject with radiation safety guidance that will help to
keep radiation dose to household members and the public as low as reasonably achievable before a
thorizing release of the patient or human research subject;

(7) Survey the patient’s or human research subject’s room and private sanitary facility for remov-
able contamination with a radiation detection survey instrument before assigning another patient or
human research subject to the room. The room must not be reassigned until removable contaminatio
is less than 200 disintegrations per minute (3.33 Bq) per 100 square centimeters; and

(8) Measure the thyroid burden of each individual who helped prepare or administer a dosage of
iodine-131during the period which starts the first day after administration and ends the fourth day after
administering the dosage, and retain for the period required by 641—paragraph 40.82(@h is
adopted and included herein a record of each thyroid burden measurement, date of measurement, tl
name ofthe individual whose thyroid burden was measured, and the initials of the individual who made
the measurements.

b. A licensee shall notify the radiation safety officer or the authorized user immediately if the
patient or human research subject dies or has a medical emergency.

41.2(40) Possession of survey instrumenfslicensee authorized to use radioactive material for
radiopharmaceutical therapy shall possess a portable radiation detection survey instrument capable «
detectingdose rates over the range of 0.1 millirenugl) per hour to 50 millirems (5@&v) per hour,
and a portable radiation measurement survey instrument capable of measuring dose rates over tt
range of 1 millirem (1@Sv) per hour to 1000 millirems (10 mSv) per hour. The instruments shall be
operable and calibrated in accordance with 41.2(18).

41.2(41) Use of sealed sources for diagnosislicensee shall use the following sealed sources in
accordance with the manufacturer’s radiation safety and handling instructions:

a. lodine-125 as a sealed source in a device for bone mineral analysis;

b. Americium-241 as a sealed source in a device for bone mineral analysis;

c. Gadolinium-153 as a sealed source in a device for bone mineral analysis; and

d. lodine-125 as a sealed source in a portable device for imaging.

41.2(42) Availability of survey instrument licensee authorized to use radioactive material as a
sealed source for diagnostic purposes shall have available for use a portable radiation detection surve
instrument capable of detecting dose rates over the range of 0.1 milligeSw)(er hour to 50 milli-
rems(500uSv) per hour or a portable radiation measurement survey instrument capable of measuring
dose rates over the range of 1 millirem (&) per hour to 1000 millirems (10 mSv) per hour. The
instrument shall be operable and calibrated in accordance with 41.2(18).

41.2(43) Use of sources for brachytherapi licensee shall use the following sources in accor-
dance with the manufacturer’s radiation safety and handling instructions:

a. Cesium-137 assealed source in needles and applicator cells for topical, interstitial, and intra-
cavitary treatment of cancer;

b. Cobalt-60 as a sealed source in needles and applicator cells for topical, interstitial, and intra-
cavitary treatment of cancer;

c. Gold-198 as a sealed source in seeds for interstitial treatment of cancer;

d. lodine-125 as a sealed source in seeds for interstitial treatment of cancer;

e. Iridium-192 as seeds encased in nylon ribbon for interstitial treatment of cancer;

f.  Radium-226 as a sealed source in needles or applicator cells for topical, interstitial, and intra-
cavitary treatment of cancer;

g. Radon-222 as seeds for interstitial treatment of cancer;

h. Strontium-90 as a sealed source in an applicator for treatment of superficial eye conditions;
and

i. Palladium-103 as a sealed source in seeds for the interstitial treatment of cancer.
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41.2(44) Safety instruction.

a. The licensee shall provide oral and written radiation safety instruction to all personnel caring
for a patient or human research subject receiving implant therapy. Refresher training shall be provided
at intervals not to exceed one year.

b. To satisfy 41.2(44p,” the instruction shall describe:

(1) Size and appearance of the brachytherapy sources;

(2) Safe handling and shielding instructions in case of a dislodged source;

(3) Procedures for patient or human research subject control;

(4) Procedures for visitor control;

(5) Procedures for notification of the radiation safety officer or authorized user if the patient or
human research subject dies or has a medical emergency; and

(6) Training requirements specified in 641—40.110(136C) and 40.116(136C) as adopted by ref-
erence and included herein.

c. A licensee shall maintain a record of individuals receiving instruction required by
41.2(44Ya,” a description of the instruction, the date of instruction, and the name of the individual
who gave the instruction for three years.

41.2(45) Safety precautions.

a. For each patient or human research subject receiving implant therapy a licensee shall:

(1) Not place the patient or human research subject in the same room with a patient who is not
receiving radiation therapy unless the licensee can demonstrate compliance with the requirement of
641—40.26(136C) as adopted by reference and included herein at a distance of 1 meter from the im-
plant;

(2) Post the patient’s or human research subject’s door with a “Caution: Radioactive Materials”
signand note on the door or the patient’s or human research subject’s chart where and how long visitors
may stay in the patient’s or human research subject’s room;

(3) Authorize visits by individuals under 18 years of age only on a case-by-case basis with the
approval of the authorized user after consultation with the radiation safety officer;

(4) Promptly after implanting the sources, survey the dose rates in contiguous restricted and unre-
stricted areas with a radiation measurement survey instrument to demonstrate compliance with
641—40.26(136C) as adopted by reference and included herein; and retain for threeepeatsod
eachsurvey that includes the time and date of the survey, a sketch of the area or list of points surveyed,
the measured dose rate at several points expressed in millirems (mSv) per hour, the instrument used to
make the survey, and the initials of the individual who made the survey; and

(5) Provide the patient or human research subject with radiation safety guidance that will help
keep the radiation dose to household members and the public as low as reasonably achievable before
releasing the patient or human research subject if the patient or human research subject was adminis-
tered a permanent implant.

b. Alicensee shall notify the radiation safetjiaér orauthorized user immediately if the patient
or human research subject dies or has a medical emergency.
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41.2(46) Brachytherapy sources inventory.

a. Each time brachytherapy sources are returned to an area of storage from an area of use, th
licensee shall immediately count or otherwise verify the number returned to ensure that all sources
taken from the storage area have been returned.

b. Alicensee shall make a record of brachytherapy source utilization which includes:

(1) The names of the individuals permitted to handle the sources;

(2) The number and activity of sources removed from storage, the room number of use and pa-
tient's or human research subjectame, the time and date they were removed from storage, the num-
ber and activity of sources in storage after the removal, and the initials of the individual who removed
the sources from storage; and

(3) The number and activity of sources returned to storage, the room number of use and patient’s
or human research subject’'s name, the time and date they were returned to storage, the number a
activity of sources in storage after the return, and the initials of the individual who returned the sources
to storage.

c. Immediately after implanting sources in a patient or human research subject and immediately
after removal of sources from a patient or human research subject, the licensee shall make a radiatic
survey ofthe patient or human research subject and the area of use to confirm that no sources have bee
misplaced. The licensee shall make a record of each survey.

d. A licensee shall maintain the records required in 41.2¢46and“c” for three years.

41.2(47) Release of patients or human research subjects treated with temporary implants.

a. Immediately after removing the last temporary implant source from a patient or human re-
search subject, the licensee shall perform a radiation survey of the patient or human research subje:
with a radiation detection survey instrument to confirm that all sources have been removed. The li-
censee shall not release from confinement for medical care a patient or human research subject treat
by temporary implant until all sources have been removed.

b. Alicensee shall maintain a record of patient or human research subject surveys which demon-
strate compliance with 41.2(4@) for three years. Each record shall include the date of the survey,
the name of the patient or human research subject, the dose rate from the patient or human resear
subject expressed as millirems (microsieverts) per hour and measured within 1 meter from the patien
or human research subject, and the initials of the individual who made the survey.

41.2(48) Possession of survey instrumengslicensee authorized to use radioactive material for
implant therapy shall possess a portable radiation detection survey instrument capable of detectin
dose rates over the range of 0.1 millirenugl) per hour to 50 millirems (5Q5v) per hour, and a
portable radiation measurement survey instrument capable of measuring dose rates over the range of
millirem (10uSv) per hour to 1000 millirems (10 mSv) per hour. The instruments shall be operable and
calibrated in accordance with 41.2(18).

41.2(49) Use of a sealed source in a teletherapy uAiticensee shall use cobalt-60 or cesium-137
as a sealed source in a teletherapy unit for medical use in accordance with the manufacturer’s radiatio
safety and operating instructions.

41.2(50) Maintenance and repair restriction®©nly a person specifically licensed by the agency,
the U.S. Nuclear Regulatory Commission, or an agreement state to perform teletherapy unit mainte
nance and repair shall install, relocate, or remove a teletherapy sealed source or a telethérapy unit
contains &ealed source or maintain, adjust, or repair the source drawer, the shutter or other mechanisr
of a teletherapy unit that could expose the source, reduce the shielding around the source, or result |
increased radiation levels.
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41.2(51) Amendmentsin addition to the requirements specified in 41.2(4), a licensee shall apply
for and receive a license amendment before:

a. Making any change in the treatment room shielding;

b. Making any change in the location of the teletherapy unit within the treatment room;

c. Using the teletherapy unit in a manner that could result in increased radiation levels in areas
outside the teletherapy treatment room;

d. Relocating the teletherapy unit; or

e. Allowing anindividual not listed on the licensee’s license to perform the duties of the telether-
apy physicist.

41.2(52) Safety instruction.

a. Alicensee shall conspicuously post written instructions at the teletherapy unit console. These
instructions shall inform the operator of:

(1) The procedure to be followed to ensure that only the patient or human research subject is in the
treatment room before turning the primary beam of radiation “on” to begin a treatment or after a door
interlock interruption;

(2) The procedure to be followed if the operator is unable to turn the primary beam of radiation
“off” with controls outside the treatment room or any other abnormal operation occurs; and

(3) The names and telephone numbers of the authorized users and radiation safety officer to be
immediately contacted if the teletherapy unit or console operates abnormally.

b. Alicensee shall provide instruction in the topics identified in 41.2¢82jo all individuals
who operate a teletherapy unit and shall provide appropriate refresher training to individuals at inter-
vals not to exceed one year.

c. A licensee shall maintain a record of individuals receiving instruction required by
41.2(52)b,” a description of the instruction, the date of instruction, and the name of the individual
who gave the instruction for three years.

41.2(53) Doors, interlocks, and warning systems.

a. Alicensee shall control access to the teletherapy room by a door at each entrance.

b. A licensee shall equip each entrance to the teletherapy room with an electrical interlock system
that shall:

(1) Prevent the operator from turning the primary beam of radiation “on” unless each treatment
room entrance door is closed;

(2) Turn the beam of radiation “off” immediately when an entrance door is opened; and

(3) Preventhe primary beam of radiation from being turned “on” following an interlock interrup-
tion until all treatment room entrance doors are closed and the beam “on-off” control is reset at the
console.

c. Alicensee shall equip each entrance to the teletherapy room with a conspicuously visible beam
condition indicator light.

41.2(54) Possession of survey instrumeAtlicensee authorized to use radioactive material in a
teletherapyunit shall possess either a portable radiation detection survey instrument capable of detect-
ing dose rates over the range of 0.1 millirernp$l) per hour to 50 millirems (5Q5v) per hour or a
portable radiation measurement survey instrument capable of measuring dose rates over the range of 1
millirem (10uSv) per hour to 1000 millirems (10 mSv) per hour. The instruments shall be operable and
calibrated in accordance with 41.2(18).
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41.2(55) Radiation monitoring device.

a. Alicensee shall have in each teletherapy room a permanent radiation monitor capable of con-
tinuously monitoring beam status.

b. Each radiation monitor shall be capable of providing visible notice of a teletherapy unit mal-
function that results in an exposed or partially exposed source. The visible indicator of high radiation
levels shall be observable by an individual entering the teletherapy room.

c. Eachradiation monitor shall be equipped with a backup power supply separate from the power
supply to the teletherapy unit. This backup power supply may be a battery system.

d. Aradiation monitor shall be checked with a dedicated check source for proper operation each
day before the teletherapy unit is used for treatment of patients or human research subjects.

e. Alicensee shall maintain a record of the check required by 41:@(5%)r three years. The
record shall include the date of the check, notation that the monitor indicates when the source is ex
posed, and the initials of the individual who performed the check.

f.  If aradiation monitor is inoperable, the licensee shall require any individual entering the tele-
therapy room to use a survey instrument or audible alarm personal dosimeter to monitor for any mal-
function ofthe source exposure mechanism. The instrument or dosimeter shall be checked with a dedi
cated check source for proper operation at the beginning of each day of use. The licensee shall keep
record as described in 41.2(5&)

g. Alicensee shall promptly repair or replace the radiation monitor if it is inoperable.

41.2(56) Viewing systemA licensee shall construct or equip each teletherapy room to permit con-
tinuous observation of the patient or human research subject from the teletherapy unit console during
irradiation.

41.2(57) Dosimetry equipment.

a. Alicensee shall have a calibrated dosimetry system available for use. To satisfy this require-
ment, one of the following two conditions shall be met:

(1) The system shall have been calibrated by the National Institute of Standards and Technology
or by a calibration laboratory accredited by the American Association of Physicists in Medicine. The
calibration shall have been performed within the previous two years and after any servicing that may
have affected system calibration; or

(2) The system shall have been calibrated within the previous four years; 18 to 30 months after tha
calibration,the system shall have been intercompared at an inter-comparison meeting with another do-
simetry system that was calibrated within the past 24 months by the National Institute of Standards anc
Technology or by a calibration laboratory accredited by the American Association of Physicists in
Medicine. The intercomparison meeting shall be sanctioned by a calibration laboratory or radiologic
physics center accredited by the American Association of Physicists in Medicine. The results of the
intercomparison meeting must have indicated that the calibration factor of the licensee’s system hac
not changed by more than 2 percent. The licensee shall not use the intercomparison result to change t
calibration factor. When intercomparing dosimetry systems to be used for calibrating cobalt-60 tele-
therapy units, the licensee shall use a teletherapy unit with a cobalt-60 source. When intercomparing
dosimetrysystems to be used for calibrating cesium-137 teletherapy units, the licensee shall use a tele
therapy unit with a cesium-137 source.

b. The licensee shall have available for use a dosimetry system for spot-check measurements. T
meet this requirement, the system may be compared with a system that has been calibrated in accc
dance with 41.2(57&.” This comparison shall have been performed within the previous year and
after each servicing that may have affected system calibration. The spot-check system shall be th
same system used to meet the requirement in 413(57)
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c. The licensee shall maintain a record of each calibration, intercomparison, and comparison for
the duration of the license. For each calibration, intercomparison, or comparison, the record shall in-
clude the date, the model numbers and serial numbers of the instruments that were calibrated, inter-
compared, or compared as required by 41.2887pand"b,” the correction factors that were deter-
mined, the names of the individuals who performed the calibration, intercomparison, or comparison,
and evidence that the intercomparison meeting was sanctioned by a calibration laboratory or radiolog-
ic physics center accredited by the American Association of Physicists in Medicine.

41.2(58) Full calibration measurements.

a. Alicensee authorized to use a teletherapy unit for medical use shall perform full calibration
measurements on each teletherapy unit:

(1) Before the first medical use of the unit;

(2) Before medical use under the following conditions:

1. Whenever spot-check measurements indicate that the output differs by more than 5 percent
from the output obtained at the last full calibration corrected mathematically for radioactive decay;

2. Followingreplacement of the source or following reinstallation of the teletherapy unit in a new
location; and

3. Followingany repair of the teletherapy unit that includes removal of the source or major repair
of the components associated with the source exposure assembly; and

(3) Atintervals not exceeding one year.

b. To satisfy the requirement of 41.2(58) full calibration measurements shall include deter-
mination of:

(1) The output within 3 percent for the range of field sizes and for the distance or range of distances
used for medical use;

(2) The coincidence of the radiation field and the field indicated by the light beam localizing de-
vice;

(3) The uniformity of the radiation field and its dependence on the orientation of the useful beam;

(4) Timer accuracy, constancy, and linearity;

(5) “On-off” error; and

(6) The accuracy of all distance measuring and localization devices in medical use.

c. Alicensee shall use the dosimetry system described in 41.2(57) to measure the output for one
set of exposure conditions. The remaining radiation measurements required in 41.Z(58pay
then be made using a dosimetry system that indicates relative dose rates.

d. Alicensee shall make full calibration measurements required by 412{(58) accordance
with either the procedures recommended by the Scientific Committee on Radiation Dosimetry of the
American Association of Physicists in Medicine that are described in Physics in Medicine and Biolo-
gy, Vol. 16, No. 3, 1971, pp. 379-396, or by Task Group 21 of the Radiation Therapy Committee of the
American Association of Physicists in Medicine that are described in Medical Physid®),\No. 6,

1983, pp. 741-771, and Vol. 11, No. 2, 1984, p. 213.

e. Alicensee shall correct mathematically the outputs determined in 41t2(%8) for physical
decay for intervals not exceeding one month for cobalt-60 and intervals not exceeding six months for
cesium-137.

f.  Full calibration measurements required by 41.2¢8)and physical decay corrections re-
quired by41.2(58Je” shall be performed by a teletherapy physicist named on the licensee’s license or
authorized by a license issued by the U.S. Nuclear Regulatory Commission or an agreement state to
perform such services.
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g. Alicensee shall maintain a record of each calibration for the duration of the license. The record
shall include the date of the calibration, the manufacturer’s name, model number, and serial number fo
boththe teletherapy unit and the source, the model numbers and serial numbers of the instruments use
to calibrate the teletherapy unit, tables that describe the output of the unit over the range of field size:
and for the range of distances used in radiation therapy, a determination of the coincidence of the radi
ationfield and the field indicated by the light beam localizing device, the measured timer accuracy for a
typical treatment time, the calculated “on-off” error, the estimated accuracy of each distance measur-
ing or localization device, and the signature of the teletherapy physicist.

41.2(59) Periodic spot checks.

a. Alicensee authorized to use teletherapy units for medical use shall perform output spot checks
on each teletherapy unit at intervals not to exceed one month.

b. To satisfy the requirement of 41.2(58) spot checks shall include determination of:

(1) Timer constancy and timer linearity over the range of use;

(2) “On-off” error;

(3) The coincidence of the radiation field and the field indicated by the light beam localizing de-
vice;

(4) The accuracy of all distance measuring and localization devices used for medical use;

(5) The output for one typical set of operating conditions; and

(6) The difference between the measurement made in 4112(§9) and the anticipated output,
expressed as a percentage of the anticipated output (i.e., the value obtained at last full calibration co
rected mathematically for physical decay).

c. Alicensee shall use the dosimetry system described in 41.2(57) to make the spot check re-
quired in 41.2(59p” (5).

d. Alicensee shall perform spot checks required by 41.2459)n accordance with procedures
established by the teletherapy physicist. The teletherapy physicist does not need to actually perforn
the output spot-check measurements.

e. A licensee shall have the teletherapy physicist review the results of each output spot check
within 15 days. The teletherapy physicist shall promptly notify the licensee in writing of the results of
each output spot check. The licensee shall keep a copy of each written notification for three years.

f.  Alicensee authorized to use a teletherapy unit for medical use shall perform safety spot checks
of each teletherapy facility at intervals not to exceed one month.

g. To satisfy the requirement of 41.2(59) safety spot checks shall ensure proper operation of:

(1) Electrical interlocks at each teletherapy room entrance;

(2) Electrical or mechanical stops installed for the purpose of limiting use of the primary beam of
radiation restriction of source housing angulation or elevation, carriage or stand travel, and operation
of the beam “on-off” mechanism;

(3) Beamcondition indicator lights on the teletherapy unit, on the control console, and in the facil-
ity;

(4) Viewing systems;

(5) Treatment room doors from inside and outside the treatment room; and

(6) Electrically assisted treatment room doors with the teletherapy unit electrical power turned
“off.”

h. A licensee shall lock the control console in the “off” position if any door interlock malfunc-
tions. Nolicensee shall use the unit until the interlock system is repaired unless specifically authorized
by the agency.

i. Alicensee shall promptly repair any system identified in 41.2¢59}hat is not operating
properly. The teletherapy unit shall not be used until all repairs are completed.
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j-  Alicensee shall maintain a record of each spot check required by 4122(%8)d"“f" for
threeyears. The record shall include the date of the spot check, the manufacturer’s name, model num-
ber, and serial number for both the teletherapy unit and source, the manufacturer’s name, model hum-
ber and serial number of the instrument used to measure the output of the teletherapy unit, the timer
constancy and linearity, the calculated “on-off” error, a determination of the coincidence of the radi-
ationfield and the field indicated by the light beam localizing device, the timer constancy and linearity
for a typical treatment time, the calculated “on-off” error, the estimated accuracy of each distance mea-
suring or localization device, the difference between the anticipated output and the measured output,
notations indicating the operability of each entrance door electrical interlock, each electrical or me-
chanical stop, each beam condition indicator light, the viewing system and doors, and the signature of
the individual who performed the periodic spot check.

41.2(60) Radiation surveys for teletherapy facilities.

a. Before medical use, after each installation of a teletherapy source, and after making any
change for which an amendment is required by 41.2(51), the licensee shall perform radiation surveys
with an operable radiation measurement survey instrument calibrated in accordance with 41.2(18) to
verify that:

(1) The maximum and average radiation levels at 1 meter from the teletherapy source with the
source irthe “off” position and the collimators set for a normal treatment field do not exceed 10 milli-
rems (10QuSv) per hour and 2 millirems (265v) per hour, respectively; and

(2) With the teletherapy source in the “on” position with the largest clinically available treatment
field, and with a scattering phantom in the primary beam of radiation, that:

1. Radiation levels in restricted areas are not likely to cause personnel exposures in excess of the
limits specified in 641—40.15(136C); and

2. Radiation levels in unrestricted areas do not exceed the limits specified in 641—40.26(136C)

b. If the results of the surveys required in 41.2(@0)indicate any radiation levels in excess of
the respective limit specified in that paragraph, the licensee shall lock the control in the “off” position
and not use the unit:

(1) Except as may be necessary to repair, replace, or test the teletherapy unit, the teletherapy unit
shielding, or the treatment room shielding; or

(2) Until the licensee has received a specific exemption from the agency.

c. Alicensee shall maintain a record of the radiation measurements made following installation
of a source for the duration of the license. The record shall include the date of the measurements, the
reason the survey is required, the manufacturer’'s name, model number and serial number of the tele-
therapy unit, the source, and the instrument used to measure radiation levels, each dose rate measured
aroundthe teletherapy source while in the “off” position and the average of all measurements, a plan of
the areas surrounding the treatment room that were surveyed, the measured dose rate at several points
in each area expressed in millireqa$yY) per hour, the calculated maximum level of radiation over a
period of one week for each restricted and unrestricted area, and the signature of the radiation safety
officer.

41.2(61) Safety spot checks for teletherapy facilities.

a. A licensee shall promptly check all systems listed in 41.2¢59jor proper function after
each installation of a teletherapy source and after making any change for which an amendment is re-
quired by 41.2(51).

b. If the results of the safety spot checks required in 41.6lipdicate the malfunction of any
systemspecified in 41.2(59), the licensee shall lock the control console in the “off” position and not use
the unit except as may be necessary to repair, replace, or check the malfunctioning system.
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c. Alicensee shall maintain a record of the safety spot checks following installation of a source
for three years. The record shall include notations indicating the operability of each entrance door in-
terlock, each electrical or mechanical stop, each beam condition indicator light, the viewing system,
doors, and the signature of the radiation safety officer.

41.2(62) Modification of teletherapy unit or room before beginning a treatment progttthe
survey required by 41.2(60) indicates that an individual in an unrestricted area may be exposed to lev
els of radiation greater than those permitted by 641—40.26(136C) before beginning the treatment pro
gram the licensee shall:

a. Eitherequip the unit with stops or add additional radiation shielding to ensure compliance with
641—40.26(136C);

b. Perform the survey required by 41.2(60) again; and

c. Include in the report required by 41.2(63) the results of the initial survey, a description of the
modification made to comply with 41.2(62)" and the results of the second survey; or

d. Request and receive a license amendment under 641—40.26(136C) that authorizes radiatior
levels in unrestricted areas greater than those permitted by 641—40.26(136C).

41.2(63) Reports of teletherapy surveys, checks, tests, and measureféogsisee shall furnish
a copy of the records required in 41.2(60), 41.2(61), and 41.2(62) and the output from the teletherap
source expressed as rems (sieverts) per hour at 1 meter from the source as determined during the fi
calibration required in 41.2(58) to the agency within 30 days following completion of the action that
initiated the record requirement.

41.2(64) Five-year inspection.

a. A licensee shall have each teletherapy unit fully inspected and serviced during teletherapy
source replacement or at intervals not to exceed five years, whichever comes first, to ensure prope
functioning of the source exposure mechanism.

b. This inspection and servicirghall be performed only by persons specifically licensed to do so
by the agency, an agreement state, or the U.S. Nuclear Regulatory Commission.

c. A licensee shall maintain a record of the inspection and servicing for the duration of the li-
cense. The record shall contain the inspector’s name, the inspector’s license number, the date of ir
spection, the manufacturer’s name and model number and serial number for both the teletherapy un
and source, a list of components inspected, a list of components serviced and the type of service, a li
of components replaced, and the signature of the inspector.

41.2(65) Radiation safety officefExcept as provided in 41.2(66), an individual fulfilling the re-
sponsibilities of the radiation safety officer as provided in 41.2(8) shall:

a. Be certified by the:

(1) American Board of Health Physics in comprehensive health physics;

(2) American Board of Radiology in radiological physics, therapeutic radiological physics, or
medical nuclear physics;

(3) American Board of Nuclear Medicine;

(4) American Board of Science in Nuclear Medicine;

(5) Board of Pharmaceutical Specialties in Nuclear Pharmacy;

(6) American Board of Medical Physics in radiation oncology physics;

(7) Royal College of Physicians and Surgeons of Canada in nuclear medicine;

(8) American Osteopathic Board of Radiology; or

(9) American Osteopathic Board of Nuclear Medicine.

b. Have had 200 hours of classroom and laboratory training as follows:

(1) Radiation physics and instrumentation;

(2) Radiation protection;

(3) Mathematics pertaining to the use and measurement of radioactivity;

(4) Radiation biology;

(5) Radiopharmaceutical chemistry; and
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(6) One year of full-time experience in radiation safety at a medical institution under the supervi-
sion of the individual identified as the radiation safety officer on an agency, agreement state, licensing
state, or U.S. Nuclear Regulatory Commission license that authorizes the medical use of radioactive
material; or

c. Be an authorized user for those radioactive material uses that come within the radiation safety
officer’s responsibilities.

41.2(66) Training for experienced radiation safety officém individual identified as a radiation
safety officer on an agency, agreement state, licensing state, or U.S. Nuclear Regulatory Commission
license orBeptember 1, 1992, who oversees only the use of radioactive material for which the licensee
was authorized on that date need not comply with the training requirements of 41.2(65).

41.2(67) Training for uptake, dilution, or excretion studieBxcept as provided in 41.2(75) and
41.2(76),the licensee shall require the authorized user of a radiopharmaceutical listed in 41.2(31) to be
a physician who:

a. |Is certified in:

(1) Nuclear medicine by the American Board of Nuclear Medicine;

(2) Diagnostic radiology by the American Board of Radiology;

(3) Diagnostic radiology or radiology within the previous five years by the American Osteopathic
Board of Radiology; or

(4) Nuclear medicine by the American Osteopathic Board of Nuclear Medicine; or

(5) Nuclear medicine by the Royal College of Physicians and Surgeons of Canada; or

b. Has completed 40 hours of instruction in basic radionuclide handling techniques applicable to
the use of prepared radiopharmaceuticals, and 20 hours of supervised clinical experience.

(1) To satisfy the basic instruction requirement, 40 hours of classroom and laboratory instruction
shall include:

1. Radiation physics and instrumentation;

2. Radiation protection;

3. Mathematics pertaining to the use and measurement of radioactivity;

4. Radiation biology; and

5. Radiopharmaceutical chemistry.

(2) To satisfy the requirement for 20 hours of supervised clinical experience, training must be un-
der the supervision of an authorized user at a medical institution and shall include:

1. Examiningpatients or human research subjects and reviewing their case histories to determine
their suitability for radionuclide diagnosis, limitations, or contraindications;

2. Selecting the suitable radiopharmaceuticals and calculating and measuring the dosages;

3. Administering dosages to patients or human research subjects and using syringe radiation
shields;

4. Collaborating with the authorized user in the interpretation of radionuclide test results; and

5. Patient or human research subject follow-up; or

c. Has successfully completed a six-month training program in nuclear medicine as part of a
training program that has been approved by the Accreditation Council for Graduate Medical Education
and that included classroom and laboratory training, work experience, and supervised clinical experi-
ence in all the topics identified in 41.2(&7) ;

d. Be identified on a current Agreement State or NRC license as an authorized user for use listed
in 41.2(31).
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41.2(68) Training for imaging and localization studies€Except as provided in 41.2(75) and
41.2(76), the licensee shall require the authorized user of a radiopharmaceutical, generator, or reage
kit specified in 41.2(33) to be a physician who:

a. Is certified in:

(1) Nuclear medicine by the American Board of Nuclear Medicine;

(2) Diagnostic radiology by the American Board of Radiology;

(3) Diagnostic radiology or radiology within the previous five years by the American Osteopathic
Board of Radiology; or

(4) Nuclear medicine by the American Osteopathic Board of Nuclear Medicine; or

(5) Nuclear medicine by the Royal College of Physicians and Surgeons of Canada; or

b. Has completed 200 hours of instruction in basic radionuclide handling techniques applicable
to the use of prepared radiopharmaceuticals, generators, and reagent kits, 500 hours of supervise
work experience, and 500 hours of supervised clinical experience.

(1) To satisfy the basic instruction requirement, 200 hours of classroom and laboratory training
shall include:

1. Radiation physics and instrumentation;

2. Radiation protection;

3.  Mathematics pertaining to the use and measurement of radioactivity;

4. Radiopharmaceutical chemistry; and

5. Radiation biology.

(2) To satisfy the requirement for 500 hours of supervised work experience, training shall be under
the supervision of an authorized user at a medical institution and shall include:

1. Ordering, receiving, and unpacking radioactive materials safely and performing the related
radiation surveys;

2. Calibrating dose calibrators and diagnostic instruments and performing checks for proper op-
eration of survey meters;

3. Calculating and safely preparing patient or human research subject dosages;

4. Using administrative controls to prevent the misadministration of radioactive material;

5. Using emergency procedures to contain spilled radioactive material safely and using proper
decontamination procedures; and

6. Eluting technetium-99m from generator systesssaying and testing the eluate for molybde-
num-99 and alumina contamination, and processing the eluate with reagent kits to prepare techne
tium-99m labeled radiopharmaceuticals.

(3) To satisfy the requirement for 500 hours of supervised clinical experience, training shall be
under the supervision of an authorized user at a medical institution and shall include:

1. Examiningpatients or human research subjects and reviewing their case histories to determine
their suitability for radionuclide diagnosis, limitations, or contraindications;

2. Selecting the suitable radiopharmaceuticals and calculating and measuring the dosages;

3. Administering dosages to patients or human research subjects and using syringe radiatior
shields;

4. Collaborating with the authorized user in the interpretation of radionuclide test results; and

5. Patient or human research subject follow-up; or

c. Has successfully completed a six-month training program in nuclear medicine that has been
approved by the Accreditation Council for Graduate Medical Education and that included classroom
and laboratory training, work experience, and supervised clinical experience in all the topics identified
in 41.2(68)b” ;

d. Be identified on a current Agreement State or NRC license as an authorized user for those use
listed in 41.2(33).
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41.2(69) Training for therapeutic use of radiopharmaceuticasxcept as provided in 41.2(75),
the licensee shall require the authorized user of a radiopharmaceutical listed in 41.2(37) for therapy to
be a physician who:

a. |Is certified by:

(1) The American Board of Nuclear Medicine; or

(2) The American Board of Radiology in radiology, therapeutic radiology, or radiation oncology;
or

(3) Nuclear medicine by the Royal College of Physicians and Surgeons of Canada; or

(4) The American Osteopathic Board of Radiology after 1984; or

b. Has completed 80 hours of instruction in basic radionuclide handling techniques applicable to
the use of therapeutic radiopharmaceuticals, and has had supervised clinical experience.

(1) To satisfy the requirement for instruction, 80 hours of classroom and laboratory training shall
include:

1. Radiation physics and instrumentation;

2. Radiation protection;

3. Mathematics pertaining to the use and measurement of radioactivity; and

4. Radiation biology;

(2) To satisfy the requirement for supervised clinical experience, training shall be under the super-
vision of an authorized user at a medical institution and shall include:

1. Use of iodine-131 for diagnosis of thyroid function and the treatment of hyperthyroidism or
cardiac dysfunction in ten individuals;

2. Use of soluble phosphorus-32 for the treatment of ascites, polycythemia vera, leukemia, or
bone metastases in three individuals;

3. Use of iodine-131 for treatment of thyroid carcinoma in three individuals;

4. Use of colloidal chromic phosphorus-32 or of colloidal gold-198 for intracavitary treatment of
malignant effusions in three individuals; and

5. Use of strontium-89 for relief of pain in metastatic disease in three individuals; or

c. Beidentified on a current Agreement State or NRC license as an authorized user for these uses
in 41.2(37).

41.2(70) Training for therapeutic use of brachytherapy sourcégcept as provided in 41.2(75),
the licensee shall require the authorized user using a brachytherapy source specified in 41.2(43) for
therapy to be a physician who:

a. s certified in:

(1) Radiology, therapeutic radiology, rdiation oncology by the American Board of Radiology;

(2) Radiation oncology by the American Osteopathic Board of Radiology;

(3) Radiology, with a specialization in radiotherapy, Bsitish “Fellow of the Faculty of Radiol-
ogy” or “Fellow of the Royal College of Radiology”; or

(4) Therapeutic radiology by the Canadian Royal College of Physicians and Surgeons; or

b. Isin the active practice of therapeutic radiology, has completed 200 hours of instruction in ba-
sic radionuclide handling techniques applicable to the therapeutic use of brachytherapy sources and
500 hours of supervised work experience and a minimum of three years of supervised clinical experi-
ence.
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(1) To satisfy the requirement for instruction, 200 hours of classroom and laboratory training shall
include:

1. Radiation physics and instrumentation;

2. Radiation protection;

3. Mathematics pertaining to the use and measurement of radioactivity; and

4. Radiation biology.

(2) To satisfy the requirement for 500 hours of supervised work experience, training shall be under
the supervision of an authorized user at a medical institution and shall include:

1. Ordering, receiving, and unpacking radioactive materials safely and performing the related
radiation surveys;

2. Checking survey meters for proper operation;

3. Preparing, implanting, and removing sealed sources;

4. Using administrative controls to prevent the misadministration of radioactive material; and

5. Using emergency procedures to control radioactive material.

(3) To satisfy the requirement for a period of supervised clinical experience, training shall include
one year in a formal training program approved by the Residency Review Committee for Radiology of
the Accreditation Council for Graduate Medical Education or the Committee on Postdoctoriaigh
of the American Osteopathic Association, and an additional two years of clinical experience in thera-
peutic radiology under the supervision of an authorized user at a medical institution. The supervised
clinical experience shall include:

1. Examining individuals and reviewing their case histories to determine their suitability for bra-
chytherapy treatment, and any limitations or contraindications;

2. Selecting the proper brachytherapy sources, dose, and method of administration;

3. Calculating the dose; and

4. Postadministration follow-up and review of case histories in collaboration with the authorized
user; or

c. Beidentified on a current Agreement State or NRC license as an authorized user for the uses ir
41.2(43).

41.2(71) Training for ophthalmic use of stntium-90. Except aprovided in 41.2(75), the licensee
shall require the authorized user using only strontium-90 for opthalmic radiotherapy to be a physician
who:

a. s certified in radiology, therapeutic radiology, or radiation oncology by the American Board
of Radiology; or

b. Is in the active practice of therapeutic radiology or ophthalmology, and has completed 24
hours of instruction in basic radionuclide handling techniques applicable tise of strontium-90 for
ophthalmic radiotherapy, and a period of supervised clinical training in ophthalmic radiotherapy.

(1) To satisfy the requirement for instruction, the classroom and laboratory training shall include:

1. Radiation physics and instrumentation;

2. Radiation protection;

3.  Mathematics pertaining to the use and measurement of radioactivity; and

4. Radiation biology.

(2) To satisfy the requirement for a period of supervised clinical training in ophthalmic radiothera-
py, training shall be under the supervision of an authorized user at a medical institution and shall in-
clude the use of strontium-90 for the ophthalmic treatment of five individuals that includes:

1. Examination of each individual to be treated;

2. Calculation of the dose to be administered;

3. Administration of the dose; and

4. Follow-up and review of each individual’'s case history; or
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c. Beidentified on a current Agreement State or NRC license as an authorized user for the use in
41.2(43%h.”

41.2(72) Training for use of sealed sources for diagnogigcept as provided in 41.2(75), the li-
censee shall require the authorized user using a sealed source in a device specified in 41.2(41) to be a
physician, dentist, or podiatrist who:

a. |Is certified in:

(1) Radiology, diagnostic radiology with special competence in nuclear radiology, therapeutic ra-
diology, or radiation oncology by the American Board of Radiology;

(2) Nuclear medicine by the American Board of Nuclear Medicine; or

(3) Diagnostic radiology or radiology by the American Osteopathic Board of Radiology; or

(4) Nuclear medicine by the Royal College of Physicians and Surgeons of Canada; or

b. Has completed eight hours of classroom and laboratory instruction in basic radionuclide han-
dling techniques specifically applicable to the use of the device.

(1) To satisfy the requirements for instruction, the training shall include:

1. Radiation physics, mathematics pertaining to the use and measurement of radioactivity, and
instrumentation;

2. Radiation biology; and

3. Radiation protection and training in the use of the device for the purposes authorized by the
license.

(2) Reserved; or

c. Beidentified on a current Agreement State or NRC license as an authorized user for those uses
in 41.2(41).

41.2(73) Training for teletherapy.Except as provided in 41.2(75), the licensee shall require the
authorized user of a sealed source specified in 41.2(49) in a teletherapy unit to be a physician who:

a. |Is certified in:

(1) Radiology, therapeutic radiology, radiation oncology by the American Board of Radiology;

(2) Radiation oncology by the American Osteopathic Board of Radiology;

(3) Radiology, with specialization in radiotherapy, &itish “Fellow of the Faculty of Radiolo-
gy” or “Fellow of the Royal College of Radiology”; or

(4) Therapeutic radiology by the Canadian Royal College of Physicians and Surgeons; or

b. Isin the active practice of therapeutic radiology, and has completed 200 hours of instruction in
basic radionuclide techniquapplicable to the use of a sealed source in a teletherapy unit, 500 hours of
supervised work experience, and a minimum of three years of supervised clinical experience.

(1) To satisfy the requirement for instruction, the classroom and laboratory training shall include:

1. Radiation physics and instrumentation;

2. Radiation protection;

3. Mathematics pertaining to the use and measurement of radioactivity; and

4. Radiation biology.

(2) To satisfy the requirement for supervised work experience, training shall be under the supervi-
sion of an authorized user at an institution and shall include:

1. Review of the full calibration measurements and periodic spot checks;

2. Preparing treatment plans and calculating treatment times;

3. Using administrative controls to prevent misadministrations;

4. Implementingemergency procedures to be followed in the event of the abnormal operation of
a teletherapy unit or console; and

5. Checking and using survey meters.
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(3) To satisfy the requirement for a period of supervised clinical experience, training shall include
one year in a formal training program approved by the Residency Review Committee for Radiology of
the Accreditation Council for Graduate Medical Education or the Committee on Postdocoragh
of the American Osteopathic Association and an additional two years of clinical experience in thera-
peutic radiology under the supervision of an authorized user at a medical institution. The supervisec
clinical experience shall include:

1. Examiningindividuals and reviewing their case histories to determine their suitability for tele-
therapy treatment and any limitations or contraindications;

2. Selecting the proper dose and how it is to be administered;

3. Calculating the teletherapy doses and collaborating with the authorized user in the review of
patients’ or human research subjects’ progress and consideration of the need to modify originally pre-
scribed doses as warranted by patients’ or human research subjects’ reaction to radiation; and

4. Postadministration follow-up and review of case histories;

c. Beidentified on a current Agreement State or NRC license as an authorized user for telethera-:
py-

41.2(74) Training for teletherapy physicistThe licensee shall require the teletherapy physicist to:

a. Be certified by:

(1) The American Board of Radiology in:

1. Therapeutic radiological physics;

2. Roentgen-ray and gamma-ray physics;

3. X-ray and radium physics; or

4. Radiological physics; or

5. The American Board of Medical Physics in radiation oncology physics; or

(2) Reserved; or

b. Hold amaster’s or doctor’s degree in physics, biophysics, radiological physics, or health phys-
ics, and have completed one year of full-time training in therapeutic radiological physics and also one
year of full-time work experience under the supervision of a teletherapy physicist at a medical institu-
tion. To meet this requirement, the individual shall have performed the tasks listed in 41.2(21),
41.2(58), 41.2(59), and 41.2(60) under the supervision of a teletherapy physicist during the year of
work experience.

c. Be identified on a current Agreement State or NRC license as a teletherapy physicist.

41.2(75) Training for experienced authorized useRescinded IAB 8/3/94, effective 9/7/94.

41.2(76) Physician training in a three-month program.physician who, before July 1, 1984, be-
gan a three-month nuclear medicine training program approved by the Accreditation Council for Grad-
uate Medical Education and has successfully completed the program, is exempted from the require
ments of 41.2(67) or 41.2(68).

41.2(77) Recentness of trainingThe training and experience specified in 41.2(65) to 41.2(79)
shallhave been obtained within the seven years preceding the date of application or the individual shal
have had related continuing education and continuing applicable experience since the required train
ing and experience was completed.

41.2(78) Training for an authorized nuclear pharmacigthe licensee shall require the authorized
nuclear pharmacist to be a pharmacist who:

a. Has current board certification as a nuclear pharmacist by the board of pharmaceutical special-
ties, or
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b. Has completed:

(1) 700 hours in a structured educational program consisting of both:
1. Didactic training in the following areas:

Radiation physics and instrumentation;

Radiation protection;

Mathematics pertaining to the use and measurement of radioactivity;
Chemistry of radioactive material for medical use; and

Radiation biology; and

Supervised experience in a nuclear pharmacy involving the following:
Shipping, receiving, and performing related radiation surveys;

Using and performing checks for proper operation of dose calibrators, survey meters, and if ap-
propriate, instruments used to measure alpha- or beta-emitting radionuclides;

e Calculating, assaying, and safely preparing dosages for patients or human research subjects;

¢ Using administrative controls to avoid mistakes in the administration of radioactive material,

¢ Using procedures to prevent or minimize contamination and using proper decontamination pro-
cedures; and

(2) Has obtained written certification, signed by a preceptor authorized nuclear pharmacist, that
the above training has been satisfactorily completed and that the individual has achieved a level of
competency sufficient to independently operate a nuclear pharmacy.

41.2(79) Training for experienced nuclear pharmacists.licensee may apply for and must re-
ceive a license amendment identifying an experienced nuclear pharmacist as an authorized nuclear
pharmacist before it allows this individual to work as an authorized nuclear pharmacist. A pharmacist
who has completed a structured educational program as specified in 4b2(@&jore December 2,

1994, and who is working in a nuclear pharmacy would qualify as an experienced nuclear pharmacist.
An experienced nuclear pharmacist need not comply with the requirements on preceptor statement in
41.2(78)b” (2) and recentness of training in 41.2(77) to qualify as an authorized nuclear pharmacist.

e e N) e o o o o

641—41.3(136C) Therapeutic use of radiation machines.

41.3(1) Scope and applicability.

a. This subrule establishes requirements, for which the registrant is responsible, for use of thera-
peutic radiation machines.

b. The use of therapeutic radiation machines shall be by, or under the supervision of, a physician
who meets the training/experience criteria established by 41.3(4)

c. Unless specifically required otherwise by 641—41.3(136C), all registrants are subject to the
requirements of 641—Chapters 38 to 40.

41.3(2) Definitions. The following definitions are specific to 641—41.3(136C).

“Accessible surface’means surface of equipment or of an equipment part that can be easily or acci-
dentally touched by persons without the use of a tool.

“Added filtration” means any filtration which is in addition to the inherent filtration.

“Beam axis” means the axis of rotation of the beam-limiting device.

“Beam-limiting device”means a field defining collimator, integral to the therapeutic radiation ma-
chine, which provides a means to restrict the dimensions of the useful beam.

“Beam-scatteringoil” means a thin piece of material (usually metallic) placed in the beam to scat-
ter a beam of electrons in order to provide a more uniform electron distribution in the useful beam.
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“Bent beam linear acceleratortneans a linear accelerator geometry in which the accelerated elec-
tron beam must change direction by passing through a bending magnet.

“Contact therapy systemineans a therapeutic radiation machine with a short target-to-skin dis-
tance (TSD), usually less than 5 centimeters.

“Dose monitor unit (DMU)” means a unit response from the beam monitoring system from which
the absorbed dose can be calculated.

“External beam radiation therapyimeans therapeutic irradiation in which the source of radiation is
at a distance from the body.

“Field flattening filter” means a filter used to homogenize the absorbed dose rate over the radiation
field.

“Filter” means material placed in the useful beam to change beam quality in therapeutic radiation
machines subject to subrule 41.3(6).

“Gantry” means that part of a radiation therapy system supporting and allowing movements of the
radiation head around a center of rotation.

“Interruption of irradiation” means the stopping of irradiation with the possibility of continuing
irradiation without resetting of operating conditions at the control panel.

“Isocenter” means the center of the sphere through which the useful beam axis passes while the
gantry moves through its full range of motions.

“Kilo electron volt (keV)” means the energy equal to that acquired by a particle with one electron
charge in passing through a potential difference of 1000 volts in a vacuum.

“Megavolt (MV) (mega electron volt (MeV))jheans the energy equal to that acquired by a particle
with one electron charge in passing through a potential difference of 1 million volts in a vacuum. (Note:
Current convention is to use MV for photons and MeV for electrons.)

“Monitor unit (MU).” See “Dose monitor unit.”

“Moving beam radiation therapyimeans radiation therapy with continuous displacement of one or
more mechanical axes relative to the patient during irradiation. It includes arc therapy, skip therapy,
conformal therapy and rotational therapy.

“Nominal treatment distancefneans:

1. For electron irradiation, the distance from the scattering foil, or exit window, of the electron
beam to the entrance surface of the irradiated object along the central axis of the useful beam.

2. For X-ray irradiation target to isocenter distance along the central axis of the useful beam. For
nonisocentric equipment, this distance shall be that specified by the manufacturer.

“Periodic quality assurance checkheans a procedure which is performed to ensure that a pre-
vious calibration continues to be valid.

“Practical range of electrons’corresponds to classical electron range where the only remaining
contribution to dose is from bremsstrahlung X-rays. A further explanation may be found in “Clinical
Electron Beam Dosimetry: Report of AAPM Radiation Therapy Committee Task Group 25" (Medical
Physics 18(1): 73-109, Jan/Feb 1991) and ICRU Report 35, “Radiation Dosimetry: Electron Beams
with Energies Between 1 and 50 MeV,” International Agency on Radiation Units and Measurements,
September 15, 1984.

“Radiation detector’means a device which in the presence of radiation provides, by either direct or
indirectmeans, a signal or other indication suitable for use in measuring one or more quantities of inci-
dent radiation.

“Radiation field.” See “Useful beam.”

“Radiation head” means the structure from which the useful beam emerges.

“Radiation therapy physicistineans an individual qualified in accordance with 41:8(2)
“Redundant beam monitoring systemieans a combination of two dose monitoring systems in
which each system is designed to terminate irradiation in accordance with a preselected number o

dose monitor units.
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“Shadow tray” means a device attached to the radiation head to support auxiliary beam blocking
material.

“Stationary beam radiation therapytheans radiation therapy without displacemeiainef or more
mechanical axes relative to the patient during irradiation.

“Target” means that part of an X-ray tube or accelerator onto which is directed a beam of acceler-
ated particles to produce ionizing radiation or other particles.

“Target-to-skin distance (TSD)feans the distance measured along the beam axis from the center
of the front surface of the X-ray target or electron scattering foil to the surface of the irradiated object or
patient.

“Tenth-value layer (TVL)"means the thickness of a specified material which attenuates X-
radiation or gamma radiation to an extent such that the air kerma rate, exposure rate or absorbed dose
rate is reduced to one-tenth of the value measured without the material at the same point.

“Therapeutic radiation machine’'means X-ray or electron-producing equipment designed and
used for external beam radiation therapy.

“Virtual source” means a point from which radiation appears to originate.

41.3(3) Registration or license requirements. No person shall receive, possess, use,davamsfer,
or acquire therapeutic radiation machines except as authorized in a registration issued pursuant to
641—39.1(136C) to 39.4(136C).

41.3(4) General administrative requirements for facilities using therapeutic radiation machines.

a. Administrative controls. The registrant shall be responsible for directing the operation of the
therapeuticgadiation machines which have been registered with the agency. The registrant or the regis-
trant'sagent shall ensure that the requirements of 41.3(136C) are met in the operation of the therapeutic
radiation machine(s).

b. A therapeutic radiation machine which does not meet the provisions of these regulations shall
not be used for irradiation of patients unless authorized by the agency.

41.3(5) Training for external beam radiation therapy authorimats. The registrant for any ther-
apeutic radiation machine subjectitb3(17) or 41.3(18) shall require the authorized user to be a phy-
sician who:

a. Is certified in:

(1) Radiology or therapeutic radiology by the American Board of Radiology; or

(2) Radiation oncology by the American Osteopathic Board of Radiology; or

(3) Radiology, with specialization in radiotherapy, &sitish “Fellow of the Faculty of Radiolo-
gy” or “Fellow of the Royal College of Radiology”; or

(4) Therapeutic radiology by the Canadian Royal College of Physicians and Surgeons; or

b. Isin the active practice of therapeutic radiology, and has completed 200 hours of instruction in
basicradiation techniques applicable to the use of an external beam radiation therapy unit, 500 hours of
supervised work experience, and a minimum of three years of supervised clinical experience.

c. To satisfy the requirement for instruction in 41.3¢5) above, the classroom and laboratory
training shall include:

(1) Radiation physics and instrumentation;

(2) Radiation protection;

(3) Mathematics pertaining to the use and measurement of ionization radiation; and

(4) Radiation biology.
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d. To satisfy the requirement for supervised work experience in 4h3(&bove, training shall
be under the supervision of an authorized user and shall include:

(1) Reviewing the full calibration measurements and periodic quality assurance checks;

(2) Evaluating prepared treatment plans and calculation of treatment times/patient treatment set
tings;

(3) Using administrative controls to prevent misadministrations;

(4) Implementingemergency procedures to be followed in the event of the abnormal operation of
an external beam radiation therapy unit or console; and

(5) Checking and using radiation survey meters.

e. To satisfy the requirement for a period of supervised clinical experience, training shall include
one year in a formal training program approved by the Residency Review Committee for Radiology of
the Accreditation Council for Graduate Medical Education or the Committee on Postdoctoriagh
of the American Osteopathic Association and an additional two years of clinical experience in thera-
peutic radiology under the supervision of an authorized user. The supervised clinical experience shal
include:

(1) Examining individuals and reviewing their case histories to determine their suitability for ex-
ternal beam radiation therapy treatment, and any limitations/contraindications;

(2) Selecting proper dose and how it is to be administered,;

(3) Calculating the external beam radiation therapy doses and collaborating with the authorized
user inthereview of patients’ progress; consideration of the need to modify originally prescribed doses
or treatment plans as warranted by patients’ reaction to radiation; and

(4) Postadministration follow-up and review of case histories.

f.  Notwithstanding the requirements of 41.3(5) the registrant for any therapeutic radiation
machine subject to 41.3(17) and 41.3(18) may also submit the training of the prospective authorizec
user physician for agency review.

41.3(6) Training for radiation therapy physicist. The registrant for any therapeutic radiation ma-
chine subject to 41.3(17) or (18) shall require the radiation therapy physicist to:

a. Be registered with the agency, under the provisions of 641—subrule 39.3(3) of these regula-
tions, as a provider of radiation services in the area of calibration and compliance surveys of externa
beam radiation therapy units; and

b. Be certified by the American Board of Radiology in:

(1) Therapeutic radiological physics; or

(2) Roentgen-ray and gamma-ray physics; or

(3) X-ray and radium physics; or

(4) Radiological physics; or

. Be certified by the American Board of Medical Physics in radiation oncology physics; or

d. Be certified by the Canadian College of Medical Physics; or

e. Hold a master’s or doctorate degree in physics, biophysics, radiological physics, or health
physics, and have completed one year of full-time training in therapeutic radiological physics and also
one year of full-time work experience under the supervision of a radiation therapy physicist at a medi-
cal institution. To meet this requirement, the individual shall have performed the tasks listed in
41.3(16Ya” (1), 41.3(17)c,” 41.3(17)c” (5), 41.3(18)e,” and 41.3(18f" under the supervision of
a radiation therapy physicist during the year of work experience.

f.  Notwithstanding the provisions of 41.3(6)' certification pursuant to 41.3(®)”
41.3(6)c” or 41.3(6)d” shall be required on or before December 31, 1999, for all persons currently
qualifying as a radiation therapy physicist pursuant to 4X&(6)
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41.3(7) Qualifications of operators.

a. Individualswho will be operating a therapeutic radiation machine for medical use shall be ade-
quately instructed in the safe operating procedures and be competent in the safe use of the equipment in
accordance with 641—Chapter 42 as applicable.

b. Each operator’s permit to practice under 641—Chapter 42 shall be posted in the immediate
vicinity of the general work area and visible to the public.

41.3(8) Written safety procedures and rules shall be developed by a radiation therapy physicist and
shall be available in the control area of a therapeutic radiation machine, including any restrictions re-
quired for the safe operation of the particular therapeutic radiation machine.

41.3(9) Individuals shall not be exposed to the useful beam except for medical therapy purposes
and unless such exposure has been ordered in writing by a physician. This provision specifically pro-
hibits deliberate exposure of an individual for training, demonstration or other non-healing arts pur-
poses.

41.3(10) Records of visiting authorized users. Notwithstanding the provisions of 41.3(5), a regis-
trant may permit any physician to act as a visiting authorized user under the following conditions:

a. The authorized user has the prior written permission of the registrant’s manageheeunséf
occurs on behalf of an institution, and

b. The registrant maintains copies of all records specified in 41.3(5) for five years from the date of
the last visit.

41.3(11) Information and maintenance record and associated information. The registrant shall
maintain the following information for each therapeutic radiation machine for inspection by the
agency:

a. Report of acceptance testing;

b. Records of all surveys, calibrations, and periodic quality assurance checks of the therapeutic
radiation machine required by 41.3(136C), as well as the name(s) of person(s) who performed such
activities;

c. Records of maintenance or modifications, or both, performed on the therapeutic radiation ma-
chine after July 9, 1997, as well as the name(s) of person(s) who performed such services;

d. Signature operson authorizing the return of therapeutic radiation machine to clinical use after
service, repair, or upgrade.

e. Records of training specified in 41.3(5) and 41.3(6).

41.3(12) Records retention. All records required by 641—41.3(136C) shall be retained until dis-
posal is authorized by the agency unless another retention period is specifically authorized in
41.3(136C).

41.3(13) Form of records. Each record required by 41.3(136C) shall be legible throughout the
specified retention period. The record shall be the original or a reproduced copy or microfilm, pro-
vided that the copy or microfilm is authenticated by authorized personnel and that the microfilm is
capable of producing a clear copy throughout the required retention period, or the record may also be
stored in electronic media with the capability for producing legible, accurate, and complete records
during the required retention period. Records, such as letters, drawings, and specifications, shall in-
clude all pertinent information, such as stamps, initials, and signatures. The registrant shall maintain
adequate safeguards against tampering with and loss of records.
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41.3(14) Written directives. Each registrant shall meet the following objectives:

a. That, prior to each administration, a written directigeprepared for any therapeutic dose;

b. Thatprior to each initial administration of a treatment series, the patient’s identity is verified as
the individual named in the written directive;

c. Thatfinal plans of treatment and related calculations for the therapy are in accordance with the
respective written objectives;

d. That each administration is in accordance with the written directive;

e. That any unintended deviation from the written directive is identified and evaluated, and ap-
propriate action taken.

f.  The registrant shall retain:

(1) Each written directive; and

(2) A record of each administered radiation dose, in an auditable form, for three years after the date
of administration.

41.3(15) Misadministration.

a. When a misadministration involves any therapeutic procedure, the registrant shall notify the
agency bytelephone. The registrant shall also notify the referring physician of the affected patient and
the patient or the responsible relative or guardian, unless the referring physician agrees to inform the
patient ombelieves, based on medical judgment, that telling the patient or responsible relative or guard-
ian would be medically harmful for the patient. These notifications must be made within 24 hours after
the registrant discovers the misadministration. If the referring physician, patient, or patient’s responsi-
ble relative or guardian cannot be reached within 24 hours, the registrant shall notify all of them as soor
as practicable. The registrant is not required to notify the patient or patient’s responsible relative or
guardian without first consulting the referring physician; howekeregistrant shall not delay medi-
cal care for the patient because of this.

b. Within 15 days after the initial therapy misadministration report to the agency, the registrant
shall report, in writing, to the agency and referring physician, and furnish a copy of the report to the
patient or the patient’s responsible relative or guardian if either was notified by the registrant as re-
quired by 41.3(15n.” The written report shall include the registrant’s name; the referring physician’s
name; a brief description of the event causing the misadministration; the effect on the patient; the ac
tion toprevent recurrence; and whether the registrant informed the patient or patient’s responsible rela
tive or guardian, and if not, why. The report shall not include the patient’'s name or other information
that could lead to the identification of the patient.

c. Each registrant shall retain records of misadministrations for ten years. The records shall in-
clude the names of all individuals involved in the event, including the physician, allied health person-
nel, the patient, patient’s referring physician, the patient’s social security number or identification
number ifassigned, a brief description of the event, the effect on the patient, and action taken, if any, to
prevent recurrence.

d. Asidefrom the notification requirement, nothing in 41.3(#5) 41.3(15)b” or 41.3(15)c”
shall affect any rights or duties of registrants and physicians in relation to each other, patients, or re-
sponsible relatives or guardians.

1if, because of the patient’s condition, a delay in the order to provide a written revision to an existing written direidtijepardize the patient's
health, aroral revision to an existing written directive will be acceptable, provided that the oral revision is documented immettiafedtient’s record
and a revised written directive is signed by the authorized user within 48 hours of the oral revision.

Also, a written directive revision to an existing written directive may be made for any therapeutic procedure providegkthisiothes dated and
signed by an authorized user prior to the administration of the dose.

If, because of the emergent nature of the patient’s condition, a delay in order to provide a written directive would jeopatiénéstealth, an oral
directive will be acceptable, provided that the information contained in the oral directive is documented immediatelyiemthequrd and a written
directive is prepared within 24 hours of the oral directive.
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41.3(16) General technical requirements for facilities using therapeutic radiation machines.

a. Protection surveys.

(1) The registrant shall ensure that radiation protection surveys of all new facilities, and existing
facilities not previously surveyed, are performed with an operable radiation measurement survey in-
strument calibrated within the past 12 months. The radiation protection survey shall be performed by,
or under the direction of, a radiation therapy physicist or a certified health physicist and shall verify
that, with the therapeutic radiation machine in a “BEAM-ON” condition, with the largest clinically
available treatment field and with a scattering phantom in the useful beam of radiation:

1. Radiation levels in restricted areas are not likely to cause personnel exposures in excess of the
limits specified in 641—subrule 40.15(1); and

2. Radiation levels in unrestricted areas do not exceed the limits specified in 641—paragraphs
40.26(1)Ya” and“b.”

(2) In addition to the requirements of 41.3(88)(1), a radiation protection survey shall also be
performed prior to medical use and:

1. After making any change in the treatment room shielding;

2. After installing or relocating of the therapeutic radiation machine;

3. Before using the therapeutic radiation machine in a manner that could result in increased radi-
ation levels in areas outside the external beam radiation therapy treatment room.

(3) The survey record shall indicate all instances where the facility, in the opinion of the radiation
therapy physicist or a certified health physicist, is in violation of applicable regulations. The survey
record shall also include the date of the measurements, the reason the survey is required, the manufac-
turer’'s name, model number and serial number of the therapeutic radiation machine, the instrument(s)
used to measure radiation levels, a plan of the areas surrounding the treatment room that were sur-
veyed,the measured dose rate at several points in each area expressed in microsieverts or millirems per
hour,the calculated maximum level of radiation over a period of one week for each restricted and unre-
stricted area, and the signature of the individual responsible for conducting the survey.

(4) If the results of the surveys required by 41.3@¥6]1) or (2) indicate any radiation levels in
excess of the respective limit specified in 41.3[@6)1), the registrant shall lock the control in the
“OFF” position and not use the unit:

1. Except as may be necessary to repair, replace, or test the therapeutic radiation machine, the
therapeutic radiation machine shielding, or the treatment room shielding; or

2. Until the registrant has received a specific exemption in writing from the agency.

b. Moadification of radiation therapy unit or room before beginning a treatment program. If the
survey required by 41.3(18) indicates that an individual in an unrestricted area may be exposed to
levels of radiation greater than those permitted by 641—paragraphs 4@&26¢hy“b,” before be-
ginning the treatment program the registrant shall:

(1) Either equip the unit with beam direction interlocks or add additional radiation shielding to
ensure compliance with 641—paragraphs 40.2&8(1and“b” ;

(2) Perform the survey required by 41.3(B8) again; and

(3) Include in the report required by 41.3(18) the results of the initial survey, a description of
the modification made to comply with 41.3(%) (1), and the results of the second survey; or

(4) Request and receive written authorization from the agency that authorizes radiation levels in
unrestricted areas greater than those permitted by 641—paragraphs 48.26(1)b.”
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c. Dosimetry equipment.

(1) The registrant shall have a calibrated dosimetry system available for use. The system shall
havebeen calibrated by the National Institute for Standards and Technology (NIST) or by an American
Association of Physicists in Medicine (AAPM) Accredited Dosimetry Calibration Laboratory
(ADCL). The calibration shall have been performed within the previous 24 months and after any ser-
vicing that may have affected system calibration.

1. For beams with energies greater than 1 MV (1 MeV), the dosimetry system shall have been
calibrated for Cobalt-60.

2. For beams with energies equal to or less than 1 MV (1 MeV), the dosimetry system shall have
been calibrated at an energy (energy range) appropriate for the radiation being measured.

(2) The registrant shall have available for use a dosimetry system for quality assurance check mea
surements. To meet this requirement, the system may be compared with a system that has been ca
brated in accordance with 41.3(4%®) (1). This comparison shall have been performed within the pre-
vious 12 months and after each servicing that may have affected system calibration. The quality
assurance check system may be the same system used to meet the requirement ift’4(13(16)

(3) The registrant shall maintain a record of each dosimetry system calibration, intercomparison,
and comparison for the duration of the license or registration. For each calibration, intercomparison, ol
comparison, the record shall include the date, the model numbers and serial numbers of the instrumen
that were calibrated, intercompared, or compared as required by 41:3(1$yrnd (2), the correction
factorsthat were determined, the names of the individuals who performed the calibration, intercompa-
rison, or comparison, and evidence that the intercomparison was performed by, or under the direct su
pervision and in the physical presence of, a radiation therapy physicist.

d. Reports of external beam radiation therapy surveys and measurements. The registrant for an
therapeutic radiation machine subject to 41.3(17) or 41.3(18) shall furnish a copy of the records re-
quired in 41.3(16R" and“b” to the agency within 30 days following completion of the action that
initiated the record requirement.

41.3(17) Therapeutic radiation machines of less than 500 kV.

a. Equipment requirements.

(1) Leakage radiation. When the X-ray tube is operated at its maximum rated tube current for the
maximum KV, the leakage air kerma rate shall not exceed the value specified at the distance specifie
for that classification of therapeutic radiation machine:

1. 5-50 kV systems. The leakage air kerma rate measured at any position 5 centimeters from thy
tube housing assembly shall not exceed 100 mrad (1 mGy) in any one hour.

2. >50 and <500 kV systems. The leakage air kerma rate measured at a distance of one mete
from the target in any direction shall not exceed 1 rad (1 cGy) in any one hour. This air kerma rate
measurement may be averaged over areas no larger than 100 square centimeters. In addition, the
kermarate at a distance of 5 centimeters from the surface of the tube housing assembly shall not excee
30 rad (30 cGy) per hour.

(2) Permanent beam-limiting devices. Permanent diaphragms or cones used for limiting the use-
ful beam shall provide at least the same degree of attenuation as required for the tube housing assemb

(3) Adjustable or removable beam-limiting devices.

1. All adjustable or removable beam-limiting devices, diaphragms, cones or blocks shall not
transmit more than 5 percent of the useful beam for the most penetrating beam used;

2. When adjustable beam-limiting devices are used, the position and shape of the radiation field
shall be indicated by a light beam.
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(4) Filter system. The filter system shall be so designed that:

1. Filters cannot be accidentally displaced at any possible tube orientation;

2. For equipment installed after July 9, 1997, an interlock system prevents irradiation if the prop-
er filter is not in place;

3. The air kerma rate escaping from the filter slot shall not exceed 1 rad (1 cGy) per hour at one
meter under any operating conditions; and

4. Each filter shall be marked as to its material of construction and its thickness.

(5) Tube immobilization.

1. The X-ray tube shall be so mounted that it cannot accidentally turn or slide with respect to the
housing aperture; and

2. The tube housing assembly shall be capable of being immobilized for stationary portal treat-
ments.

(6) Sourcemarking. The tube housing assembly shall be so marked that it is possible to determine
the location of the source to within 5 millimeters, and such marking shall be readily accessible for use
during calibration procedures.

(7) Beam block. Contact therapy tube housing assemblies shall have a removable shield of mate-
rial, equivalent in attenuation to 0.5 millimeters of lead at 100 kV, which can be positioned over the
entire useful beam exit port during periods when the beam is not in use.

(8) Timer. A suitable irradiation control device shall be provided to terminate the irradiétion
a preset time interval.

1. Atimer which has a display shall be provided at the treatment control panel. The timer shall
have a preset time selector and an elapsed time or time remaining indicator;

2. The timer shall be a cumulative timer which activates with an indication of “BEAM-ON” and
retains its reading after irradiation is interrupted or terminated. After irradiation is terminated and be-
fore irradiation can be reinitiated, it shall be necessary to reset the elapsed time indicator;

3. The timer shall terminate irradiation when a preselected time has elapsed, if any dose monitor-
ing system present has not previously terminated irradiation;

4. The timer shall permit accurate presetting and determination of exposure times as short as one
second,;

5. The timer shall not permit an exposure if set at zero;

6. The timer shall not activate until the shutter is opened when irradiation is controlled by a shut-
ter mechanism unless calibration includes a timer error correction to compensate for mechanical lag;
and

7. Timer shall be accurate to within 1 percent of the selected value or one second, whichever is
greater.

(9) Controlpanel functions. The control panel, in addition to the displays required by other provi-
sions in 41.3(6), shall have:

1. Anindication of whether electrical power is available at the control panel and if activation of
the X-ray tube is possible;

2. Anindication of whether X-rays are being produced,;

3. Means for indicating X-ray tube potential and current;

4. The means for terminating an exposure at any time;

5. Alocking device which will prevent unauthorized use of the therapeutic radiation machine;
and

6. For therapeutic radiation machines manufactured after July 9, 1997, a positive display of spe-
cific filter(s) in the beam.
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(10) Multiple tubes. When a control panel may energize more than one X-ray tube:

1. It shall be possible to activate only one X-ray tube at any time;

2. There shall be an indication at the control panel identifying which X-ray tube is activated; and

3. There shall be an indication at the tube housing assembly when that tube is energized.

(11) Target-to-skin distance (TSD). There shall be a means of deterthi@iogntral axis TSD to
within one centimeter and of reproducing this measurement to within two millimeters thereafter.

(12) Shutters. Unless it is possible to bring the X-ray output to the prescribed exposure parameters
within five seconds after the X-ray “ON” switch is energized, the beam shall be attenuated by a shut-
ter(s) having a lead equivalency not less than that of the tube housing assembly. In addition, after th
unit is atoperating parameters, the shutter(s) shall be controlled by the operator from the control panel.
An indication of shutter position shall appear at the control panel.

(13) Low filtration X-ray tubes. Each therapeutic radiation machine equipped with a beryllium or
other low-filtration window shall be clearly labeled as such upon the tube housing assembly and shall
be provided with a permanent warning device on the control panel that is activated when no additional
filtration is present, to indicate that the dose rate is very high.

b. Facility design requirements for therapeutic radiation machines capable of operating in the
range 50 kV t&00 kV. Inaddition to shielding adequate to meet requirements of 41.3(8), the treatment
room shall meet the following design requirements:

(1) Auralcommunication. Provision shall be made for continuous two-way aural communication
between the patient and the operator at the control panel.

(2) Viewingsystems. Provision shall be made to permit continuous observation of the patient dur-
ing irradiation and the viewing system shall be so located that the operator can observe the patient fror
the control panel. The therapeutic radiation machine shall not be used for patient irradiation unless a
least one viewing system is operational.

(3) Additionalrequirements. Treatment rooms which contain a therapeutic radiation machine ca-
pable of operating above 150 kV shall meet the following additional requirements:

1. All protective barriers shall be fixed except for entrance doors or beam interceptors;

2. The control panel shall be located outside the treatment room or in a totally enclosed booth,
which has a ceiling, inside the room;

3. Interlocks shall be provided such that all entrance doors, including doors to any interior
booths, shall be closed before treatment can be initiated or continued. If the radiation beam is inter-
rupted byany door opening, it shall not be possible to restore the machine to operation without closing
the door and reinitiating irradiation by manual action at the control panel; and

4. Whenany door referred to in 41.3(XB) (3)“3” is opened while the radiation machine is acti-
vatedthe air kerma rate at a distance of one meter from the source shall be reduced to less than 1 mC
(100 mrad) per hour.

c. Full calibration measurements.

(1) Full calibration of a therapeutic radiation machine subject to 41.3(17) shall be performed by, or
under the direct supervision of, a radiation therapy physicist:

1. Before the first medical use following installation or reinstallation of the therapeutic radiation
machine;

2. Atintervals not exceeding one year; and
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3. Before medical use under the following conditions:

e Whenever quality assurance check measurements indicate that the radiation output differs by
more than 5 percent from the value obtained at the last full calibration and the difference cannot be
reconciled; and

¢ Following any component replacement, major repair, or modification of components that could
significantly affect the characteristics of the radiation beam.

4. Notwithstanding the requirements of 41.3(t7)1):

¢ Full calibration of therapeutic radiation machines with multienergy capabilities is required only
for those modes or energies that are not within their acceptable range; and

 If the repair, replacement or modification does not affect all energies, full calibration shall be
performed on the affected energy that is in most frequent clinical use at the facility. The remaining
energies may be validated with quality assurance check procedures against the criteria in
41.3(17Yb" (3).

(2) To satisfy the requirement of 41.3(17) (1), full calibration shall include all measurements
recommended for annual calibration by NCRP Report 69, “Dosimetry of X-ray and Gamma Ray
Beams for Radiation Therapy in the Energy Range 10 keV to 50 MeV” (1981).

(3) The registrant shall maintain a record of each calibration for the duration of the registration.
The record shall include the date of the calibration, the manufacturer’s name, model number, and serial
number for both the therapeutic radiation machine and the X-ray tube, the model numbers and serial
numbers ofhe instruments used to calibrate the therapeutic radiation machine, and the signature of the
radiation therapy physicist responsible for performing the calibration.

d. Periodic quality assurance checks.

(1) Periodic quality assurance checks shall be performed on therapeutic radiation machines, sub-
ject to 41.3(17), which are capable of operation at greater than or equal to 50 kV.

(2) To satisfy the requirement of 41.3(1F) (1), quality assurance checks shall meet the follow-
ing requirements:

1. The registrant shall perform quality assurance checks in accordance with written procedures
established by the radiation therapy physicist; and

2. The quality assurance check procedures shall specify the frequency at which tests or measure-
mentsare to be performed. The quality assurance check procedures shall specify that the quality assur-
ance check shall be performed during the calibration specified in 41'&(1¥). The acceptable tol-
erance for each parameter measured in the quality assurance check, when compared to the value for
that parameter determined in the calibration specified in 41:8(1(@), shall be stated.

(3) The cause for a parameter exceeding a tolerance set by the radiation therapy physicist shall be
investigated and corrected before the system is used for patient or human research subject irradiation;

(4) Whenever a quality assurance check indicates a significant change in the operating character-
istics of a system, as specified in the radiation therapy physicist’s quality assurance check procedures,
the system shall be recalibrated as required in 41.3(1{D);

(5) The registrant shall use the dosimetry system described in 41c3(H)to make the quality
assurance check required in 41.3(d7);

(6) The registrant shall have the radiation therapy physicist review and sign the results of each
radiation output quality assurance check within one month of test completion;

(7) The registrant shall ensure that safety quality assurance checks of therapeutic radiation ma-
chines subject to 41.3(17) are performed at intervals not to exceed one month;
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(8) Notwithstanding the requirements of 41.3(#17)(6) and (7), the registrant shall ensure that
no therapeutic radiation machine is used to administer radiation to humans unless the quality assuranc
checks required by 41.3(2d) (6) and (7) have been performed within the 30 days prior to adminis-
tration;

(9) To satisfy the requirement of 41.3(1) (7), safety quality assurance checks shall ensure
proper operation of:

1. Electrical interlocks at each external beam radiation therapy room entrance;

2. Proper operation of the “BEAM-ON" and termination switches;

3. Beam condition indicator lights on the access door(s), control console, and in the radiation
therapy room;

4. Viewing systems;

5. If applicable, electrically operated treatment room doors from inside and outside the treatment
room.

(10) The registrant shall maintain a record of each quality assurance check required by
41.3(17)d" (1) and (7) for three years. The record shall include the date of the quality assurance
check, the manufacturer’s name, model number, and serial number for the therapeutic radiation ma
chine, the manufacturersame, model number and serial number of the instrument(s) used to measure
the radiation output of the therapeutic radiation machine, and the signature of the individual who per-
formed the periodic quality assurance check.

e. Operating procedures.

(1) Therapeuticadiation machines shall not be left unattended unless secured by means identified
in 41.3(17¥a” (9)"5”;

(2) When a patient must be held in position for radiation therapy, mechanical supporting or re-
straining devices shall be used,;

(3) The tube housing assembly shall not be held by an individual during operation unless the as-
sembly isdesigned to require such holding and the peak tube potential of the system does not exceed 5
kV. In such cases, the holder shall wear protective gloves and apron of not less than 0.5 millimeters
lead equivalency at 100 kV;

(4) A copy of the current operating and emergency procedures shall be maintained at the therapet
tic radiation machine control console; and

(5 No individual other than the patient shall be in the treatment room during exposures from ther-
apeutic radiation machines operating above 150 k\énAtgies less than or equal to 150 kV, any indi-
vidual, other than the patient, in the treatment room shall be protected by a barrier sufficient to meet the
requirements of 641—40.26(136C).

f.  Possession aurvey instrument(s). Each facility location authorized to use a therapeutic radi-
ation machine in accordance with 41.3(17) shall have at its disposal appropriately calibrated portable
monitoring equipment. As a minimum, such equipment shall include a portable radiation measure-
ment survey instrument capable of measuring dose rates over the range 1 nu&r) (€ hour to
1000 mrem (10 mSv) per hour. The survey instrument(s) shall be operable and calibrated at interval
not to exceed 12 months for the radiation measured.
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41.3(18) Therapeutic radiation machines—photon therapy systems (500 kV and above) and elec-
tron therapy systems (500 keV and above).

a. Equipment requirements.

(1) Leakage radiation outside the maximum useful beam in photon and electron modes.

1. The absorbed dose due to leakage radiation (excluding neutrons) at any point outside the
maximume-sizediseful beam, but within a circular plane of radius two meters which is perpendicular to
and centered on the central axis of the useful beam at the nominal treatment distance (i.e., patient
plane), shall not exceed a maximum of 0.2 percent and an average of 0.1 percent of the absorbed dose
on the central axis of the beam at the nominal treatment distance. Measurements shall be averaged over
an area not exceeding 100 square centimeters at a minimum of 16 points uniformly distributed in the
plane;

2. Except for the area defined in 41.3(88)(1)"1,” the absorbed dose due to leakage radiation
(excluding neutrons) at one meter from the electron path between the electron source and the target or
electronwindow shall not exceed 0.5 percent of the absorbed dose on the central axis of the beam at the
nominal treatment distance. Measurements shall be averaged over an area not exceeding 100 square
centimeters;

3. For equipment manufactured after July 9, 1997, the neutron absorbed dose outside the useful
beam shall be in compliance with International Electrotechnical Agency (IEC) Document 601-2-1
(most current revision); and

4. For each therapeutic radiation machine, the registrant shall determine, or obtain from the
manufacturer, the leakage radiation existing at the positions specified in 4B3(1B}1" to “3” for
the specified operating conditions. Records of leakage radiation measurements shall be maintained for
inspection by the agency.

(2) Leakage radiation through beam-limiting devices.

1. Photon radiation. All adjustable or interchangeable beam-limiting devices shall attenuate the
useful beam such that at the nominal treatment distance, the maximum absorbed dose anywhere in the
areashielded by the beam-limiting device(s) shall not exceed 2 percent of the maximum absorbed dose
on the central axis of the useful beam measured in a 10-centimeter by 10-centimeter radiation field;

2. Electron radiation. All adjustable or interchangeable electron applicators shall attenuate the
radiation including, but not limited to, photon radiation generated by electrons incident on the beam-
limiting device and electron applicator and other parts of the radiation head, such that the absorbed
dose in a plane perpendicular to the central axis of the useful beam at the nominal treatment distance
shall not exceed:

¢ A maximum of 2 percent of the absorbed dose on the central axis of the useful beam at the nomi-
nal treatment distance. This limit shall apply beyond a line seven centimeters outside the periphery of
the useful beam; and

¢ A maximum of 10 percent of the absorbed dose on the central axis of the useful beam at the nomi-
nal treatment distance. This limit shall apply beyond a line two centimeters outside the periphery of the
useful beam.

(3) Measurement of leakage radiation.

1. Photon radiation. Measurements of leakage radiation through the beam-limiting devices shall
be made with the beam-limiting devices closed and any residual aperture blocked by at least two-tenth
valuelayers of suitable absorbing material. In the case of overlapping beam-limiting devices, the leak-
age radiation through each set shall be measured independently at the depth of maximum dose. Mea-
surements shall be made using a radiation detector with an area not exceeding ten square centimeters;
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2. Electron radiation. Measurements of leakage radiation through the electron applicators shall
be made with the electron beam directed into the air and using a radiation detectoaxehuarto but
not exceeding one square centimeter suitably protected against radiation which has been scattere
from material beyond the radiation detectgleasurements shall be made using one centimeter of wa-
ter equivalent buildup material.

(4) Filters/wedges.

1. Eachwedge filter which is removable from the system shall be clearly marked with an identifi-
cation number. For removable wedge filters, the nominal wedge angle shall appear on the wedge o
wedge tray (if permanently mountedtbe tray). If the wedge or wedge tray is significantly damaged,
the wedge transmission factor shall be redetermined,;

2. If the absorbed dose rate information required by 41:2(183) relates exclusively to opera-
tion with a field-flattening or beam-scattering filter in place, such filter shall be removable only by the
use of tools;

3. For equipment manufactured after July 9, 1997, which utilizes a system of wedge filters, inter-
changeable field-flattening filters, or interchangeable beam-scattering foils:

¢ Irradiationshall not be possible until a selection of a filter or a positive selection to use “no filter”
has been made at the treatment control panel, either manually or automatically;

¢ An interlock system shall be provided to prevent irradiation if the filter selected is not in the cor-
rect position;

¢ A display shall be provided at the treatment control panel showing the wedge filter(s); and

¢ An interlock shall be provided to prevent irradiation if any filter or beam-scattering foil selection
operation carried out in the treatment room does not agree with the filter or beam-scattering foil selec-
tion operation carried out at the treatment control panel.

(5) Stray radiation in the useful beam. For equipment manufactured after July 9, 1997, the regis-
trant shall determine during acceptance testing, or obtain from the manufacturer, data sufficient to en
sure that X-ray stray radiation in the useful electron beam, absorbed dose at the surface during X-ra
irradiation and stray neutron radiation in the useful X-ray beam are in compliance with International
Electrotechnical Agency (IEC) Document 601-2-1 (most current revision).

(6) Beam monitors. All therapeutic radiation machisigigject to 41.3(18) shall be provided with
redundant beam monitoring systems. The sensors for these systems shall be fixed in the useful bea
during treatment to indicate the dose monitor unit rate.

1. Equipment manufactured after July 9, 1997, shall be provided with at least two independently
powered integrating dose meters. Alternatively, common elements may be used if the production of
radiation is terminated upon failure of any common element.

2. Equipment manufactured on or before July 9, 1997, shall be provided with at least one radi-
ation detectorThisdetector shall be incorporated into a useful beam monitoring system. The detector
and the system into which that detector is incorporated shall meet the following requirements:

¢ Eachdetector shall be removable only with tools and, if movable, shall be interlocked to prevent
incorrect positioning;

e Each detector shdibrm part of a beam monitoring system from whose readings in dose monitor
units the absorbed dose at a reference point can be calculated;

e Each beam monitoring system shall be capable of independently monitoring, interrupting, and
terminating irradiation; and

3. For equipment manufactured after July 9, 1997, the design of the beam monitoring systems
shall ensure that the:

¢ Malfunctioning ofone system shall not affect the correct functioning of the other system(s); and

¢ Failure of any element common to both systems which could affect the correct function of both
systems shall terminate irradiation or prevent the initiation of radiation.
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4. Each beam monitoring system shall have a legible display at the treatment control panel. For
equipment manufactured after July 9, 1997, each display shall:

¢ Maintain a reading until intentionally reset;

e Have only one scale and no electrical or mechanical scale multiplying factors;

¢ Utilize a design such that increasing dose is displayed by increasing numbers; and

¢ In the event of power failure, the beam monitoring information required in 41°8(18)"4”
displayed at the control panel at the time of failure shall be retrievable in at least one system for a
20-minute period of time.

(7) Beam symmetry.

1. Bent-beam linear accelerators subject to 41.3(4d) be provided with auxiliary device(s) to
monitor beam symmetry;

2. The device(s) referenced in 41.3(88)(7)"1” shall be able to detect field asymmetry greater
than 10 percent, and shall be configured to terminate irradiation if the specifications in
41.3(18)Ya” (7)“2" cannot be maintained.

(8) Selection and display of dose monitor units.

1. The preselected number of dose monitor units shall be displayed at the treatment control panel
until reset manually;

2. After termination of irradiation, it shall be necessary to reset the dosimeter display before sub-
sequent treatment can be initiated; and

3. For equipment manufactured after July 9, 1997, after termination of irradiation, it shall be nec-
essary for the operator to reset the preselected dose monitor units before irradiation can be initiated.

(9) Air kerma rate/absorbed dose rate. For equipment manufactured after July 9, 1997, a system
shall beprovided from whose readings the air kerma rate or absorbed dose rate at a reference point can
be calculated. (The radiation detectors specified in 41.3('1L&) may form part of this system.) In
addition:

1. The dose monitor unit rate shall be displayed at the treatment control panel;

2. If the equipment can deliver under any conditions an air kerma rate or absorbed dose rate at the
nominal treatment distance more than twice the maximum value specified by the manufacturer, a de-
vice shall be provided which terminates irradiation when the air kerma rate or absorbed dose rate ex-
ceeds a value twice the specified maximum. The dose rate at which the irradiation will be terminated
shall be a record maintained by the registrant;

3. If the equipment can deliver under any fault condition(s) an air kerma rate or absorbed dose
rate at the nominal treatment distance more than ten times the maximum value specified by the
manufacturer, a device shall be provided to prevent the air kerma rate or absorbed dose rate anywhere
in the radiation field from exceeding twice the specified maximum value and to terminate irradiation if
the excess absorbed dose at the nominal treatment distance exceeds 400 rad (4 Gy); and

4. For each therapeutic radiation machine, the registrant shall determine, or obtain from the
manufacturer, the maximum value(s) specified in 41.3418)Y) 2" and “3" for the specified operat-
ing conditions. Records of these maximum value(s) shall be maintained at the installation for inspec-
tion by the agency.
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(10) Termination of irradiation by the beam monitoring system or systems during stationary beam
radiation therapy.

1. Each primary system shall terminate irradiation when the preselected numibse afonitor
units has been detected by the system;

2. If the original design of the equipment included a secondary dose monitoring system, that sys-
tem shall be capable of terminating irradiation when not more than 15 percent or 40 dose monitor units
above the preselected number of dose monitor units set at the control panel has been detected by t
secondary dose monitoring system; and

3. For equipment manufactured after July 9, 1997, an indicator on the control panel shall show
which monitoring system has terminated irradiation.

(11) Termination sviches. It shall be possible to terminate irradiation and equipment movement or
go from an interruption condition to termination condition at any time from the operator’s position at
the treatment control panel.

(12) Interruptionswitches. If a therapeutic radiation machine has an interrupt mode, it shall be pos-
sible to interrupt irradiation and equipment movements at any time from the treatment control panel.
Following an interruption it shall be possible to restart irradiation by operator action without any re-
selection of operating conditions. If any change of a preselected value is made during an interruption
irradiation and equipment movements shall be automatically terminated.

(13) Timer. A suitable irradiation control device shall be provided to terminate the irradittion
a preset time interval.

1. Atimer shall be provided which has a display at the treatment control panel. The timer shall
have a preset time selector and an elapsed time indicator;

2. The timer shall be a cumulative timer which activates with an indication of “BEAM-ON” and
retains its reading after irradiation is interrupted or terminated. After irradiation is terminated and be-
fore irradiation can be reinitiated, it shall be necessary to reset the elapsed time indicator;

3. The timer shall terminate irradiation when a preselected time has elapsed, if the dose monitor-
ing systems have not previously terminated irradiation.

(14) Selection of radiation type. Equipment capable of both X-ray therapy and electron therapy
shall meet the following additional requirements:

1. Irradiation shall not be possible until a selection of radiation type (X-rays or electrons) has
been made at the treatment control panel;

2. The radiation type selected shall be displayed at the treatment control panel before and during
irradiation;

3. Aninterlock system shall be provided to ensure that the equipment can principally emit only
the radiation type which has been selected;

4. An interlock system shall be provided to prevent irradiation with X-rays, except to obtain a
verification image, when electron applicators are fitted,;

5. Aninterlock system shall be provided to prevent irradiation with electrons when accessories
specific for X-ray therapy are fitted; and

6. An interlock system shall be provided to prevent irradiation if any selected operations carried
out in the treatment room do not agree with the selected operations carried out at the treatment contre
panel.

(15) Selection of energy. Equipment capable of generating radiation beams of different energies
shall meet the following requirements:

1. Irradiationshall not be possible until a selection of energy has been made at the treatment con-
trol panel;

2. The nominal energy value selected shall be displayed at the treatment control panel before an
during irradiation; and
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3. Irradiation shall not be possible until the appropriate flattening filter or scattering foil for the
selected energy is in its proper location.

(16) Selection oftationary beam radiation therapy or moving beam radiation therapy. Therapeutic
radiation machines capable of both stationary beam radiation therapy and moving beam radiation ther-
apy shall meet the following requirements:

1. Irradiation shall not be possible until a selection of stationary beam radiation therapy or rota-
tional arc radiation therapy has been made at the treatment control panel;

2.  The mode of operation shall be displayed at the treatment control panel;

3. An interlock system shall be provided to ensure that the equipment can operate only in the
mode which has been selected,;

4. An interlock system shall be provided to prevent irradiation if any selected parameter in the
treatment room does not agree with the selected parameter at the treatment control panel;

5.  Moving beam radiation therapy shall be controlled to obtain the selected relationships be-
tween incremental dose monitor units and incremental movement. For equipment manufactured after
July 9, 1997:

¢ An interlock system shall be provided to terminate irradiation if the number of dose monitor
units delivered in any ten degrees of rotation differs by more than 20 percent from the selected value;

e Where angle terminates the irradiation in moving beam radiation théragiose monitor units
delivered shall differ by less than 5 percent from the dose monitor unit value selected;

¢ An interlock shall be provided to prevent motion of more than five degrees beyond the selected
limits during moving beam radiation therapy;

¢ An interlock shall be provided to require that a selection of direction be made at the treatment
controlpanel in all units which are capable of both clockwise and counterclockwise moving beam radi-
ation therapy.

¢ Moving beam radiation therapy shall be controlled with both primary position sensors and sec-
ondary position sensors to obtain the selected relationships between incremental dose monitor units
and incremental movement.

6. Where the beam monitoring system terminttesrradiation in moving beam radiation thera-
py, the termination of irradiation shall be as required by 41.3{18)0); and

7. For equipment manufactured after July 9, 1997, an interlock system shall be provided to termi-
nate irradiation if movement:

¢ Occurs during stationary beam radiation therapy; or

¢ Does not start or stops during moving beam radiation therapy unless such stoppage is a pre-
planned function.

b. Facility design requirements for therapeutic radiation machines operating above 500 kV. In
addition toshielding adequate to meet requirements of 41.3(19), the following design requirements are
made:

(1) Protective barriers. All protective barriers shall be fixed, except for access doors to the treat-
ment room or movable beam interceptors.

(2) Control panel. In addition to other requirements specified in 41.3(136C), the control panel
shall also:

1. Be located outside the treatment room;

2. Provide arindication of whether electrical power is available at the control panel and if activa-
tion of the radiation is possible;
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3. Provide an indication of whether radiation is being produced; and

4. Include an access control (locking) device which will prevent unauthorized use of the thera-
peutic radiation machine.

(3) Viewing systems. Windows, mirrors, closed-circuit television or an equivalent viewing sys-
tem shall be provided to permit continuous observation of the patient following positioning and during
irradiation and shall be so located that the operator may observe the patient from the treatment contrc
panel. The therapeutic radiation machine shall not be used for patient irradiation unless at least on
viewing system is operational.

(4) Aural communications. Provision shall be made for continuous two-way aural communica-
tion between the patient and the operator at the control panel. The therapeutic radiation machine sha
not be used for irradiation of patients unless continuous two-way aural communication is possible.

(5) Roomentrances. Treatment room entrances shall be provided with warning lights in a readily
observable position near the outside of all access doors, which will indicate when the useful beam is
“ON” and when it is “OFF".

(6) Entrance interlocks. Interlocks shall be provided such that all access controls are activated
before treatment can be initiated or continued. If the radiation beam is interrupted by ang@ecess
trol, it shall not be possible to restore the machine to operation without resetting the access control an
reinitiating irradiation by manual action at the control panel.

(7) Beam interceptor interlocks. If the shielding material in any protective barrier requires the
presence of a beam interceptor to ensure compliance with 641—paragraphs“40.26{d)b,” in-
terlocks shall be provided to prevent the production of radiation, unless the beam interceptor is in
place, whenever the useful beam is directed at the designated barrier(s).

(8) Emergencyutoff switches. At least one emergency power cutoff switch shall be located in the
radiation therapy room and shall terminate all equipment electrical power including radiation and me-
chanicalmotion. This switch is in addition to the termination switch required by 41:a{1g)1). All
emergencyower cutoff switches shall include a manual reset so that the therapeutic radiation machine
cannot be restarted from the unit’s control console without resetting the emergency cutoff switch.

(9) Safety interlocks. All safety interlocks shall be designed so that any defect or component fail-
ure in the safety interlock system prevents or terminates operation of the therapeutic radiation ma-
chine.

(10) Surveydor residual radiation. Surveys for residual activity shall be conducted on all therapeu-
tic radiation machines capable of generating photon and electron energies above 10 MV prior to ma:
chining, removing, or working on therapeutic radiation machine components which may have become
activated due to photoneutron production.

(11) Possession slirvey instrument(s). Each facility location authorized to use a therapeutic radi-
ation machine in accordance with 41.3(18) shall have at its disposal appropriately calibrated portable
monitoring equipment. As a minimum, such equipment shall include a portable radiation measure-
ment survey instrument capable of measuring dose rates over the range 1 nu€&r) (& hour to
1000 mrem (10 mSv) per hour. The survey instrument(s) shall be operable and calibrated at interval
not to exceed 12 months for the radiation measured.

c. Radiation therapy physicist support.

(1) The services of a radiation therapy physicist shall be required in facilities having therapeutic
radiation machines with energies of 500 kV and above. The radiation therapy physicist shall be re-
sponsible for:

1. Full calibration(s) required by 41.3(18) and protection surveys required by 41.3(a6)

2. Supervision and review of dosimetry;

3. Beam data acquisition and transfer for computerized dosimetry, and supervision of its use;

4. Quality assurance, including quality assurance check review required by 41 3&)8pf
these regulations;

5. Consultation with the authorized user in treatment planning, as needed; and
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6. Performing calculations/assessments regarding misadministrations.

(2) If the radiation therapy physicist is not a full-time employee of the registrant, the operating
proceduresequired by 41.3(18)” shall also specifically address how the radiation therapy physicist
is to be contacted for problems or emergencies, as well as the specific actions, if any, to be taken until
the radiation therapy physicist can be contacted.

d. Operating procedures.

(1) No individual, other than the patient, shall be in the treatment room during treatment or during
any irradiation for testing or calibration purposes;

(2) Therapeutic radiation machines shall notrizele available for medical use unless the require-
ments of 41.3(16a,” 41.3(18%e,” and 41.3(18F" have been met;

(3) Therapeutic radiation machines, when not in operation, shall be secured to prevent unautho-
rized use;

(4) When adjustable beam-limiting devices are used, the position and shape of the radiation field
shall be indicated by a light field;

(5) If a patient must be held in position during treatment, mechanical supporting or restraining
devices shall be used; and

(6) A copy of the current operating and emergency procedures shall be maintained at the therapeu-
tic radiation machine control console.

e. Full calibration measurements.

(1) Full calibration of a therapeutic radiation machine subject to 41.3(18) shall be performed by, or
under the direct supervision of, a radiation therapy physicist:

1. Before the first medical use following installation or reinstallation of the therapeutic radiation
machine;

2. Atintervals not to exceed 12 months; and

3. Before medical use under the following conditions:

¢ Whenever quality assurance check measurements indicate that the radiation output differs by
more than 5 percent from the value obtained at the last full calibration and the difference cannot be
reconciled; and

¢ Following any component replacement, major repair, or modification of components that could
significantly affect the characteristics of the radiation beam.

4. Notwithstanding the requirements of 41.3(&8)1)"3":

¢ Full calibration of therapeutic radiation machines with multienergy or multimode capabilities is
required only for those modes or energies that are not within their acceptable range; and

« |f the repair, replacement or modification does not affect all modes or energies, full calibration
shall beperformed on the ffcted mode/energy that is in most frequent clinical use at the facility. The
remainingenergies/modes may be validated with quality assurance check procedures against the crite-
ria in 41.3(18)e” (1)“3.”

(2) To satisfy the requirement of 41.3(163) (1), full calibration shall include all measurements
required for annual calibration by Appendix D of 641—Chapter 41.

(3) The registrant shall use the dosimetry system described in 41c3(16)measure the radi-
ation output for one set of exposure conditions. The remaining radiation measurements required in
41.3(18)e” (2) may then be made using a dosimetry system that indicates relative dose rates; and
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(4) The registrant shall maintain a record of each calibration for the duration of the registration.
The record shall include the date of the calibration, the manufacturer’s name, model number, and serie
number for the therapeutic radiation machine, the model numbers and serial numbers of the instru
ments used to calibrate the therapeutic radiation machine, and the signature of the radiation therap
physicist responsible for performing the calibration.

f.  Periodic quality assurance checks.

(1) Periodic quality assurance checks shall be performed on all therapeutic radiation machines
subject to 41.3(18) at intervals not to exceed one week;

(2) To satisfy the requirement of 41.3(18)(1), quality assurance checks shall include deter-
mination of central axis radiation output and a representative sampling of periodic quality assurance
checkscontained in Appendix D of 641—Chapter Representativeampling shall include all refer-
enced periodic quality assurance checks at intervals not to exceed 12 consecutive calendar month:s

(3) The registrant shall use a dosimetry system which has been compared within the previous 12
monthswith the dosimetry system described in 41.3(@6}1) to make the periodic quality assurance
checks required in 41.3(18) (2);

(4) The registrant shall perform periodic quality assurance checks required by 4f.3(8h
accordance with procedures established by the radiation therapy physicist;

(5) The registrant shall review the results of each periodic radiation output check according to the
following procedures:

1. The authorized user and radiation therapy physicist shall be immediately notified if any pa-
rameter is not within its acceptable tolerance. The therapeutic radiation machine shall not be made
available for subsequent medical use until the radiation therapy physicist has determined that all pa
rameters are within their acceptable tolerances;

2. Ifall quality assurance check parameters appear to be within their acceptable range, the quality
assurance check shall be reviewed and signed by either the authorized user or radiation therapy phyzs
cist within two weeks of treatment; and

3. The radiation therapy physicist shall review and sign the results of each radiation output quali-
ty assurance check within two weeks of completion.

(6) Therapeutic radiation machines subject to 41.3(18) shall have safety quality assurance check:
of each external beam radiation therapy machine performed at intervals not to exceed one week;

(7) To satisfy the requirement of 41.3(18)(6), safety quality assurance checks shall ensure
proper operation of:

1. Electrical interlocks at each external beam radiation therapy room entrance;

2. Proper operation of the “BEAM-ON,” interrupt and termination switches;

3. Beamcondition indicator lights on the access doors, control console, and in the radiation thera-
py room;

4. \Viewing systems;

5. Aural systems;

6. Electrically operated treatment room door(s) from inside and outside the treatment room;

(8) Emergency power cutoff switches shall be checked for proper operation at intettalex-
ceedthree months. If more than one egarcy power cutoff switch is installed and not all switches are
tested at once, each switch shall be tested on a rotating basis. Safety quality assurance checks of t
emergency power cutoff switches may be conducted at the end of the treatment day in order to mini
mize possible stability problems with the therapeutic radiation machine;

(9) The registrant shall promptly repair any system identified in 41:3{1@&) that is not operat-
ing properly; and
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(10) The registrant shall maintain a record of each quality assurance check required by
41.3(18)f" (1) and 41.3(18J" (7) for three years. The record shall include the date of the quality as-
surance check, the manufacturer’s name, model number, and serial number for the therapeutic radi-
ation machine, the manufacturename, model number and serial number of the instrument(s) used to
measure the radiation output of the therapeutic radiation machine, and the signature of the individual
who performed the periodic quality assurance check.

41.3(19) Shielding and safety design requirements.

a. Eachtherapeutic radiation machine subject to 41.3(17) or 41.3(18) shall be provided with such
primary or secondary barriers as are necessary to ensure compliance with 641—40.15(136C) and
641—40.26(136C).

b. Facility design information for all new installations of a therapeutic radiation machine or
installations of a therapeutic radiation machine of higher energy into a room not previously approved
for that energy shall be submitted for agency approval prior to actual installation of the therapeutic
radiation machine. The minimum facility design information that must be submitted is contained in
Appendix E of 641—Chapter 41.

641—41.4(136C)Radiation safety requirements for analytical X-ray equipment. Rescinded IAB
4/8/98, effective 7/1/98.

641—41.5(136C) Radiation safety requirements for wireline service operations and subsurface
tracer studies. Rescinded IAB 4/8/98, effective 7/1/98.

641—41.6(136C) X-ray machines used for screening and diagnostic mammography.

41.6(1) Definitions. In addition to the definitions provided in 41.1(136C), the following defini-
tions shall be applicable to this rule.

“Artifact” means a substance or structure not naturally present in living tissue but of which an au-
thentic image appears in a radiograph.

“Automatic exposure control systemsieans automatic exposure control systems, often referred
to as phototimers, which are designed to automatically determine and provide the exposure needed to
produce an adequate density image by sampling the X-ray intensity after passage through the patient
and image receptor.

“Average glandular dose’means the energy deposited per unit mass of glandular tissue averaged
over all the glandular tissue in the breast, calculated from values of entrance exposure in air, the X-ray
beam quality (half-value layer), and compressed breast thickness. The maximum average glandular
dose should be 6 milliGray (0.6 rad) or less for a 2-view examination of the breast. See also: “Dose.”

“Base density”"means the optical density due to the supporting base of the film alone. The base
density of a film is the optical density that would result if an unexposed film were processed through
the fixer, wash, and dryer, without first passing through the developer.

“Base plus fog density’'means the optical density of a film due to its base density plus any action of
the developer on the unexposed silver halide crystals. The base plus fog density can be measured by
processing an unexposed film through the entire processing cycle and measuring the resultant optical
density.
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“Cassette” means a light-tight case, usually made of thin, low X-ray absorption plastic, for holding
X-ray film. One or two intensifying screens for the conversion of X-rays to visible light photons are
mounted inside the cassette so that they are in close contact to the film.

“Compressiondevice” means a firm plastic paddle used to help hold the breast stationary and elimi-
nate blurring due to motion, to help separate structures within the breast, and to decrease the thickne:
of breast tissue, minimizing the amount of radiation used and the amount of scattered radiation reach
ing the film.

“Control chart” means a chart used to record (and control) the results of quality control testing as a
function of time.

“Control limit” means the range of variation on a control chart beyond which action must be taken
to correct the results of quality control testing.

“Craniocaudal view” means one of two routine views for mammography. The detector system is
placed caudad to (below) the breast and the vertical X-ray beam is directed from cranial to caudac
(downward) through the breast.

“Dedicated mammography equipmentieans X-ray systems designed specifically for breast
imaging, providing optimum imaging geometry, a device for breast compression and low dose expo-
sure that can generate reproducible images of high quality.

“Densitometer” means an instrument which measures the degree of blackening (or radiographic
density) offilm due to radiation or light by measuring the ratio of the light intensity incident on the film
to the light intensity transmitted by the film.

“Detents” means mechanical settings that limit or prevent the motion or rotation of an X-ray tube,
cassette assembly, or image receptor system.

“Developer” means a chemical solution (alkaline) that changes the latent image (exposed silver
halide crystals) on a film to a visible image composed of minute masses of black metallic silver.

“Developer replenishmentimeans the process, occurring as film travels past a certain point in the
processor, triggering the activation of a pump, whereby fresh developer is added in small amounts tc
the solution in the developer tank of the processor. The purpose is to maintain the proper alkalinity,
chemical activity, and level of solution in the developer tank.

“Diagnostic mammography'means mammography performed on an individual who, by virtue of
symptoms or physical findings, is considered to have a substantial likelihood of having breast disease

“Dose” means the amount of energy depositedunit mass of tissue due to X-radiation. The new-
er unit of absorbed dose is the Gray: 1 Gray=1 Joule of energy deposited per kilogram of tissue. Thi
older unit of absorbed dose is the rad: 1 rad=0.01 Gray, 1 centiGray, or 10 milliGray.

“Exposure” means the amount of X-radiation, quantitated by measuring the amount of ionization in
air caused by the radiation. The units of exposure are Coulombs of charge ionized per kilogram of air
The older unit of exposure is the Roentgen: 1 Roentgen=2LB&-4 Coulombs of charge per kilo-
gram of air.

“Fixer” means a chemical solution (acidic) which removes the unexposed and undeveloped silver
halidecrystals from film so it will not discolor or darken with age or exposure to light. Fixer also hard-
ens the gelatin containing the black metallic silver so film may be dried and resist damage from abra-
sions.

“Fixer retention” means the inadequate removal of fixer from the film by the water in the wash tank
of the processor. Retained fixer causes eventual brown discoloration of the radiograph.

“Focal spot size”means the focal spot is the area of the target or anode that is bombarded by elec-
trons from the cathode of the X-ray tube to produce X-rays. The smaller the focal spot, the better the
limited spatial resolution of the X-ray system, especially in magnification mammography.
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“Fog” means the density added to a radiograph due to unwanted action of the developer on the un-
exposed silver halide crystals or by light, radiation, or heat exposure during storage, handling, and
processing.

“Grids” means a set of thin lead strips spaced close to one another, interspaced by carbon fiber for
mammographic grids. The grid is placed between the breast and the screen-film image receptor to re-
duce scattered radiation reaching the image receptor.

“Half-value layer (HVL)” means the thickness of a specified substance which, when introduced
into the path of a given beam of radiation, reduces the exposure rate by one-half. HVL is a measure of
beam quality and is usually specified in millimeters of aluminum for diagnostic units.

“Image contrast”means the amount of radiographic density difference between adjacent areas re-
sulting from a fixed amount of attenuation difference or light exposure difference.

“Image noise.” See “Radiographic noise.”

“Image quality” means the overall clarity and detail of a radiographic image. Limiting spatial reso-
lution (or resolving power), image sharpness, and image contrast are three common measures of image
quality.

“Image sharpness’means the overall impression of detail and clarity in a radiographic image.

“Kilovoltage, peak (kVp)'means the maximum potential difference setting between anode and
cathode in aX-ray tube. This setting is also the maximum energy of X-rays emitted by the X-ray tube
in kilo-electron volts (keV).

“Mediolateral view” means one of the routine views for mammography in addition to the cranio-
caudal view. The detector system is placed lateral to the breast and the horizontal X-ray beam is di-
rected from medial to lateral aspect through the breast.

“Milliampere (mA) setting”means the current of electrons passing from cathode to anode in an X-
ray tube. For a fixed kVp, the output of X-rays per unit time from the tube is linearly proportional to the
mA setting.

“Milliampere-secondgmAs)” means the product of electron current (mA) and the time over which
an X-ray exposure is made (in seconds). For a fixed kVp, total X-ray output is linearly proportional to
MAS.

“Oblique mediolateral view’means one of the standard two views of the breast. The detector sys-
tem (cassette holder assembly) is angled 30-60 degrees from horizontal so that the cassette assembly is
parallel to the pectoral muscle and the corner of the cassette holder fits comfortably into the axilla. The
X-ray beam is directed from the supero-medial to the infero-lateral aspect of the breast.

“Phantom” means an artificial test object which simulates the average composition of and various
structures within the breast. A “good breast phantom” should have an established correlation with
clinical image quality, allowing objective rather than subjective analysis, and should be sensitive to
small changes in mammographic image quality.

“Physician consultant’means a licensed doctor of medicine or osteopathy who meets the require-
mentsfor the interpreting physician as specified in 41.48(3)and who is responsible for the operation
of the mammography program. This individual is designated by the supplier.

“Processor” means an automated device which transports film in a controlled manner by a system
of rollers through specialized sections where developing, fixing, washing, and drying of the film occur.

“Quality assurance”’means the overall program of testing and maintaining the highest possible
standards of quality in the acquisition and interpretation of radiographic images.
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“Quiality control” means the actual process of testing and maintaining the highest possible stan-
dards ofquality in equipment performance and the acquisition and interpretation of radiographic imag-
es.

“Quiality control technologist’means the technologist assigned the task of testing for and maintain-
ing records of radiographic image quality.

“Radiographic contrast’means the magnitude of optical density difference between structures of
interestand their surroundings, or between areas of film receiving different amounts of X-ray or visible
light exposure.

“Radiographic noise”"means unwanted fluctuations in optical density on the screen-film image.

“Radiographic sharpnessineans the distinctness or perceptibility of the boundary or edge of the
structure in a mammogram.

“Repeat(or reject) analysis'means a systematic approach to determine the causes for radiographs
being discarded or repeated, or both.

“Replenishmentate” means the amount of chemicals added in order to maintain the proper chemi-
cal activity of developer and fixer solutions.

“Safelight” means a source of minimal visible light in a darkroom, produced at frequencies (colors)
to which the film is insensitive, protecting the film from unwanted exposure (fog) while allowing per-
sonnel to function more efficiently and safely.

“Screen” means microscopic phosphor crystals on a plastic support and used in conjunction with
eithersingle or double emulsion film; the screen emits visible light when exposed to X-radiation, creat-
ing a latent image on X-ray film.

“Screen-film combination’means a particular intensifying screen used with a particular type of
film. Care must be taken to match the number of screens (one or two) to the number of emulsions coa
ing the film and to match the light output spectrum of the screen to the light sensitivity of the film.

“Screen-film contact’means the close proximity of the intensifying screen to the emulsion of the
film, necessary in order to achieve a sharp image on the film.

“Screen-film mammographytmeans mammography performed with high-detailed intensifying
screen(s) in close contact with the film.

“Screening mammographyteans X-ray breast examination of asymptomatic individuals in an
attempt to detect breast cancer when it is small, nonpalpable, and confined to the breast.

“Sensitometer’means a device used to reproducibly expose a piece of film to a numbgarehtlif
levels of light intensity.

“Sensitometric strip”means a sheet of film exposed by a sensitometer, resulting in a gray scale
range. Such strips are used to measure the range of densities, from minimum to maximum, resultin
from a reproducible set of exposures.

“Sensitometry”means a quantitative measurement of the response of film to exposure and develop-
ment. Sensitometry is used to test the processor setup and stability.

“Supplier” means the individual in control of a mammography facility whose basic responsibility
is the overall quality of all mammograms conducted in that particular facility.

“Thermoluminescent dosimeter (TLDjleans a radiation dose measurement device using a crys-
talline substance (chips or powder) that, when properly prepared (annealed) and exposed to radiatior
emits light in proportion to the radiation dose received.

“Viewbox” means a device by which a uniform field of white light is transmitted through an X-ray
so that the image on the film may be seen.

“Written report” means interpreting physician’s technical narrative of a mammography evaluation.

“Written statement’means interpreting physician’s description of a mammography examination
written in lay terms.
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41.6(2) Registration and application standards and requirements.

a. Each radiation machine used to perform mammography shall be registered according to
641—subrule 39.3(2).

b. Each facility wishing to perform mammography shall apply for agency authorization by pro-
viding or verifying the following information for each mammography machine:

(1) The mammography unit meets the criteria for the American College of Radiology (ACR)
mammography accreditation. An evaluation report issued by the American College of Radiology
meets this requirement.

(2) The mammography equipment and facility meet the general requirements of these rules for
radiation machines.

(3) The radiation machine is specifically designed to perform mammography.

(4) The radiation machine is used according to these rules on patient radiation exposure and radi-
ation dose levels.

(5) The radiation machine is operated by individuals meeting the requirements of this subrule.

(6) The entire mammography system is evaluated annually by a radiation physicist.

(7) The equipment, personnel, procedures, and records are evaluated annually by a physician con-
sultant.

c. Withdrawal or denial of mammography authorization.

(1) Mammography authorization may be withdrawn with cause if any machine does not meet one
or more of the standards of these rules.

(2) The facility shall have opportunity for a hearing in connection with a denial or withdrawal of
mammography authorization.

(3) An emergency order withdrawing authorization may be issued if the agency finds the radiation
unit or facility violates rules that seriously affect the health, safety, and welfare of the public. An op-
portunity for hearing shall be held within five working days after the issuance of the order. The order
shall be effective during the proceedings.

(4) If authorization is withdrawn, the radiation machine shall not be used for mammography until
reinstated.

d. Reinstatement of mammography authorization.

(1) An application for reinstatement shall be submitted and processed the same as an initial ap-
plication.

(2) The agency shall inspect the radiation machine within 60 days of the approved reinstatement
application.

(3) A certificate of reinstatement shall be issued only after the agency has inspected the radiation
machine and determined that it meets the requirements of these rules.

e. Inspections.The agency shall conduct an inspection of each radiation machine no later than 60
days after initial mammography authorization and at least annually thereafter.

f.  Determination of the quality of the mammograms produced by facilities. To make the deter-
mination each facility will:

(1) Provide at the time of initial registration and at renewal (at least every three years) thereatfter,
two original (not copies) mammography examinations which meet the following criteria:

1. One mammography examination, including craniocaudal and mediolateral oblique views of
each breast, of a patient with fatty breasts,

2. One mammography examination, including craniocaudal and mediolateral oblique views of
each breast, of a patient with at least 75 percent glandular tissue, and

3. Each mammography examination must have been interpreted as a “normal” examination.
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(2) Provide randomly (at least every three years), at the request of agency mammography inspec
tors, two mammography examinations (mammograms) which meet the criteria in ‘4’1 @(2)

(3) Have the film returned by the agency for inclusion in the patient’s file after quality interpreta-
tion by agency radiologists.

(4) Be billed the fee for the quality interpretation as set forth in 641—388(@).

(5) Be provided with a written explanation of the results of the quality evaluation which will ac-
company the returned mammograms referred to in 41{6(3).

g. Federalmammographyagulations. All lowa facilities performing mammography shall com-
ply with the applicable regulations found in 21 CFR Parts 16 and 900 which have an effective date of
April 28, 1999. Persons authorized to perform mammography in lowa shall be responsible for ensur-
ing compliance with the appropriate CFR regulations or lowa administrative rules, whichever are more
stringent.

41.6(3) Mammography personnel.

a. Physician consultant.

(1) Must be available either on staff or through arrangement.

(2) Must document in writing annually completion of:

1. Review of the procedural manuals to determine that they are adequate.

2. \Vrification that equipment and personnel meet applicable state requirements and are per-
forming properly.

3. \Verification that the safety procedures are being followed.

4. \Verification that all other requirements of these rules are being met.

b. Interpreting physician All mammograms must be interpreted by a radiologist who meets the
following certification, experience, continuing education, and written report requirements:

(1) Be certified by the American Board of Radiology, the American Osteopathic Board of Radiol-
ogy, or Royal College of Physicians and Surgeons of Canada in Radiology or have had at least twc
months of documented full-time training from a person recognized by this agency. The training must
include interpretation of mammograms, including instructions in radiation physics, radiation effects
and radiation protection.

(2) Has interpreted an average of ten or more mammograms per workweek in the prior six months
or has completed a radiology residency within the past two years.

(3) Has successfully completed or taught a minimum of 40 hours (includes radiology residency)
of postgraduate instruction in mammography interpretation.

(4) Has successfully completed or taught a minimum of 15 hours of postgraduate instruction in
mammography interpretation every 36 months thereafter.

(5) Continues to interpret an average of ten or more mammograms per workweek.

(6) Signs a written report, @efined in 41.6(1), a copy of which must be sent to the referring phy-
sician or, if a referring physician is not available, directly to the patient.

(7) Provides @opy of the written report and the original images or films to the patient's mammog-
raphy supplier for inclusion in the patient’s medical record.

(8) Provides a written statement to the patient, either through a referring physician or designee or,
if a referring physician is not available, directly to the patient. The statement must:

1. Be written in terms easily understood by a lay person.

2. Describehe test results and the importance of the mammogram to the patient’s health (includ-
ing, if the results are positive, a description of the next steps), as well as the patient’s responsibility to
share with any new physician or supplier of the next mammogram, the date and place of the previous
mammogram.

3. Recordhe date of the procedure, name of the facility, and the name of the physician, if any, to
whom the patient wants a copy to be sent.

4. Indicate that the original images of films are being provided to the mammographic supplier,
for inclusion in the patient’s medical record.



Ch 41, p.84 Public Health[641] IAC 4/8/98

c. Mammography imaging medical physicigtll mammography imaging medical physicists
conducting surveys of mammography facilities and providing oversight of the facility quality assur-
ance program under the federal “Mammography Quality Standards Act of 1992” (MQSA) shall meet
the requirements for initial qualifications as well as the requirements for continuing qualifications.

(1) Initial qualifications. All mammography imaging medical physicists shall be state-approved
or be certified by the American Board of Radiology in Radiological Physics/Diagnostic Radiological
Physics, the American Board of Medical Physics in Diagnostic Imaging Physics, or the Canadian Col-
lege of Physicists in Medicine as a Fellow in Diagnostic Radiological Physics or any other body ap-
proved by FDA to certify medical physicists; and

1. Have amnaster’s or higher degree in a science from a college or university accredited by one of
the regional accreditation bodies of the Commission on Higher Education with not less than 30 semes-
ter hours or equivalent of college level physics or radiation science, have two years of experience in
conducting performance evaluations of mammography facilities and 20 hours of documented special-
ized training in conducting performance evaluations of mammography facilities. Complete surveys of
five mammography units shall be equal to one year of experience. Two or more years of training while
pursuing amaster’s or higher degree in medical physics may be accepted in lieu of one year of experi-
ence. After April 28, 1999, the experience shall be acquired under the direct supervision of a
mammography imaging medical physicist who meets the requirements in 4Z.613)and
41.6(3)c” (2).

2. Prior to October 27, 1997, have a bachelor’s degree in a physical science from a college or
university accredited by one of the regional accreditdtazties of the Commission on Higher Educa-
tion with not less than 15 semester hours or equivalent college level physics or radiation sciences and
five years of experience in conducting performance evaluations of mammography facilities. The indi-
vidual shall have surveyed at least five mammography units in each of the five years and have at least
40 hours of documented specialized training in conducting performance evaluations of mammography
facilities to comply with the requirements of MQSA.

(2) Continuing qualifications.

1. Continuing education. After the third anniversary of completion of the requirements of
41.6(3)c” (1), the individual shall have taught or completed at least 15 continuing education units in
mammographic imaging over the three previous years. This shall include training, if available, ap-
propriate teeach mammographic modality evaluated by the mammography imaging medical physicist
during the surveys or oversights of quality assurance programs for which the medical physicist is re-
sponsible.

2. Continuing experience. After the first anniversary of completion of the requirements of
41.6(3)c” (1), and each year thereafter, the individual shall have surveyed at least three mammogra-
phy units within the last 12 months. This requirement does not apply to an individual who is employed
full-time at a single facility as a diagnostic medical physicist.

(3) All facility survey reports must be signed by a mammography imaging medical physicist who
meets the qualification requirements of 41.6(3)1).

(4) A mammography imaging medical physicist who signs a facility survey report must have been
present in that facility during the survey.
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(5) Mammographymaging medical physicists who fail to maintain the required continuing quali-
fications stated in 41.6(3)" (2) shall reestablish their qualifications before independently surveying
another facility. To reestablish their qualifications, mammography imaging medical physicists who
fail to meet the continuing education requirement of 41°6{32) must obtain a sufficient number of
continuing education units to bring their total up to the required 15 in the previous three years. Mam-
mography imaging medical physicists who fail to meet the continuing experience requirement of
41.6(3)c” (1) must obtain experience by surveying one mammography unit for each year of not meet-
ing the continuing experience requirements under the supervision of a mammography imaging medi-
cal physicist who meets the qualifications stated in 41'@&(g)1) and 41.6(3¢” (2). After five years
of not meeting the continuing experience requirements, the mammography imaging medical physicis!
must requalify under 41.6(%) (1).

d. Equipment operatorsAny individual operating mammography equipment must be a physi-
cian as defined in 641—Chapter 38 or must be credentialed as a general radiographer as set forth
641—Chapter 42.

(1) Each general radiographer must meet one of the following:

1. Have successfully completed a formal training program in radiologic technology in a school
that meets the requirements of Appendix A (Standards for Accreditation of Educational Programs for
Radiographers) of 42 CFR Part 75; or

2. Have successfully completed a formal training program in radiologic technology that is ap-
proved by the Council on Allied Health Education and Accreditation; or

3. Have had at least five years’ experience in performing radiologic procedures and at least one
year’s experience in performing mammography before October 1, 1992.

(2) Each general radiographer must have completed successfully 40 hours of specialized training
approved by the agency, to include a minimum of one hour of hands-on mammographic positioning,
quality control, technique factor settings and other areas pertinent to mammography prior to the time
the individual begins performing mammography and an average of five hours of specialized training
every 12 months thereafter to be averaged over no more than a 36-month period.

Training programs shall be submitted to the agency for approval and shall include demonstrations
and practical evaluation by the instructor of the student’'s performance and documentation describing
training, date and length of training, and evaluation of student’s performance to be signed and dated b
the instructor, and the business address of the supplier of the training.

e. Personnel orientationThe supplier of mammography services must have an orientation pro-
gram for operators of mammography equipment based on a procedures manual that is available to &
staff members and that incorporates relevant documents and instructions concerning the following:

(1) Precautions to protect the operator of the equipment, the patient and individuals in the sur-
rounding area from unnecessary exposure to radiation.

(2) Determination of the area that will receive the primary beam (breast positioning).

(3) Pertinent information on compression, exposure levels, resolution, contrast, noise, examina-
tion identification, artifacts, and average glandular dose per view.

(4) Employee responsibilities concerning the proper use of personal radiation monitors.

(5) Proper use and maintenance of equipment, including a discussion of the image receptors ap
propriate for use with mammography and the kV-target-filter combination to be used with each image
receptor.

(6) Proper maintenance of records.

(7) Possible technical problems and solutions.

(8) Protection against electrical hazards.

(9) Hazards of excessive exposures to radiation.

(10) Quality control procedures and those individuals responsible for performing them.
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f.  Personnel recordsRecords must be maintained to indicate that each employee is qualified for
a specific position by means of appropriate state or other certification, license, training, and experi-
ence.

41.6(4) Obtaining and preserving records.

a. The supplier of the current mammography examination must make all reasonable efforts to
obtainthe patient’s recent mammography records, including original images or films, copies of written
reports prepared by interpretipgysicians, and other relevant information pertinent to previous mam-
mograms that might be available from others, for comparison with the current mammography records.

b. The supplier must make, for each patient, a record of the mammography services it provides,
including:

(1) The date the mammography procedure was performed and the date of the interpretation.

(2) The name of the patient.

(3) The name of the operator of the equipment and the interpreting physician.

(4) A description of the procedures performed.

(5) The name of the referring physician (if any) or other physician (if any) identified by the patient
to receive the interpreting physician’s written report.

(6) The date the interpreting physician’s written report was sent to the appropriate physician or
patient.

c. Preservation of records.

(1) The supplier must provide satisfactory assurances (as documented in its medical records) that
the images or films of the first and subsequent mammography procedures and the related written re-
ports ofthe interpreting physician for each patient are either placed in the patient's medical record kept
by the supplier or sent for placement in the patient’s medical record as directed by the patient’s physi-
cian or the patient.

(2) Recordsetained by the supplier must be retained for at least 60 calendar months following the
date of service or not less than ten years, if no additional mammograms of the patient are performed.

(3) |If the supplier should cease to exist before the end of the 60-month period, the records must be
transferred to the patient or patient's physician.

41.6(5) Quality assurance program.

a. The supplier shall ensure that the facility has an equipment quality assurance program specific
to mammography and covering all components of the system, to ensure consistently high-quality im-
ages with minimum patient exposure.

b. The supplier shall ensure that a general review of the program is conducted at least annually
and have available the services of a qualified radiation physicist who is capable of establishing and
conducting the program.

c. Under the direction of the physician consultant, the radiation physicist shall have responsibil-
ity for establishing and conducting the equipment quality assurance program. The program shall in-
clude:

(1) Conducting or training others to conduct equipment performance monitoring functions.

(2) Analyzing the monitoring results to determine if there are any problems requiring correction.

(3) Ensuring that the facility has procedures in place for carrying out or arranging for the neces-
sary corrective actions as well as for the calibrations and other preventive maintenance.
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d. Calibration of equipment. All variable parameters of the equipment shall be calibrated:

(1) When the equipment is first installed.

(2) After any major changes or replacement of parts.

(3) Atleast annually during use based on recommendations of the mammography imaging medi-
cal physicist.

(4) When quality assurance tests indicate that calibration is needed.

e. Performance monitoring. The supplier shall routinely ensure that the performance of the
mammography system is monitored. The parameters to be monitored shall include but not be limitec
to:

(1) Processor performance (through daily sensitometric-densitometric means).

(2) Half-value layer.

(3) Output reproducibility and linearity.

(4) Automatic exposure control reproducibility and linearity.

(5) Adequacy ofilm storage (both before use and after exposure if processing does not occur im-
mediately).

(6) Availability and use of technique charts that shall include an indication of the kV-target-filter
combination to be used with each image receptor.

(7) Darkroom integrity, to be performed at least semiannually or when conditions have changed,
shall include an inspection for light leaks, a fog test, and a safe light test.

(8) Image quality. The minimum image quality achieved at a mammographic facility shall be the
ability to observe the image of four 0.75-mm fibriles, three 0.32-mm specks, and three 0.75-mm
masses from an ACR-approved phantom (or equivalent) on the standard mammographic film used a
the facility. No mammograms shall be performed if this minimum is not met.

f.  Frequency of monitoring.

(1) Processor performance shall be accomplished daily before processing patient films.

(2) Image quality shall be monitored at least monthly with a phantom and every time the unit is
altered including the replacement of parts.

(3) All other parameters shall be proportional to the expected variability of each parameter, but at
least annually.

g. Evaluation of monitoring results.

(1) Standards dmage quality giving acceptable ranges of values for each of the parameters tested
shall be established to aid in the evaluation. The standards of image quality related to dose shall includ
a requirement that the mean glandular dose for one craniocaudal view of a 4.5 cm compressed brea
(50 percent adipose/50 percent glandular) or equivalent phantom shall not exceed 100 mrad (millirad
for film/screen units with no grids, or 300 mrad for film/screen units with grids.

(2) The monitoring results shall be compared routinely to the standards of image quality in Appen-
dix I. If the results fall outside the acceptable range, the test shall be repeated. If the results continue t
be unacceptable, the source of the problem shall be identified and corrected before further examina
tions are conducted.

h. Retake analysis program.

(1) A program shall be established as a further aid in detecting and correcting problems affecting
image quality or exposure.

(2) All retakes shall be logged including date, technologist’'s name and reason for retake. A retake
analysis shall be performed every 250 patients or quarterly, whichever comes first.

i.  Medical outcomes audit. Each facility shall establish a system for reviewing outcome data
from all mammography performed, including follow-up on the disposition of positive mammograms
and correlation of surgical biopsy results with mammogram reports.

j-  Responsibility for each requirement for monitoring shall be assigned to qualified personnel
and documented in the supplier’s records.
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41.6(6) Equipment standardsThe equipment used to perform mammaography shall meet the fol-
lowing standards:

a. Be specifically designed for mammography.

b. Meet the Food and Drug Administration (FDA) performance standards for diagnostic X-ray
systems and their major components found in 21 CFR 1020.30 and FDA standards for radiographic
equipment in 21 CFR 1020.31.

c. Have image receptor systems and individual components which are appropriate for mammog-
raphy and used according to the manufacturer’s recommendations.

d. Have beam limitation which limits the useful beam so that the X-ray field at the plane of the
image receptor does not extend beyond any edge of the image receptor at any designated source to
image receptor distance (SID). However, the X-ray field may extend beyond the edge of the image
receptowhich is adjacent to the chest wall provided it does not extend beyond this edge by more than 2
percent of the SID.

e. Check film/screen contact when cassettes are first placed into use and semiannually thereafter.

f.  Have limits to provide kV-target-filter combinations appropriate for the image receptors
which have met the requirements of 41.6¢6)

g. The focal spot size, magnification factor and source to image receptor distance (SID) are ap-
propriate for mammography and in the ranges shown below:

SID Nominal Focal Spot Size
>65 cm <or=to 0.6 mm
50 to 65 cm <or=to 0.5 mm
<or=to50cm <or=t00.4 mm

h. Devicesparallel to the imaging plane shall be available to immobilize and compress the breast
with a force of at least 25 pounds per square inch and shall be capable of maintaining this compression
for at least three seconds.

i.  Shall have the capability for using antiscatter grids.

j-  Shall have the capability of automatic exposure control.

k. Shall have a control panel that:

(1) Gives a positive indication when X-rays are being produced.

(2) Gives an audible signal indicating termination of exposure.

(3) Includes labeled control settings or appropriate indications that show the physical factors used
for exposure such as kilovoltage potential (kVp), milliampere seconds (mAs), exposure time, and
whether exposure termination is automatic.

I.  Shallindicate, or provide a means of determining, the mAs resulting from each exposure made
with automatic exposure control.

m. The viewbox shall be checked periodically to ensure optimal conditions. When the mammo-
gram is placed on the viewbox, the area surrounding the film must be masked to exclude extraneous
light which may reduce image contrast.

n. Mobile units and vans.

(1) A phantom image shall be made and processed after each relocation.

(2) If processing is not available, a check of the radiation output shall be made.

(3) Equipment shall be recalibrated as necessary to maintain quality of phantom image.
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41.6(7) Safety standards for mammography equipment.

a. Proper safety precautions shall be maintaareishall include, but not be limited to, adequate
shielding for patients, personnel, and facilities. The equipment shall be operated only from a shieldec
position.

b. Equipment operators shall wear personnel monitors to measure their radiation exposure.

c. Annual inspections shall be conducted by an inspector from the agency to ensure compliance
with these rules. Identified hazards shall be promptly corrected.

d. Equipment shall be shockproof and grounded to protect against electrical hazards.

e. Records of all inspections, reports, and consultations shall be maintained for at least seven
years.

RULE 41.6(136C)—APPENDIX |
Normally, the frequency of monitoring for each of the following should be no longer than the values
given onthe following table. The standards of image quality are also given on the table. The surveyor
is expected to measure phantom image quality and calculate dose from a measured exposure to confir
that the guidelines meet the desired standards of image quality. The surveyor will determine if the othe
standards are met by checking the supplier’s monitoring records.

ITEMS FREQUENCY STDS OF IMAGE QUALITY

Processor Daily Mid-density step and density difference (contrast}-
0.1 OD of the optimized operating level and base + fog
deviation< 0.03 OD

HVL Annually Meas. HVL with compression device in field
(kVp/100) mm Al and< (kVp/100 + 0.1 mm Al)
Output *Quarterly Coefficient of variatiorc 0.05 with 4 exposures at the
reproducibility same technique
Output linearity *Quarterly MR/mAs values at any two consecutive tube current
settings should not vary more than 0.1 times their sum.
Automatic exposure  Annually The phantom used for measurements related to this and
control the two following automatic control parameters should
reproducibility be either acrylic or BR-12 and consist of at least three

2-cm-thick slabs to provide thicknesses of 2cm, 4cm,
and 6cm (each having linear dimensions of at least 8
10 cm). When a fixed kVp is used to produce four
images of the 4-cm-thick phantom, the maximum
value for the coefficient of variation for exposure at the
center of the image should ke0.05.

kVp response of Annually Film density maintained te- 0.3 OD of the average

automatic exposure optical density at the center of an exposure control
phantom image over the range of kVp used in the
facility. To obtain the average, at least four phantom
images should be made, one each with the highest and
lowest kVps commonly used in the facility and the
other two at intermediate values.

Thickness response  Annually Film density maintained tg 0.3 OD of the average
of automatic optical density at the center of a phantom image at
exposure control each kVp commonly used in the facility. To obtain the

average, images with phantom thickness of at least 2
cm, 4 cm, and 6 cm should be used.
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ITEMS FREQUENCY STDS OF IMAGE QUALITY

Adequacy of Quarterly Increase in base + fog density over storage time
unexposed film maintained to<0.02 OD

storage

Availability and use  Monthly Ensure that charts are available and used

of technique charts

kVpl/target/filter Daily Must be unchanged from that indicated on the
combination technique charts

Darkroom integrity Clean Daily Minimum dust particles on film. Fog not greater than
Fog measured 0.05 OD with 2-minute test
when bulbs or
filter changed

and
semiannually
Phantom image At least Phantom image scores not less than required ACR
quality monthly MAP (currently specified only using RMI phantoms)
and that should not decrease more than one in any
category between consecutive tests. Also, they should
not have decreased by more than one in any category
from the initial baseline phantom image.
Dose Annually See Appendix I

*If the supplier can document that the item has remained within limits for at least three consecutive
monitoring periods, it may use a longer monitoring interval for any parameters except processor per-
formance and phantom image quality. The period should not be longer than one year in any case. If
during the longer monitoring interval the test results fall outside the “Standards of Image Quality” cri-
teria,then the test frequency must revert to the original intervals for at least three consecutive quarters.
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Glandular Dose (in mrad) for 1 Roentgen Entrance Exposure
4.5-cm Breast Thickness—50% Adipose/50% Glandular Breast Tissue*
Mo/Mo Target Filter X-Ray Voltage (kVp) WI/AI
Target Filter
Combination
HVL 23 24 25 26 27 28 29 30 31 32 B3
0.23 109
0.24 113 116
0.25 117 120 122
0.26 121 124 126 128
0.27 126 128 130 132 134
0.28 130 132 134 136 138 139
0.29 135 137 139 141 142 143 144
0.30 139 141 143 145 146 147 148 149 170
0.31 144 146 147 149 150 151 152 153 154 175
0.32 148 150 151 153 154 155 156 158 159 160 |160 180
0.33 153 154 155 157 158 159 160 162 163 164 |164 185
0.34 157 159 160 161 162 163 164 166 167 168 |168 190
0.35 163 164 166 167 168 169 170 171 172 (72 194
0.36 168 170 171 172 173 174 175 176 176 199
0.37 174 175 176 177 178 178 179 180 204
0.38 179 180 181 182 182 183 184 208
0.39 184 185 186 186 187 188 213
0.40 189 190 191 192 192 217
0.41 194 195 196 196 221
0.42 200 20 225
0.43 204 230
0.44 234
0.45 238

To convert from entrance exposure in air in Roentgen to mean glandular breast dose in millirads, multi-
ply the entrance exposure by the factor shown in the table for the appropriate kVp and beam quality
(HVL) combination. For example, a measured entrance exposure of 0.50 Roentgen from a Mo/Mo
Target Filter system at 30 kVp with a measured HVL of 0.36-mm aluminum yields an average glandu-

lar dose of (0.50 R¥ (174 mrad/R) = 87 mrad or 0.87 mGy.

*Wu X. Breast dosimetry in screen-film mammography. In: Barnes GT, Frey GD (eds), Screen film
mammography:lmaging considerations and medical physics responsibilities. Madison, WI: Medical
PhysicsPublishing; 159-175, 1991. W/AI conversion factors are derived from fits to data from Stanton

L et al. Dosage evaluation in mammography. Radiology 1984; 150:577-584.
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641—41.7(136C) X-ray machines used for mammographically guided breast biopsy.

41.7(1) Definitions. In addition to the definitions provided in rule 41.1(136C), the following defi-
nitions are applicable to this rule.

“Collaborative setting” means a setting in which a qualified radiologist and surgeon (under
41.7(3Ya” or41.7(3)c” ) are working together in consultation and in performing mammographically
guided breast biopsies with a common goal of the patient’s benefit.

“Mammographically guided breast biopsyiieans a breast biopsy procedure performed with the
utilization of a dedicated system which emits ionizing radiation and is designed specifically for that
procedure.

“Supervising physician'means the physician designated by the facility/owner to:

1. Evaluate the equipment, personnel, procedures, and records annually; and

2. Establish and conduct the quality assurance program.

41.7(2) Registration and application standards and requirements.

a. Each radiation machine used to perform mammographically guided breast biopsies shall be
registered according to 641—subrule 39.3(2).

b. Each facility wishing to perform mammaographically guided breast biopsies shall apply to the
agency for authorization by providing or verifying the following information for each machine:

(1) The mammographically guided breast biopsy equipment and facility meet the general require-
ments of these rules for radiation machines.

(2) The radiation machine is specifically designed to perform mammographically guided breast
biopsies.

(3) The radiation machine is used according to these rules on patient radiation exposure and radi-
ation dose levels.

(4) The radiation machine is operated by individuals meeting the requirements of this rule.

(5) The entire mammographically guided breast biopsy system is evaluated annually by a radi-
ation physicist who meets the requirements of this rule.

(6) The equipment, personnel, procedures and records are evaluated annually by the supervising
physician.

c. Withdrawal or denial of authorization.

(1) Authorization may be withdrawn with cause if any machine does not meet one or more of the
standards of these rules.

(2) The facility shall have an opportunity for a hearing in connection with a denial or withdrawal
of authorization.

(3) An emergency order withdrawing authorization may be issued if the agency finds the radiation
machine or facility violates rules that seriously affect the health, safety and welfare of the public. An
opportunityfor hearing shall be held within five working days after the issuance of the order. The order
shall be effective during the proceedings.

(4) If authorization is withdrawn, the radiation machine shall not be used until reinstated.

d. Reinstatement of authorization.

(1) An application for reinstatement shall be submitted and processed the same as an initial ap-
plication.

(2) The agency shall inspect the radiation machine within 60 days of the approved reinstatement
application.

(3) A certificate of reinstatement shall be issued only after the agency has inspected the radiation
machine and facility and determined that they meet the requirements of these rules.

e. Inspections.The agency shall conduct an inspection of each radiation machine no later than 60
days after initial authorization and at least annually thereafter.
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41.7(3) Physicians. Physicians must be qualified according to the setting and their role in per-
forming mammographically guided breast biopsies as outlined below.

. Requirements for a radiologist in a collaborative setting are as follows:

(1) Initial training and qualifications.

Must be qualified according to 41.6(3)

2. Shall have performed at least 12 mammographically guided breast biopsies prior to July 1,
1998, or at least 3 hands-on image-guided breast biopsies under a physician who is qualified unde
41.6(3yb” and has performed at least 24 mammographically guided breast biopsies.

3. Shall have at least three hours of Category 1 CME in image-guided breast biopsy.

4. Shall be responsible for mammographic interpretation, be experienced as noted in “2" above
and be experienced in recommendations for biopsy and lesion identification at time of biopsy.

5. Shall be responsible for oversight of all quality control and quality assurance activities.

6. Shall be responsible for the supervision of the radiologic technologist and the medical physi-
cist.

(2) Maintenance of proficiency and CME requirements.

1. Perform at least 12 mammaographically guided breast biopsies per year or requalify as speci-
fied above in 41.7(3%” (1).

2. Obtain ateast three hours of Category 1 CME in mammographically guided breast biopsy ev-
ery three years.

b. Requirement$or a physician other than a qualified radiologist in a collaborative setting are as
follows:

(1) Initial training and qualifications.

1. Musthave at least three hours of Category 1 CME in mammographically guided breast biopsy
which includes instruction on triangulation for lesion location.

2. Must have performed at least 12 mammographically guided breast biopsies prior to the effec-
tive date of these rules, or at least 3 hands-on mammographically guided breast biopsy procedures ul
der a physician who is both qualified to interpret mammography according to 4{f'.648)d has per-
formed at least 24 mammographically guided breast biopsies.

3. Shall be responsible for postbiopsy management of the patient.

(2) Maintenance of proficiency and CME requirements.

1. Perform or participate in at least 12 mammographically guided breast biopsies per year or re-
qualify by performing 3 supervised procedures.

2. Obtain ateast three hours of Category 1 CME in mammographically guided breast biopsy ev-
ery three years.

c. Requirements for a radiologist performing mammographically guided breast biopsy indepen-
dently are as follows:

(1) Initial training and requirements.

1. Must be qualified according to 41.6(3)

2. Initially, must have at least three hours of Category 1 CME in mammographically guided
breast biopsy.

3. Initially, must obtain at least 15 hours of CME in breast imaging including benign and malig-
nant breast diseases.

4, Must have performed at least 12 mammographically guided breast biopsies prior to July 1,
1998, or at least 3 hands-on mammographically guided breast biopsy procedures under a physicia
who is both qualified according to 41.6{8) and has performed at least 24 mammographically
guided breast biopsies.
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5. Must be responsible for mammographic interpretation.

6. Must be responsible for patient selection.

7. Must be responsible for quality assurance activities including medical audit (tracking of num-
ber of biopsies done, cancers found, benign lesions, biopsies needing repeat, and complications).
8. Must be responsible for the oversight of all quality control.

9. Must be responsible for the supervision of the radiologic technologist and the medical physi-
cist.

10. Must be responsible for posthiopsy management of the patient which may include referral to a
surgeon for a follow-up on certain lesions.

(2) Maintenance of proficiency and CME requirements.

1. Perform at least 12 mammographically guided breast biopsies per year or requalify by per-
forming 3 supervised procedures.

2. Obtain ateast three hours of Category 1 CME in mammographically guided breast biopsy ev-
ery three years which includes postbiopsy management of the patient.

d. Requirementsor a physician other than a qualified radiologist (under 41'@(3)performing
mammographically guided breast biopsy independently are as follows:

(1) Initial training and requirements.

1. Must have evaluated at least 480 mammograms per year in the prior two years in consultation
with a physician who is qualified according to 41.643)

2. Initially, must have at least 15 hours of Category 1 CME in mammographically guided breast
imaging and biopsy or three years’ experience having performed at least 36 image-guidéibpreast
sies.

3. Must have four hours of Category 1 CME in medical radiation physics.

4. Must have performed at least 12 mammographically guided breast biopsies prior to the effec-
tive date of these rules, or at least 3 hands-on mammographically guided breast biopsy procedures un-
der a physician who is both qualified according to 41*6(3)and has performed at least 24 image-
guided breast biopsies.

5. Must be responsible for patient selection.

6. Must be responsible for quality assurance activities including medical audit (tracking of num-
ber of biopsies, cancers found, benign lesions, biopsies needing repeat and complications).

7. Must be responsible for oversight of all quality control.

8. Must be responsible for the supervision of the radiologic technologist and the medical physi-
cist.

9. Must be responsible for postbiopsy management of the patient.

(2) Maintenance of proficiency and CME requirements.

1. Continue to evaluate at least 480 mammograms per year in consultation with a physician who
is qualified according to 41.6(3).”

2. Perform at least 12 mammographically guided breast biopsies per year or requalify by per-
forming 3 supervised procedures.

3. Obtain ateast three hours of Category 1 CME in mammographically guided breast biopsy ev-
ery three years.
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41.7(4) Medical physicist.

a. Must be qualified according to 41.6(8)

b. Must meet the following initial requirements:

(1) Prior toJduly 1, 1998, have performed three hands-on mammographically guided breast biopsy
physics surveys; or one hands-on mammographically guided breast biopsy physics survey under th
guidance of a medical physicist qualified through 41:a(4)and 41.7(4p.”

(2) On or after July 1, 1998, have one hands-on image-guided breast biopsy physics survey unde
the guidance of a medical physicist qualified to perform mammographically guided breast biopsy
physics surveys. Have at least one mammographically guided breast biopsy physics survey per yez:
after the initial qualifications are met; and three hours of continuing education in mammographically
guided breast biopsy physics every three years after the initial qualifications are met.

41.7(5) Radiologic technologist.

a. Must be qualified according to 41.6(8)’

b. Must meet the following initial requirements:

(1) Five hands-on procedures on patients under the supervision of a qualified physician or
technologist.

(2) Three hours of continuing education in mammographically guided breast biopsy.

c. Thereafter, an average of at least 12 mammaographically guided breast biopsies per year afte
initial qualifications are met.

d. Threehours of continuing education in mammographically guided breast biopsy every 3 years
after initial qualifications are met.

41.7(6) Obtaining and preserving records.

a. The facility must make, for each procedure, a record of the service provided including:

(1) The date of the procedure.

(2) The name of the patient.

(3) The name of the radiologic technologists and physicians performing the procedure.

(4) A description of the service provided.

(5) The name of the referring physician, if any.

Records retained by the medical facility must be retained for at least ten years.

41 7(7) Quality assurance program.

a. The facility shall have an equipment quality assurance program specific to image-guided
breast biopsy systems and covering all components of the system to ensure high-quality images witl
minimum patient exposure.

b. The facility shall ensure that a general review of the program is conducted at least annually and
have available the services of a qualified radiation physicist who is capable of establishing and con-
ducting the program.

c. Under the direction of the supervising physician, the radiation physicist shall have the respon-
sibility for establishing and conducting the equipment quality assurance program. The program shall
include:

(1) Conducting equipment performance monitoring functions, at least annually, to include:
Evaluation of biopsy unit assembly.

Evaluation of focal spot.

kVp accuracy/reproducibility.
Half-value layer measurement.
Exposure reproducibility.

arwNE
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6. Breast entrance exposure, average glandular dose.

7. Image quality evaluation.

8. Artifact evaluation.

9. Digital field uniformity.

10. Localization simulation (gelatin phantom) test.

11. Evaluation of the facility’s technologist quality control program.

(2) Analyzing the monitoring results to determine if there are any problems requiring correction.

(3) Ensuring that the facility has procedures in place for carrying out or arranging for the neces-
sary corrective actions as well as for the calibrations and other preventative maintenance.

d. The supervising physician shall have the responsibility for establishing and conducting the
quality control program in a facility with a fixed unit. In the case of a mobile stereotactic unit, the own-
er or designee shall assume the responsibility for establishing and conducting the quality assurance
program. The program shall include:

(1) Localization accuracy (daily before use and before using the localization unit after it is ad-
justed).

(2) Visual checklist (weekly).

(3) Phantom image (weekly).

(4) Compression (semiannually).

(5) Processor sensitometry (daily before use with systems utilizing film).

e. Each facility shall establish a medical audit program to ensure the accuracy and appropriate-
ness of the procedures performed. This program shall include an imaging-pathology correlation for
each biopsy performed, an ongoing analysis of biopsy results and periodic review of the utilization of
the procedure.

41.7(8) Equipment standards.

a. Be specifically designed for mammographically guided breast biopsy.

b. Meet the Food and Drug Administration (FDA) standards found in 21 CFR.

41.7(9) Safety standards.

a. Proper safety precautions shall be maintaaaishall include, but not be limited to, adequate
shielding for patients, personnel and facilities. The equipment shall be operated only from a shielded
position.

b. Equipment operators shall wear personnel monitors to monitor their radiation exposure.

c. Annual inspections shall be conducted by an inspector from the agency to ensure compliance
with these rules. Identified hazards shall be promptly corrected.

d. Equipment shall be shockproof and grounded to protect against electrical hazards.

e. Records of all inspections, reports and consultations shall be maintained for at least seven
years.

This rule is intended to implement lowa Code chapter 136C.
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CHAPTER 41—APPENDIX A

INFORMATION ON RADIATION SHIELDING
REQUIRED FOR PLAN REVIEWS (EXCLUDING THERAPY MACHINES)

In order for the agency to provide an evaluation, technical advice, and official approval on shielding
requirements for a radiation installation, the following information shall be submitted.

1. The plans should show, as a minimum, the following:

(&) The normal location of the X-ray system’s radiation port; the port's travel and traverse limits;
general direction(s) of the useful beam; locations of any windows and doors; the location of the opera:
tor’'s booth; and the location of the X-ray control panel.

(b) The structural composition and thickness or lead equivalent of all walls, doors, partitions,
floor, and ceiling of the room(s) concerned.

(c) The dimensions of the room(s) concerned.

(d) The type of occupancy of all adjacent areas inclusive of space above and below the room(s)
concerned. If there is an exterior wall, show distance to the closest area(s) where it is likely that indi-
viduals may be present.

(e) The make and model of the X-ray equipment, the energy waveform (single phase, three phase
etc.) and the maximum technique factors.

(f) The type of examination(s) or treatment(s) which will be performed with the equipment.

2. Information on the anticipated workload of the X-ray system(s) in mA-minutes per week.

3. Ifthe services of a qualified expert have been utilized to determine the shielding requirements,
a report, including all basic assumptions used, shall be submitted with the plans.
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CHAPTER 41—APPENDIX B

DESIGN REQUIREMENTS FOR AN
OPERATOR'’'S BOOTH

1. Space requirements

(@) The operator shall be allotted not less than 7.5 square feet (0.697 m) of unobstructed floor
space in the booth.

(b) The operator’s booth may be any geometric configuration with no dimension of less than 2 feet
(0.61 m).

(c) The space shall be allotted excluding any encumbrance by the X-ray control panel, such as
overhang, cables, or other similar encroachments.

(d) The booth shall be located or constructed such that unattenuated direct scatter radiation origi-
nating onthe examination table or at the wall cassette will not reach the operator’s station in the booth.

2. Structural requirements

(@) The booth walls shall be permanently fixed barriers of at least 7 feet (2.13 m) high.

(b) When adoor or movable panel is used as an integral part of the booth structure, it must have an
interlock which will prevent an exposure when the door or panel is not closed.

(c) Shielding shall be provided to meet the requirements of 641—Chapter 40.

3. X-ray control placement

The X-ray control for the system shall be fixed within the booth; and

(a) Shall be aleast 40 inches (1.02 m) from any point subject to direct scatter, leakage or primary
beam radiation.

(b) Shall allow the operator to use the majority of the available viewing windows.

4. Viewing system requirements

(@) Each booth shall have at least one viewing device which will:

(1) Be so placed that the operator can view the patient during any exposure, and

(2) The device shall be so placed that the operator can have full view of any occupant of the room
and should be so placed that the operator can view any entry into the room. If any door which allows
access tthe room cannot be seen from the booth, then outside that door there shall be an “X-ray” warn-
ing sign that will be lighted anytime the rotor of the X-ray tube is activated. Alternatively, that door
must have an interlock controlling the exposure which will prevent the exposure if the door is not
closed.

(b) When the viewing system is a window, the following requirements also apply:

(1) The viewing area shall be at least 1 square foot (0.0929 m

(2) Regardless of size or shape, at least 008 15q ft) of window area must be centered no less
than 0.6 m (2 feet) from the open edge of the booth and no less than 1.5 m (5.0 feet) from the floor.

(3) The material constituting the window shall have the same lead equivalence as that required in
the booth’s wall in which it is mounted.

(c) When the viewing system is by mirrors, the mirror(s) shall be so located as to accomplish the
general requirements of Appendix B, 4(a).

(d) When the viewing system is by electronic means:

(1) The camera shall be so located as to accomplish the general requirements of Appendix B, 4(a),
and

(2) There shall be an alternate viewing system as a backup for the primary system.
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CHAPTER 41—APPENDIX C

INFORMATION TO BE SUBMITTED BY PERSONS
PROPOSING TO CONDUCT HEALING
ARTS SCREENING

Persons requesting that the agency approve a healing arts screening program shall submit the fo
lowing information and evaluation:

1. Name and address of the applicant and, where applicable, the names and addresses of agel
within this state.

2. Diseases or conditions for which the X-ray examinations are to be used in diagnoses.

3. A detailed description of the X-ray examinations proposed in the screening program.

4. Description ofhe population to be examined in the screening program, i.e., age, sex, physical
condition, and other appropriate information.

5. An evaluation of any known alternate methods not involving ionizing radiation which could
achieve the goals of the screening program and why these methods are not used instead of the X-r:
examinations.

6. An evaluation by a qualified expert of the X-ray system(s) to be used in the screening program.
The evaluation by the qualified expert shall show that such system(s) does satisfy all requirements o
these regulations. The evaluation shall include a measurement of patient exposures from the X-ra)
examinations to be performed.

7. A description of the diagnostic film quality control program.

8. A copy of the technique chart for the X-ray examination procedures to be used.

9. The qualifications of each individual who will be operating the X-ray system(s).

10. The qualifications of the individual who will be supervising the operators of the X-ray sys-
tem(s). The extent of supervision and the method of work performance evaluation shall be specified

11. The name and address of the individual who will interpret the radiograph(s).

12. A description of the procedures to be used in advising the individuals screened and their pri-
vate practitioners of the healing arts of the results of the screening procedure and any further medice
needs indicated.

13. A description of the procedures for the retention or disposition of the radiographs and other
records pertaining to the X-ray examinations.

14. An indication of the frequency of screening and the duration of the entire screening program.
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APPENDIX D
QA for Therapeutic Radiation Machines
Frequency Procedure Tolerancé
Daily Dosimetry
X-ray output constancy 3%
Electron output constaniy 3%
Mechanical
Localizing lasers 2mm
Distance indicator (ODI) 2mm
Safety
Door interlocks functional
Audiovisual monitors functional
Monthly Dosimetry
X-ray output constanéy 2%
Electron output constanty 2%
Backup monitor constancy 2%
X-ray central axis dosimetry parameter (PDD, TAR) constancy 2%
Electron central axis dosimetry parameter constancy (PDD) 2mm @ therapeutic
depth
X-ray beam flatness constancy 2%
Electron beam flatness constancy 3%
X-ray and electron symmetry 3%
Safety Interlocks
Wedge, electron cone interlocks functional
Mechanical
Light/radiation field coincidence 2mm or 1% on a Side
Gantry/collimator angle indicators 1 degree
Wedge position 2mm (or 2% change in
transmission factor)
Tray position 2mm
Applicator position 2mm
Field size indicators 2mm
Cross-hair centering 2mm diameter
Treatment couch position indicators 2mm/ldeg
Latching of wedges, blocking tray functional
Jaw symmetry 2mm
Field Light intensity functional

aThe tolerances listed in the tables should be interpreted to mean that if a parameter either: (1) exceeds the tab{@ajedhalmeasured isocenter
under the gantry exceeds 2 mm diameter); or (2) that the change in the parameter exceeds the nominal value (e.g.,ahgesujyutncite than 2%),
then araction is required. The distinction is emphasized by the use of the term constancy for the latter case. Moreovercfompevostarvalues the
deviation of the parameter with respect to its nominal value; distances are referenced to the isocenter or nominal SSD.

b Al electron energies need not be checked daily, but all electron energies are to be checked at least twice weekly.

€ A constancy check with a field instrument using temperature pressure corrections.

d Whichever is greater. Should also be checked after change of light field source.

€ Jaw symmetry is defined as the difference in distance of each jaw from the isocenter.
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Frequency Procedure Tolerancé
Annual Dosimetry
X-ray/electron output calibration constancy 2%
Field size dependence of X-ray output constancy 2%
Output factor constancy for electron applicators 2%
Central axis parameter constancy (PDD, TAR) 2%
Off-axis factor constancy 2%
Transmission factor constancy for all treatment accessories 2%
Wedge transmission factor constahcy 2%
Monitor chamber linearity 1%
X-ray output constancy vs. gantry angle 2%
Electron output constancy vs. gantry angle 2%
Off-axis factor constancy vs. gantry angle 2%
Arc mode Mfrs. specs.
Safety Interlocks
Follow manufacturer’s test procedures functional
Mechanical
Collimator rotation isocenter 2mm diameter
Gantry rotation isocenter 2mm diameter
Couch rotation isocenter 2mm diameter
Coincidence of collimetry, gantry, couch axes with isocenter 2mm diameter
Coincidence of radiation and mechanical isocenter 2mm diameter

2The tolerances listed in the tables should be interpreted to mean that if a parameter either: (1) exceeds the tab{dajedhaimeasured isocenter
under the gantry exceeds 2 mm diameter); or (2) that the change in the parameter exceeds the nominal value (e.g.,@hgesutyuincite than 2%),
then araction is required. The distinction is emphasized by the use of the term constancy for the latter case. Moreovercfomesnstervalues the
deviation of the parameter with respect to its nominal value; distances are referenced to the isocenter or nominal SSD.

f Most wedges’ transmission factors are field size and depth dependent.
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APPENDIX E
INFORMATION ON RADIATION SHIELDING REQUIRED
FOR PLAN REVIEWS FOR THERAPY MACHINES
I. All therapeutic radiation machines.

A. Basic facility information including: name, telephone number and agency registration number
of the individual responsible for preparation of the shielding plan; name and telephone number of the
facility supervisor; and the street address (including room number if applicable) of the external beam
radiation therapy facility. The plan should also indicate whether this is a new structure or a modifica-
tion to existing structure(s).

B. All wall, floor, and ceiling areas struck by the useful beam shall have primary barriers.

C. Secondary barriers shall be provided in all wall, floor, and ceiling areas not having primary
barriers.

Il. Therapeutic machines up to 150 kV (photons only).

In addition to the requirements listed in Section | above, therapeutic radiation machine facilities
which produce only photons with a maximum energytless or equal to 150 kV shall submit shield-
ing plans which contain, as a minimum, the following additional information:

A. Equipment specifications, including the manufacturer and model nhumber of the therapeutic
radiation machine, as well as the maximum technique factors.

B. Maximum design workload for the facility including total weekly radiation output (expressed
in gray (rad) or air kerma at one meter), total beam-on time per day or week, the average treatment time
per patient, along with the anticipated number of patients to be treated per day or week.

C. Afacility blueprint/drawing indicating: scale (0.25 inch = 1 foot is typical); direction of north;
normal location of the therapeutic radiation machine’s radiation port(s); the port's travel and traverse
limits; general direction(s) of the useful beam; locations of any windows and doors; and the location of
the therapeutic radiation machine control panel. If the control panel is located inside the external beam
radiation therapy treatment room, the location of the operator’s booth shateldeon the plan and the
operator’s station at the control panel shall be behind a protective barrier sufficient to ensure com-
pliance with 641—40.15(136C).

D. The structural composition and thickness or lead/concrete equivalent of all walls, doors, parti-
tions, floor, and ceiling of the room(s) concerned.

E. The type of occupancy of all adjacent areas inclusive of space above and below the room(s)
concerned. If there is an exterior wall, show distance to the closest area(s) where it is likely that indi-
viduals may be present.

F. Atleast one example calculation which shows the methodology used to determine the amount
of shielding required for each physical condition (i.e., primary and secondary leakage barriers, re-
stricted and unrestricted areas, entry door(s)) and shielding material in the facility.

(1) If commercial software is used to generate shielding requirements, identify the software used
and the version/revision date.
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(2) If the software used to generate shielding requirements is not in the open literature, submit
quality control sample calculations to verify the result obtained with the software.
lll. Therapeutic radiation machines over 150 kV.

In addition to the requirements listed in Section | above, therapeutic radiation machine facilities
which produce photons or electrons with a maximum energy in excess of 150 kV or electrons shall
submit shielding plans which contain, as a minimum, the following additional information:

A. Equipment specifications including the manufacturer and model number of the therapeutic
radiation machine, and gray (rad) at the isocenter and the energy(s) and type(s) of radiation produce
(i.e., photon, electron). The target to isocenter distance shall be specified.

B. Maximum design workload for the facility including total weekly radiation output (expressed
in gray (rad) at one meter), total beam-on time per day or week, the average treatment time per patien
along with the anticipated number of patients to be treated per day or week.

C. Facility blueprint/drawing (including both floor plan and elevation views) indicating relative
orientation of the therapeutic radiatiorachine, scale (0.25 inch = 1 foot is typical), type(s), thickness
and minimum density of shielding material(s), direction of north, the locations and size of all penetra-
tionsthrough each shielding barrier (ceiling, walls and floor), as well as details of the door(s) and maze.

D. The structural composition and thickness or concrete equivalent of all walls, doors, partitions,
floor, and ceiling of the room(s) concerned.

E. The type of occupancy of all adjacent areas inclusive of space above and below the room(s]
concerned. If there is an exterior wall, show distance to the closest area(s) where it is likely that indi-
viduals may be present.

F. Description ofll assumptions that were in shielding calculations including, but not limited to,
design energy (i.e., room may be designed for 6 MV unit although only a 4 MV unit is currently pro-
posed), workload, presence of integral beam-stopitnoccupancy and use(s) of adjacent areas, frac-
tion of time that useful beam will intercept each permanent barrier (walls, floor and ceiling) and “al-
lowed” radiation exposure in both restricted and unrestricted areas.

G. At least one example calculation which shows the methodology used to determine the amount
of shielding required for each physical condition (i.e., primary and secondary leakage barriers, re-
stricted and unrestricted areas, small angle scatter, entry door(s) and maze) and shielding material i
the facility.

(1) If commercial software is used to generate shielding requirements, also identify the software
used and the version/revision date.

(2) If the software used to generate shielding requirements is not in the open literature, submit
quality control sample calculations to verify the result obtained with the software.

IV. Neutron shielding.

In addition to the requirements listed in Section Ill above, therapeutic radiation machine facilities
which are capable of operating above 10 MV shall submit shielding plans which contain, as a mini-
mum, the following additional information:

A. The structural composition, thickness, minimum density and location of all neutron shielding
material.
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B. Description of all assumptions that were used in neutron shielding calculations including, but
not limited to, neutron spectra as a function of energy, neutron fluency rate, absorbed dose and dose
equivalent (due to neutrons) in both restricted and unrestricted areas.

C. At least one example calculation which shows the methodology used to determine the amount
of neutron shielding required for each physical condition (i.e., restricted and unrestricted areas, entry
door(s) and maze) and neutron shielding material utilized in the facility.

(1) If commercial software is used to generate shielding requirements, also identify the software
used and the version/revision date.

(2) If the software used to generate shielding requirements is not in the open literature, submit
quality control sample calculations to verify the result obtained with the software.

D. The method(s) and instrumentation which will be used to verify the adequacy of all neutron
shielding installed in the facility.

V. References.

A. NCRPReport 49, “Structural Shielding Design and Evaluation for Medical Use of X-Rays and
Gamma Rays of Energies Up to 10 MeV” (1976).

B. NCRPReport 51, “Radiation Protection Design Guidelines for 0.1-100 MeV Particle Acceler-
ator Facilities” (1977).

C. NCRP Report 79, “Neutron Contamination from Medical Electron Accelerator” (1984).
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